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Section 1 — General Notes & Planning

11

Preliminary Matters

A.

This manual shall replace the previously adopted “City of Tiffin Public
Works Design Manual” dated July 1, 1967.

Purpose — The standards, as set forth herein, are intended for quality and
uniformity of public and private infrastructure improvements. These
standards are intended to compliment all City, County, State and Federal
Standards.

1. It shall be the duty of the City Engineer to review these provisions
in this manual not less than each 2 year period from the date of
their adoption and publication in order to keep them current with
standard practices of construction, to take advantage of new
methods and materials, and to ensure accordance with
Ordinances of the City of Tiffin and regulations of the City of Tiffin
Planning Commission and City Engineer’s Office.

Objectives

1. To standardize design practices and construction procedures on
Public Works Improvements within the corporate limits of the City
of Tiffin and adjacent areas where connections will be made to
City owned utilities, or areas under jurisdiction of the City Planning
Commission.

2. To provide a single source of information for the design and
planning of Public Works Improvements.

Conflicts with Other Regulations — When the provisions of this standard
are inconsistent with one another or when the provisions of this standard
conflict with provisions found in other adopted ordinances or regulations,
the more restrictive provision shall govern.

Severability — If a court of competent jurisdiction declares that any
Section, Division, Item or Paragraph of this Standard is invalid, that ruling
shall not affect the validity of any other part of this standard or of the
standard as a whole, which shall remain in full force and effect.



1.2

Definitions & Acronyms

A.

®

o O

m

AASHTO: Refers to all the publications of the American Association of
State Highway Transportation Officials, and specifically, A Policy on
Geometric Design of Highways and Streets, current edition.

ANSI: American National Standards Institute
ASTM: American Society for Testing and Materials
AWWA: Amerian Water Works Association

CDE: Control Density Fill, a lean concrete mixture that may be broken
and removed easier than regular concrete mixes and frequently cures
rapidly. Used commonly for trench backfill applications.

City: Refers to the City of Tiffin

City Engineer: A professional Engineer, registered in the State of Ohio,
who has been appointed as the City Engineer by the City of Tiffin, or the
City Engineer’s authorized agent.

Contractor: An individual, company, firm, or other party or organization
who contracts with an Owner to construct all or a portion of a project.

Day: Shall constitute a calendar day of 24 hours measured from midnight
to the next midnight.

Developer: Any person, firm, corporation, agent, partnership, or entity
who seeks to improve and/or modify land in accordance with the City’s
regulations.

Development: A man-made change to improved or unimproved real
estate.

Drawings or Plans: The approved plans, profiles, typical cross sections,
working drawings, supplemental drawings, text, notes, or exact
reproductions that show the location, character, dimensions, and details
of the proposed work to be done.

Edge of Pavement: The location of the white or yellow line on an
uncurbed road, the edge of the asphalt driving surface on an unstriped
roadway, the edge of the gutter plate on a curb and gutter road or the
face of the curb on a curbed road.

Improvements: Any changes, additions, modifications, revisions, etc. to
infrastructure, structures, land, etc.

ITE: Institute of Transportation Engineers



AA.

AB.

AC.

AD.

LED: Light-emitting diode, a semiconductor light source that emits light
when current flows through it.

NEC: National Electrical Code
NEMA: National Electrical Manufacturer’'s Association

OMUTCD: Ohio Manual of Uniform Traffic Control Devices. Ohio
Department of Transportation Manual that establishes uniform standards
for traffic control devices, such as signs, signals, markings, and
construction signage.

OSHA: Occupational Safety and Health Administration
OUPS: Ohio Utility Protection Services

Owner: The individual, entity, public body, or authority with whom the
Contractor has entered into an agreement and for whom the work is to be
performed.

PCB'’s: Polychlorinated biphenyls

Petroleum: Petroleum, including crude oil or any fraction thereof which is
liquid at standard conditions of temperature and pressure (60 degrees
Fahrenheit and 14.7 pounds per square inch absolute), such as oil,
petroleum, fuel oil, oil sludge, oil refuse, gasoline, kerosene, and oil mixed
with other non-Hazardous Waste and crude oils.

Project: The total construction of which the work to be performed under
the Contract Documents may be the whole, or a part as may be indicated
elsewhere in the Contract Documents.

Public Improvement: Public sewers, water mains, storm water relief
provisions, highways, parkways, sidewalks, street lighting, and all other
public improvements to be required by the City.

PVC: Polyvinyl Chloride

Record Drawings (As-Builts): Design plans reviewed in the field and
revised to show the actual construction dimensions, quantities, and

locations.

Right-of-Way: A strip of land dedicated, condemned, or reserved for
public use.

Road or Roadway: Limits of the paved area including paved shoulders,
traveled lanes, gutters and curbs within the public right-of-way.



AE.

AF.

AG.

AH.

Al.

AJ.

AK.

AD.

AL.

AM.

Samples: Physical examples of materials, equipment, or workmanship
that are representative of some portion of the work and which establish
the Standards by which such portion of the work will be judged.

Shop Drawings: All drawings, diagrams, illustrations, schedules, and
other data or information which are specifically prepared or assembled by
or for the Contractor and submitted by the Contractor to illustrate some
portion of the work.

Site: Lands or areas indicated in the Contract Documents as being
furnished by the Owner upon which the work is to be performed, including
lands or areas being developed by a private developer, and also including
rights-of-way and easements for access thereto, and such other lands
furnished by the Owner which are designated for the use of the
Contractor.

Specifications: The part of the Contract Documents or Drawings
consisting of written technical descriptions of materials, equipment,
systems, standards, and workmanship as applied to the work and certain
administrative details applicable thereto.

Subgrade: The surface of the roadbed on which the pavement structure,
curb and gutter, and/or shoulders are constructed.

Supplier: A manufacturer, fabricator, supplier, distributor, material man, or
vendor having a direct contract with the Contractor or with any
Subcontractor to furnish materials or equipment as specified on, or in, the
approved Contract Documents, drawings, specifications, etc., to be
incorporated in the work by the Contractor or any Subcontractor.

Surveyor: A licensed Professional Surveyor Registered in the State of
Ohio responsible for the preparation and supervision of plats, easements,
boundary surveys, construction staking, record drawings, etc.

Thru Lane: The portion of roadway for the thru movement of vehicles,
exclusive of shoulders, turn lanes, curbs and gutters.

Turn Lanes: The portion of the roadway for the turning movement of
vehicles, exclusive of shoulders, thru lanes, curbs and gutters.

Work: The entire construction or the various separately identifiable parts
thereof required to be provided under the Contract Documents. Work
includes and is the result of performing or providing all labor, services,
and documentation necessary to produce such construction, and
furnishing, installing, and incorporating all materials and equipment into
such construction, all as required by the Contract Documents.



1.3

1.4

1.5

1.6

General Plan Standards

A. Preliminary plans, profiles, and supporting design data shall be submitted
to the City Engineer of the City of Tiffin for consideration and approval
before final construction plans are prepared for any Public Works
Improvement project.

1. Approval constitutes neither expressed nor implied warranties as
to the fitness, accuracy, or sufficiency of plans, designs or
specifications.

B. Submittals can be made by either paper or electronic format or as
determined by the City Engineer.

C. All drawings are to be prepared on standard size sheets;

8 %" x 11"
11" x 17”
18" x 24”
24" x 36"
36" x 48"

akwnhE

Plan Revisions

Upon obtaining approval from the City Engineer, no changes or revisions shall be
made to the approved plans; nor shall any field changes be made until
permission has been granted by the City Engineer.

Shop Drawings

In order for the City to determine conformance with information given in the
Drawings and Specifications and compatibility with the design concept of the
project as a functioning whole as indicated by the Drawing and Specifications,
the Contractor shall cause to be prepared and shall submit to the City Engineer,
at their discretion, detail drawings for each product, material, etc., to be used
within a project.

Record (As-Built) Drawings

In order for the City to maintain accurate records of city maintained infrastructure,
the City Engineer may require Record “As-Built” Drawings for any public or
private Public Works Improvement project. If As-Built Drawings are required for
a particular project, the contractor shall be responsible for maintaining Record
“As-Built” Drawings throughout the duration of the project and shall submit record
drawings to the City Engineer within 30 days of the completion of the project.
The City Engineer will have the discretion of determining the format of the
submitted record drawings.



1.7

1.8

19

1.10

1.11

Permitting

The Contractor shall be responsible for obtaining and paying for all permits
required for the project.

Utility Locates

The Contractor must alert the Ohio Utility Protection Services (OUPS) at least 48
hours before any excavation at 8-1-1 or 1-800-362-2764.

Safety

A. It is the responsibility of the contractor to be familiar with all applicable
Federal, State and Local safety regulations.

B. Any excavation shall comply with regulations specified in Section 902.04
“Barriers and Warning Lights” of the City of Tiffin Codified Ordinances.

Traffic Control

A. Approval must be obtained from the City prior to the closure of a vehicular
lane of travel of any street or alley, any on-street parking space or public
access pedestrian route such as a sidewalk or multi-use trail.

B. All traffic control must comply with provisions contained in the OMUTCD.
Signs must be in good condition and all wording must be clearly legible.
Signs must be placed in such a way that they can be easily seen by
affected traffic. Directions provided on signs must be complete and
accurate. Detours created by road closures must be clearly marked.
Whenever a road is reduced to one lane, traffic control must be
maintained with a flag person at each end of the lane reduction and the
flag person shall conform will all minimum OSHA provisions.

Monuments & Property Pins

The Contractor shall, prior to actual construction, erect protective barricades
around all visible survey monuments that are in or adjacent to the construction
area. Whenever a monument or property corner stake, pin or marker discovered
or uncovered during progress of work, the contractor shall immediately notify the
City Engineer and said monument shall be protected from damage or loss. Any
survey monument, property corner, property pin, right-of-way pin, or other marker
damaged or destroyed shall be replaced by a Licensed Professional Surveyor in
the State of Ohio at the cost of the damaging party unless circumstances
surrounding the damage suggest further negotiation.



1.12

1.13

1.14

1.15

1.16

Environmental Controls

A.

The Contractor shall provide and maintain methods, equipment, and
temporary construction as necessary to provide controls over
environmental conditions. All environmental controls shall be in
accordance with applicable Federal, State, County and local laws, rules
and regulations governing noise, dust, water quality, pollution and erosion
and sediment control, and the requirements of these standards. In the
event of a conflict between the requirements of these Standards and
Federal, State, County and local laws, rules and regulations, the more
restrictive shall apply.

The Contractor shall immediately notify the City if suspected hazardous
material or any other material that may create a health risk is discovered
on site.

Haul Routes

All haul routes shall be approved by the City prior to commencement of the

project.

Inspections & Stop Work Notices

A.

The City has the right to inspect any public or private Public Works
Infrastructure project at any time.

The City has the authority to stop work on the project, or any part thereof,
if necessary to secure compliance with the plans, or City regulations or
Ordinances. This shall not give the owner, subdivider, developer, or
contractor any claim for damages against the City.

Excavation/Embankment — General Notes

A.

Nuclear compaction testing shall be required for all fill areas over 2 feet in
depth, at 6” lifts per ASTM A-1557, 95% modified proctor unless
otherwise approved by the City Engineer.

All proposed slopes of 3:1 or steeper and all earthen drainage ways shall
receive Jute or Excelsior matting as per ODOT 667 or 668.

Post-Construction

A.

At the conclusion of all work, the Contractor shall cleanup all rubbish and
foreign materials and leave all areas of work in a condition at least as
good as existed prior to construction activities, or as approved by the City.

All disturbed areas shall receive 4” of topsoil and be seeded and mulched
as directed by the City.



SECTION 2
SANITARY SEWERS



Section 2 — Sanitary Sewers

2.1

Materials

A.

Gravity Sewers

1. Requirements

a.

Acceptable pipe materials shall have a minimum
hydrostatic design basis (HDB) of 4000.

1. High density polyethylene (HDPE) pipe,
corrugated pipe and/or open profile pipe
materials shall not be acceptable.

The manufacturer shall furnish an affidavit indicating that
the pipe, fittings and appurtenances have been
manufactured and tested in accordance with the
requirements of the applicable referenced standards.

2. PVC Plastic Pipe & Fittings

a.

PVC plastic pipe and fittings shall have a minimum pipe
stiffness of 46 psi at 5% deflection when tested in
accordance with ASTM D2412, and, as applicable for the
sizes involved, shall be the requirements of ASTM D3034,
ASTM F679 (T-1 wall), or ASTM F1803. The pipe shall be
of the elastomeric gasket joint (integral bell) type. Joints
shall provide a watertight seal and shall be made in
accordance with the pipe manufacturer’s instructions.
Joints shall be of the push-on type meeting the
requirements of ASTM D3212, and, in addition, the bell
shall be designed to retain the gasket to prevent pull-out
during the making of the joint.

PVC plastic fittings for use with ASTM D3034 pipe 8” in
size and smaller shall meet the requirements of ASTM
D3034 with a minimum wall thickness of SDR 35 and shall
be molded in one piece with elastomeric joints and
minimum socket depths. PVC material shall have a cell
classification of 12454-B or C as defined in ASTM D1784.
Gaskets shall have minimum cross sectional area of 0.20
sqg. in. and shall meet the requirements of ASTM F477.

PVC plastic fittings for use with ASTM D3034 pipe 10” in
size or larger, and for use with all sizes of PVC plastic
pipes other than ASTM D3034 shall be molded or



fabricated in accordance with, and have joints meeting the
requirements of the ASTM Standard as specified for the

pipe.

At the end of all fittings, premanufactured tee’s, the final
fitting at the plug shall be SDR 35 compatible. Non-
compatible joints shall be made to existing pipe using
banded neoprene couplings as manufactured by Fernco,
Inc. or equivalent as determined by the City Engineer.

The pipe shall be installed in accordance with ASTM
D2321, and with the requirements of these specifications.
Any requirements in these specifications which may be in
conflict or inconsistent with the requirements of ASTM
D2321 shall be void to the extent of such conflict or
inconsistency.

3. Concrete Pipe & Fittings

a.

Concrete pipe and fittings shall be of the spigot and socket
pattern meeting the requirements of ASTM C76 and shall
be Class IV or V. Pipes shall be of the greatest lengths
commercially available. Circular pipes having elliptical
reinforcing shall have the word “Top” or “Bottom” clearly
stenciled on the inside of the pipe at the correct place to
indicate the proper position when laid. Joints shall be of
the rubber gasket type meeting the requirements of ASTM
C443. The gasket shall be confined in a groove and shall
be installed in accordance with the manufacturer’s
instructions.

Interior of concrete pipes shall be lined with an epoxy
coating to protect the pipe from attack by hydrogen sulfide
gas and other corrosive elements common in sanitary
sewers.

Branches on fittings in the main line for connections shall
be of the same material as the pipe which will be
connected. The branches shall be cast with the concrete
pipe by the pipe manufacturer and shall not be done in the
field. The joint in the branch shall be as specified for the
respective type of pipe.



Force Mains

1. Requirements
a. All force mains shall be constructed of ductile iron pipe or
PVCO pipe.
b. The manufacturer shall furnish an affidavit indicating that

all pipe, fittings and appurtenances have been
manufactured and tested in accordance with the
requirements of the applicable referenced standards.

2. Ductile Iron Pipe & Fittings

a. Ductile iron pipe shall be designed in accordance with
AWWA C150 and manufactured in accordance with
AWWA C151 and shall be Thickness Class 52. The pipe
shall be of the push-on joint or mechanical joint type, with
joints within the lengths noted on the drawings to be
restrained type joints. Restrained joint lengths shall meet
Ductile Iron Pipe Research Association (DIPRA) minimum
lengths recommended. All pipe shall be coated with a
bituminous material on the outside and shall be cement
mortar lined by the factory in accordance with AWWA
C104. Pipe shall be furnished in minimum 18 foot lengths
unless otherwise specified.

b. Fittings shall be of ductile iron, shall conform to AWWA
C153, and shall be factory coated and lined and have
joints as specified for the pipe

C. Mechanical joints and push-ons shall be in accordance
with AWWA C111, incorporating rubber gaskets. With
push-on joints, the surfaces to be in contact with the rubber
gasket shall be wiped clean and dry just prior to making
the joint and, when making the joint, a lubricant shall be
used in accordance with the manufacturer’s
recommendations. With mechanical joints, the surfaces to
be in contact with rubber gasket shall be brushed with
soapy water to remove all sand and grit just prior to making
the joint.

d. Restrained push-on joints shall be completely boltless and
shall be Clow Super-Lock, American Flex-Ring, or U.S.
Pipe TR Flex, or equivalent as determined by the City
Engineer. Field-loc gaskets may be used, as approved by
the City Engineer. Restrained mechanical joints shall be of



3.

the pipe manufacturer’s standard design, or shall be
MEGALUG as manufactured by EBAA Iron, Inc., or equal,
of ductile iron and with a working pressure of at least 250
psi and a minimum safety factor of 2:1.

Whenever it is necessary to cut the pipe at fittings, valves,
specials, or elsewhere, the remaining portions may be
used where possible to minimize the number of scrap
pieces when the project is complete; however, scrap
pieces less than 5 feet shall not be used. Cut pieces of
pipe shall be beveled to the manufacturer's specifications.

PVCO Pipe and Ductile Iron Fittings

a.

Molecularly oriented polyvinyl chloride (PVCO) shall be
designed in accordance with AWWA C909, pressure class
200 for 4” through 12" diameter. The pipe shall be push-
on joint type with integral wall-thickened bell ends
incorporating an elastomeric gasket. It shall have a cast
iron equivalent outside diameter (CIOD) and be furnished
in nominal 20 foot laying lengths.

Joints within the lengths noted on drawings to be
restrained type joints shall be MEGALUG or retainers as
manufactured by EBAA Iron, Inc., or as approved, of
ductile iron and with a working pressure at least equal to
that of the PVCO pipe on which it is to be installed, and a
minimum safety factor of 2:1.

Fittings shall be of ductile iron, shall conform to AWWA
C153, and shall be coated and lined and have joints as
specified for the ductile iron pipe and fittings.

Tracer tape shall be installed over non-metallic force mains
including service lines per ODOT Item 638.

1. Tracer wire shall be installed along the top of all
non-metallic force mains and shall be #6 AWG
copper wire with RHW-2 insulation and shall be
strung continuously along the force main. Splices
in tracer wire shall be made with shrink type, butt-
end electrical connectors. The tracer wire shall be
connected to each valve box. At each valve box,
the tracer wire shall be placed outside of the valve
box and then enter the valve box through a hole



drilled by the contractor approximately 8" below the
top of the valve box.

Polyethylene Encasement

Ductile iron pipe, fittings and appurtenances shall be field wrapped with a
minimum 8-mil thick polyethylene tube meeting the requirements of
AWWA C105 as directed by the City. Installation shall be in accordance
with Method A and the instructions of the manufacturer. All overlaps and
seams shall be completely taped. All rips, punctures and other damage
to the polyethylene shall be acceptably repaired. Tape shall be 2” wide
plastic backed adhesive tape which will bond securely to both metal
surfaces and the polyethylene film.

Pipe Insulation

1. Provide minimum 1” cellular glass insulation with an aluminum
jacket; adequate to prevent freezing at O degrees Fahrenheit,
suitable for burial. Insulation shall be FOMGLAS by Pittsburgh
Corning Corporation or approved equivalent by the City Engineer.

2. Provide insulation in any area where the depth of cover, horizontal
on slopes or vertical, is less than or equal to 3’-6” for force mains
and/or pumping station piping. Install pipe insulation and jacketing
per manufacturer’'s recommendations, and to prevent entry of
water between pipe and insulation.

Steel Encasement Pipe

1. When the pipe is to be installed within welded steel encasement
pipe, the encasement pipe shall meet the requirements of ASTM
A139, Grade B, and shall be bituminous coated on the outside.
Any coating applied in the field shall be applied a minimum 48
hours prior to installation. The encasement pipe diameter shall be
4” larger than the diameter of the pipe bell, rounded up to the next
nominal pipe size. The minimum wall thickness of the
encasement pipe shall be 0.375” and is based on the steel pipe
having a minimum tensile strength of 60,000 psi and minimum
yield strength of 35,000 psi. The wall thickness shall be adjusted
as necessary for other grades of pipe. All joints shall be fully
welded on the circumference.

2. The encasement pipe shall be installed by boring and jacking and
in such a manner so as to allow the pipe to be laid at the grade
shown. This shall include both horizontal and vertical control
methods as approved by the City. Control methods shall permit
location of and realignment of the cutting heads at all times during



installation. Boring and jacking operations shall be continuous.
The pipe shall be blocked in place within the encasement pipe to
prevent shifting or flotation. The ends of the encasement pipe
shall be blocked up in such a way as to prevent the entrance of
foreign material, but allowing leakage to pass in the event of same
within the encasement pipe.

Blocking shall be accomplished using wood blocks or approved
casing chocks. Wood blocking shall be of hardwood lumber.
Banding straps for holding the wood blocks in place shall be
stainless steel. Casing chocks shall be of polyethylene or
stainless steel with a liner and UHMW polymer plastic runners,
shall be as manufactured by Power Seal Pipeline Products
Corporation, Cascade Waterworks Manufacturing Company,
Advance Products & Systems, Inc., or approved equal by the City
Engineer, and shall be installed in accordance with the
manufacturer’s instructions. Blocking shall be notched to secure
banding to blocking without slipping off. Two sets of blocks or
chocks shall be used per pipe segment.

Steel encased pipe crossing the right-of-ways of others shall
comply to the most restrictive jurisdictional regulations.

F. Manholes

1.

Manholes shall be constructed of precast reinforced concrete
sections and appurtenances meeting the requirements of ASTM
C478, except when a modification is approved, and shall be
complete with required sewer stubs. Manholes shall have
minimum 48" inside diameter or larger as recommended by the
manufacturer. An affidavit from the manufacturer shall be
provided stating that the manhole is appropriately sized for the
sizes and angles of incoming pipes.

The City may require anti-flotation pads for manholes upon review
of the required soil borings

The City may require a sampling manhole for industrial and
commercial facilities to be located prior to connection to City
sewers.

Bases shall be constructed in two pours or monolithically with
bottom reinforcement tied to side reinforcement to form an integral
structure. Bases shall have a minimum thickness of 8.

Bases shall incorporate provisions for making a flexible joint
between the pipe and the manhole for all pipe connections.



10.

11.

Flexible joints shall be Press Wedge Il as manufactured by Press
Seal Gasket Corporation; Kor-N-Seal as manufactured by
National Pollution Control Systems, Inc.; A-LOK as manufactured
by A-LOK Products Corporation, or equivalent as approved the
City Engineer. Flexible joints shall be shock absorbent and shear
resistant; shall be designed to prevent any direct contact between
the pipe and manhole; and shall provide a tight, infiltration proof
sewer connection with the pipe deflected up to 10 degrees in any
direction. Should incorporation of the flexible joints require a base
I.D. greater than required for the wall sections, the Contractor
shall furnish and install the larger base and an approved precast
reinforced concrete transition section to go from the larger base to
the wall sections.

Joints between bases and wall sections shall be as subsequently
specified for the walls.

If not integrally cast with the base, after installation of the pipes
provide an ODOT Class F concrete invert through the manhole.
The invert shall have a depth through the manhole equal to one
half of the diameter of the sewer pipe and shall slope upward
toward the manhole walls approximately 3”. Concrete shall be
trowelled smooth, and shall be placed so as not to interfere with
the flexibility of the joint.

Drop pipes shall be included in the invert and shall not discharge
on the slope portion.

Bases shall be set plumb and at the proper elevation on a cushion
of compacted ODOT #57 crushed limestone.

Walls shall be vertical precast concrete riser sections meeting the
requirements of ASTM C478. The top section shall be an
eccentric cone narrowing down to an I.D. of not less than 24” clear
and an O.D. of not less than that of the subsequently specified
grade rings. No pipes shall enter the cone section. Manholes too
shallow to accommodate a cone section shall have a reinforced
flat slab top. Flat slab tops shall be designed to withstand H-20
traffic loading.

Adjoining riser sections shall be firmly keyed together by means of
tongue and groove joints with rubber gaskets meeting the
requirements of ASTM C443. In addition, preformed plastic
gasket material shall be provided on the outside shoulder of all
joints. Installation of the gasket material shall not interfere with
the proper sealing of the gasket. The preformed gasket material
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13.

14.

15.

shall meet the requirements of Federal Specifications SS-S-210A
and shall be as manufactured by Hamilton-Kent Manufacturing
Company; K.T. Snyder Company, Inc.; or equivalent as approved
by the City Engineer.

Each manhole frame shall be set at the proper elevation by use of
precast concrete grade rings. The rings shall be provided for a
minimum height of 4” and shall not exceed 12” in height. Rings,
unless otherwise subsequently specified, shall have an I.D. equal
to the access opening in the manhole top section, and an O.D. not
less than the O.D. of the manhole frame. The rings shall each be
set in a full bed of mortar composed of 1 part, by volume, Portland
cement and 2 parts clean, hard sand. The interior of the grade
rings shall be mortared to provide a smooth common surface from
frame to top.

When the manhole frame is to be anchored to the manhole top,
the top section and grade rings shall have four 1” diameter holes
located to match the holes in the casting and shall be of such
dimensions as to provide a minimum 2" concrete cover for the 1”
diameter holes. Holes in the top section shall extend at least 6”
into the concrete. Holes shall not be made in the field.

Any manhole requiring adjusting grade rings shall also have
external manhole chimney seals installed per the manufacturer’s
recommendations. Chimney seals shall be manufactured by
Crotex Specialty Products or equivalent as approved by the City
Engineer.

Steps shall be provided in manholes, if shown on the standard
detail. Steps shall meet the requirements of ASTM C478 and
shall be of reinforced polypropylene. Installation of manholes,
when in pavement, shall be such that the steps are in the center of
a traffic lane or between lanes where possible, and, when outside
pavement, shall be such that steps are located away from the
pavement edge unless the manhole is within a ditch line, in which
case they should be located at the high side of the ditch slope.
Reinforced polypropylene steps shall consist of a %2” steel
reinforcing rod encapsulated in a copolymer polypropylene plastic
and shall incorporate a notched tread ridge and retainer lugs on
each side of the tread ridge. The steel rod shall be continuous
through the entire length of legs and tread. Steps of the press fit
type driven into the concrete wall shall have a pullout resistance of
not less than 1,500 pounds per leg.
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Where noted, pipe sewer stubs shall be provided at manholes for
future sewer connections. The stubs shall be of the same type
and material as being provided on the project for the respective
sizes of pipe, shall be a minimum 2’-0” in length outside the
manhole wall, and shall terminate with a full pipe bell. The end of
each stub shall be provided with a pipe stopper (plug) specifically
designed for use with the pipe. Plugs shall be for permanent or
temporary use, shall be watertight, and shall be removable without
damaging the pipe.

G. Frames and Covers

1.

All frames and covers shall be heavy duty gray iron castings
conforming to ASTM A48. Both the underside of the cover and
the upper surface of the ledge upon which it rests shall be factory-
machined so as to prevent rocking on its supporting surface. All
castings shall be cleaned and factory coated with asphalt paint
prior to installation and, after installation, the tops of frames and
covers shall be given an additional coat of asphalt paint. Asphalt
paint shall be water based, non-toxic, non-flammable, and
odorless asphalt emulsion that dries to a hard, black gloss finish.

The frames shall have a clear opening of not less than 24" in
diameter and a height of not less than 7”. Covers shall have the
words “Sanitary Sewer” cast into the top. No frame cover shall
weigh less than 375 pounds.

a. See Exhibit A

Standard frames and covers shall be East Jordan Iron Works
1040A with Type A solid cover or equivalent as approved by the
City Engineer.

b. See Exhibit B

Gasketed frames and covers shall be East Jordan Iron Works
1040AGS with Type A solid cover, or equivalent as approved by
the City Engineer, with the cover having a factory installed gasket
seal with no open pickholes.

C. See Exhibit C

Frames shall have four equally spaced anchor bolt holes in the
base flange and shall be anchored to the manhole top. Anchors
shall be %" diameter all-thread rods, and each shall be complete
with washer and nut for holding down the frame. Anchors shall be
of a length to extend through the grade rings and to the bottom of



the hole in the manhole top, and allow for at least the length of
one nut to protrude through the nut when tightened. The anchors
shall be set with the entire annular space around the rods filled
with epoxy from the top of the rings to the bottom of the hole in the
manhole top. The epoxy shall be 100%, 2-part, with a minimum
compressive strength of 5,000 psi, and shall be Rawl/Sika Foil-
Fast Injection Gel System by the Rawl/Plug Company, Inc., or
equivalent as approved by the City Engineer. After the epoxy has
cured, the frame shall be bolted in place.

The mahole frames shall be firmly set on top of the adjusting rings
with a full level bed of 1:1 cement mortar. Where manholes are
located in paved areas, the surface of the cover shall be made
flush with the pavement surface. In unpaved streets and alley
areas, the cover shall be set to not exceed 1” above the ground
surface. On right-of-way and in ditches the cover elevation shall
be approved by the City Engineer.

After a manhole frame is installed in its final position, it shall be
encased in Class C concrete. The concrete encasement shall
extend from a horizontal plane 4” below the lowest adjusting ring
up to a horizontal plane through the mid-point of the frame in
grass areas, and up to the top of the frame in all other areas. The
concrete encasement shall be made circular, using a minimum 48”
diameter steel casing ring as a form, and shall be centered on the
frame.

H. Drop Connections

1.

Drop connections shall be constructed at all points where one
gravity sewer intersects another and the difference in invert
elevations exceeds 24" or where it is required to keep the velocity
of flow in the sewer less than 10 feet per second. The drop
connections shall consist of a tee at the upper end connected into
the manhole, a vertical section of pipe, and 90 degree bend at the
lower end connected into the manhole at the lowest pipe invert,
the whole encased in concrete. The pipe and fittings shall be of
the same as used for the main sewer. The diameter of the drop
connection shall be two sizes smaller than the main sewer, but in
no case shall it be less than 8”. Provide an approved removable
watertight plug in the upstream end of the tee, when not
immediately connected to a sewer. Drop connections may be
integral precast manhole sections constructed in accordance with
ASTM C478 with joints in accordance with ASTM C443. The drop
shall incorporate a PVC liner with cast in place monolithic rubber
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joints. Precast sections shall be as manufactured by Dura-Crete,
Inc., or approved equivalent by the City Engineer.

Drop connections to connect a new sewer to an existing manhole
may be an inside drop, constructed of the same material as the
sewers. All other drop connections shall be outside of the
structures.

Air Release Valves and Manholes

1.

Each air release valve shall be installed in a manhole, and shall
be screw connected into a tapped blind flange on an appropriate
fitting in the main line with required lengths of stainless steel pipe
and fittings.

Air release valves shall be installed at high points in the main to
permit the release of air when the main is being filled and during
service by manually opening the valve. The valve shall be a 2”
ball valve and shall be installed so as to permit use without
entering the manhole. Provisions shall be made for adding an
automatic air release valve as may be needed in the future.

Manholes shall be provided with a removable top slab constructed
of Class C reinforced concrete. The top slab shall have 2”
diameter lifting holes, filled with mastic to prevent the entry of dirt,
or approved lifting rings, and a cast iron manhole frame and cover.
Covers shall have the same visual appearance as shown in
Exhibits A-C.

Wastewater Pumping Stations

Unless an alternative measure is approved by the City of Tiffin, all
wastewater pumping stations shall be duplex, submersible type stations
with a separate wet well and valve vault, panel board, alarms and
appurtenances as specified herein.

1.

Supports

a. Provide Class C concrete piers and beams to support
piping entering and piping leaving the wet well and valve
vault and within the valve vault.

b. Supports shall include grout where required.

C. This shall also include the furnishing and installation of
supports for beams, pipes, etc. All supports shall be
aluminum. All hardware shall be stainless steel.
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2. Wet Well

a.

The bottom slab and the top slab shall be of ODOT Class
C air-entrained concrete. Walls shall be constructed of
precast reinforced concrete sections meeting the
requirements of ASTM C478. Adjoining rings shall be
firmly keyed together by means of approved tongue and
groove joints with “O” ring gaskets meeting the
requirements of ASTM C443. Provide ODOT Class F
concrete fill in the bottom of the wet well.

Wall shall incorporate flexible joints for influent sewers.
Flexible joints shall be as manufactured by Press Seal
Gasket Corporation, A-LOK Products Corporation, or
approved equivalent by the City Engineer. Flexible joints
shall be shock absorbent and shear resistant; shall be
designed to prevent any direct contact between the pipe
and manhole; and shall provide a tight, infiltration proof
sewer connection with the pipe deflected up to 10 degrees
in any direction.

Provide a 4” diameter Class 50 ductile iron vent pipe and
required wall casting in the top slab. The outlet of the vent
shall be provided with a No. 2 mesh, 0.063” diameter
bronze wire screen mechanically held in place between
two flanges. Vent shall be painted with two coats of epoxy
paint.

3. Valve Vault

a.

The valve vault shall be of precast reinforced concrete
construction and shall be designed for an AASHTO H-20
traffic load and a minimum lateral earth pressure of 60 psf
per foot of depth. Concrete shall be air-entrained and
have a 5,000 psi minimum 28 day compressive strength.
Design calculations for the vault shall be submitted to the
City upon request. The calculations must bear the seal of
a professional engineer registered in the State of Ohio.

The top slab shall have a floor door. The floor door shall
be as subsequently specified as described in the “Floor
Doors and Pump Guides Section”, except it shall be
insulated with 1” thick glass fiber, fully covered with 18
gage aluminum sheet and the upper guide holder, cable
holders, and hook are not required.
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C. Provide a vent pipe in the top slab. Vent shall be 6”
diameter and the bronze wire screen shall be No. 8 mesh,
0.032" diameter.

d. Provide manhole steps where shown, including those
designated as grab bars. Manhole steps shall be of the
drop-front design, with non-skid grooves and a minimum 2”
vertical hook on the embedded ends, and shall be made of
reinforced polypropylene meeting the requirements of
ASTM C-478.

e. The underside of the top slab and for a minimum of two
feet below grade on each of the side walls inside the valve
chamber shall be insulated with a dense semi-rigid
insulation board. The insulation board shall have a
minimum aged R value of 6.3, and shall consist of a glass
fiber reinforced polyisocyanurate foam core with a
reflective foil facing on the back side and a white coated
embossed aluminum sheet laminated over foil on the
interior face.

f. Insulation shall comply with the requirements of Federal
Specification HH-1-1972/1, Class 2, shall be Factory
Mutual approved for exposed interior insulation and shall
be Thermax Plus Liner Panel 665 as manufactured by the
Celotex Corporation, or approved equivalent.

g. The insulation boards shall be installed by the use of male
and female PVC “T” strips and, in addition, shall be
secured by the use of an adhesive compatible with the
insulation and the surface being adhered to, all in strict
accordance with the manufacturer’s instructions. This shall
include the furnishing and installation of a collar a minimum
14 gauge aluminum for protection of the insulation at the
floor door opening.

h. Provide a 20A-Duplex, GFCI explosion proof receptacle in
the valve vault for use for blowers, heaters, etc. Connect
to a 20A circuit breaker in the control panel.

Pumps
a. Wastewater Pumps

1. Shall be non-clog, completely submersible, integral
pump/motor units designed for handling raw,
unscreened sewage, and shall be complete with
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access frames (floor doors) and pultruded pump
guide rail.

Grinder Pumps

1. Where approved by the City shall be explosion-
proof and one spare pump shall be furnished and
delivered to the City.

2. Shall have metal data plates containing the
manufacturer's name, pump size and type, serial
number, speed, impeller diameter, capacity and
head rating, frame and bearing numbers, and other
pertinent data as applicable to the type of pump
shall be mechanically attached to each pump.

Operating Conditions

1. The pumps shall be designed for both intermittent
and continuous 24 hours per day operation. Pump
efficiencies must be acceptable to the City. The
motors shall be capable of sustaining a minimum of
10 starts per hour.

The design shall be such that the pumps will be
automatically connected to the discharge piping when they
are lowered into place on a discharge connection, and
shall be easily removable for inspection or service,
requiring no bolts or nuts to remove, or the need for any
personnel to enter into the wet well. Each pump shall be
provided with a stainless steel lifting cable or stainless
steel lifting chain of adequate strength and sufficient length
to permit raising the pump for inspection and removal.

The pump and motor casings and impellers shall be of cast
iron. Shafts and all external bolts and nuts shall be of
stainless steel. Replaceable wear rings designed for
abrasion resistance shall be installed at the inlet of the
pump to provide protection against wear to the impeller.
Impellers shall be of non-clog design, capable of passing
solids, fibrous material, and heavy sludge. Solids handling
capacity must be acceptable to the City. Bearings shall be
prelubricated.

Motor internals shall be separated from pump end by an oil
filled chamber with upper and lower mechanical seals.
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Seals shall require neither routine maintenance nor
adjustment, and shall be replaceable.

Units shall have an approved sewage resistant coating.

A sliding guide bracket shall be an integral part of each
pumping unit and the pump casing shall have a mating
connecting flange to connect with the discharge
connection, which shall be bolted to the floor of the sump
and so designed as to receive the pump connecting flange
without the need of any bolts or nuts.

Sealing of the pumping unit to the discharge connection
shall be accomplished by a simple linear downward motion
of the pump with the entire weight of the pumping unit
guided to and pressing tightly against the discharge
connection. No portion of the pump shall bear directly on
the floor of the sump. No rotary motion of the pump shall
be required for sealing.

Motors

1. Motors shall be housed in a dielectric oil-filled
watertight casing, shall have moisture resistant
Class F insulated windings, and shall be NEMA
Design B. The motors shall be Class I, Division I,
Group D rated for explosion proof service. Motors
shall have a 1.15 service factor, and shall be
capable of operating on 240 volt, three phase, 3-
wire, 60 hertz electrical service, or as approved by
the City. Motors shall have voltage tolerances of
+10% and -14% of nameplate value and shall have
cooling characteristics suitable to permit continuous
operation in a totally submerged condition. Each
unit shall be complete with sufficient UL approved
Type SO four conductor electrical cable to run
unspliced from the motor to the control panel.

2. Each motor shall be supplied with two heat sensing
units attached to the motor winding which shall trip
the starter and provide indication in the event of
motor overheat. Pumps shall be provided with seal
chambers fitted with an electrode probe and signal
box to indicate when water is present in the seal
chamber. This shall also trip the starter. Heat
sensing units and seal chamber probes shall be
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provided with sufficient cable to run unspliced from
the pumping unit to the appropriate point of
connection provided herewith.

3. Motor power cable, motor heat sensing unit cable,
and seal chamber cable for each pump shall be
bundled together with plastic (nylon) tie wraps at 2’
intervals over the entire length of the control panel.
Signal conductors shall be in separate cable from
power conductors. All cables shall be provided with
strain relief at point of entry.

k. Pump Tests

1. The pump manufacturer shall perform the following
tests on each pump before shipment from the
factory:

- A motor and cable insulation test for
moisture content and insulation
defects.

- Prior to submergence, the pump
shall be run dry and checked for
correct rotation and mechanical
integrity.

- Pump shall be run for 30 minutes in
a submerged condition, minimum 6
feet under water.

- After operational test, insulation test
shall be ran again.

- A written certified test report giving
the above information shall be
supplied with each pump at the time
of shipment.

2. Each pump shall be subjected to a non-witnessed
certified Hydraulic Institute performance test as
follows:

- The pump shall be tested at the
design point as well as at least 7
other points to develop a curve.
Data shall be collected to plot the
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head-capacity curve as well as a KW
input and amperage curve.

- In making the tests, no minus
tolerance or margin shall be allowed
with respect to capacity, total head,
or efficiency at the specified design
condition. Pump shall be held within
a tolerance of +10% of rated
capacity or at a rated capacity with a
tolerance of +5% of rated head. The
pump shall be tested at the shut-off
but shall not be plotted and only
used as a reference point when
plotting the performance curve.

- Complete records shall be kept of all
information relevant to the test as
well as the manufacturer’s seal
number, type and size of pump, and
any impeller modifications made to
meet the design conditions.

- A written test report shall be
prepared, signed and dated by the
test engineer incorporating three
curves (head-capacity, KW input,
and amperage) along with the pump
serial number, test number, date,
speed, volts, phase, and impeller
diameter, and the report submitted
to the Engineer.

After testing, all ends of pump cables shall be
sealed with a high quality protective covering to
make them impervious to moisture or water
seepage prior to electrical installation.

Floor Doors and Pump Guides

1.

Floor doors shall be of aluminum construction and
shall be complete with upper guide holder, required
cable holders, and lifting cable/chain hook. The
frame shall be securely anchored in the slab.
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m.

Piping

Floor door shall be of the slush type and built to
withstand a live load of 150 psf. The frame shall be
of ¥4" extruded aluminum, with built-in neoprene
cushion, and shall be provided with anchors. Door
leafs shall be ¥2” aluminum diamond plate
reinforced with aluminum stiffeners as required.
Each leaf shall open to 90 degrees and
automatically lock with a stainless steel hold open
arm with an aluminum or stainless steel release
handle. A stainless steel hasp and staple shall be
provided for padlocking. Unit shall have a mill
finish, with a bituminous coating applied to the
exterior of the frame by the manufacturer. Lifting
handle, hinges, and all fastening hardware shall be
stainless steel. The floor door shall be as
manufactured by Bilco Company, Halliday
Products, or approved equivalent by the City
Engnieer.

Each pumping unit shall be complete with required
pump guides and mounting hardware for raising
and lowering the units. Pump guides shall be a
pultruded I-beam rail, and shall extend from the
lower guide holders integral with the pump
discharge connection to upper guide holders
mounted at the access opening. Pump guides shall
not support any portion of the weight of the pumps,
and shall provide for proper seating alignment.
Follow manufacturer’s installation instructions.

Piping includes the following, each with required
pipe, fittings, valves, and appurtenances:

- Wastewater pump ductile iron
discharge piping to and including the
connection to the force main.

- Valve vault PVC plastic drain piping
to the wet well.

Installation of buried piping shall be in accordance
with all applicable requirements.
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Unless otherwise specified or shown, all valves 2"
diameter and smaller, except check valves, shall be
ball valves. All valves 3” and larger, except check
valves, shall be plug valves.

Connections to equipment shall have unions to
facilitate removal.

Dielectric unions shall be provided when joining
dissimilar metals.

All pipe, fittings, valves and appurtenances shall be
appropriately marked for purposes of identification.
The materials and methods of manufacture, and
the completed pipes, fittings, valves and
appurtenances shall be subject to inspection and
rejection at all times. The Owner and the City shall
have the right to make inspections.

The manufacturer shall furnish an affidavit
indicating that the pipe, fittings, valves and
appurtenances have been manufactured and tested
in accordance with all requirements of the
applicable referenced standards. A copy of the
affidavit, indicating the Project on which the
material is to be used, shall be forwarded to the
City prior to construction.

n. Wall Castings, Sleeves, Etc.

1.

Furnish all wall castings, sleeves, inserts, cored
openings, etc. necessary for installation of piping in
this item and as otherwise required. Installation of
items embedded in concrete shall be in accordance
with the requirements of ODOT Item 604. For new
construction, all items shall be in their proper
location and elevation before the concrete and
piping are placed. Boxing out of forms for later
placement will not be permitted. All wall castings
and sleeves shall have an intermediate wall collar
(waterstop).

For sleeves and cored openings in concrete, the
opening between the pipe and sleeve or cored
opening shall be sealed using “Link-Seal” modular
mechanical type seals as manufactured by
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Thunderline Corporation or equivalent. Installation
shall be in strict accordance with the
manufacturer’s instructions and shall be such that
bolt heads are accessible after installation.

Where piping is to pass through the walls of
structures without a wall casting or sleeve, and the
opening cannot be sealed using “Link-Seal” as
determined by the City, the openings shall be
carefully made at the proper locations, the pipes
inserted, and the openings around the pipes neatly
and permanently closed with a non-shrink and non-
corrosive grout, and an approved caulk.

0. Ductile Iron Pipe and Fittings

1.

1.

Ductile iron pipe and fittings shall be used for
wastewater pump discharge pressure pipe in the
wet well and valve vault and shall be in accordance
with the following requirements:

- All buried pipe shall have restrained joints.

- All exposed pipe shall be of the flanged joint
type and shall be Thickness Class 52.
Flanged joints shall be in accordance with
AWWA C115, with flanges to be of ductile
iron. Bolts, nuts and gaskets shall be in
accordance with Appendix A of AWWA
C115. Bolts and nuts shall be zinc plated.
Bolts shall be of such length that, when nuts
are completely tightened, not more than 1”
of the bolt, but at least the length of one full
nut, shall be left protruded through the nuts.
Flanged joints shall be completely tightened
with all bolts taking equal stress.

PVC Plastic Pipe and Fittings

The 2” drain piping shall be of Schedule 40 PVC
pipe meeting the requirements of ASTM D1785 and
shall be complete with a 2" bronze check valve, 2”
trap and a 2" buried plug valve between the wet
well and vault.

Check valve shall be a plastic ball check.



Plug valve shall be specified as follows;

- Shall be complete with an extension stem
and operating nut terminating 2 feet below
ground surface and shall be provided with a
valve box. Extension stem shall be
centered in the valve box by approved stem
guides. Provide a tee wrench 5 feet long.

Valve box shall be constructed of a good grade
cast iron, shall be coated, shall be adjustable, shall
have a 5-1/4” shaft, shall be of the three piece
Buffalo pattern with close fittings parts and shall be
provided with a heavy neat fitting cover having the
word “SEWER” cast on the top of the cover. Valve
box shall be of sufficient length for the depth as
shown. Shaft shall be of the screw type with the
bottom section covering the entire valve.

Plug Valves

1.

Plug valves in wastewater pump discharge piping
shall be of the non-lubricated eccentric type with
resilient faced plugs and flanged ends. Flanges
shall be faced and drilled to ANSI B16.1, Class 125
standard, except four bolt holes may be drilled and
tapped.

Valve bodies shall be of ASTM A126 Class B cast
iron. Bodies shall be furnished with 1/8” welded
overlay seat of not less than 90% pure nickel. Seat
area shall be raised, with raised surface completely
covered with weld to insure that the plug face
contact only nickel. Screwed-in seats shall not be
acceptable.

Plugs shall be of ASTM A126 Class B cast iron.
The plug shall have a cylindrical seating surface
eccentrically offset from the center of the plug shaft.
The interference between the plug face and body
seat, with the plug in the closed position, shall be
externally adjustable in the field with the valve in
the line under pressure. Plug shall be resilient
faced with neoprene or hycar, suitable for use with
wastewater.
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9.

Valves shall have sleeve type metal bearings and
shall be of sintered, oil impregnated permanently

lubricated type 316 ASTM A743 Grade CF-8M for
valves through 36” in size. Non-metallic bearings
shall not be acceptable.

Valve shaft seals shall be of the multiple V-ring type
and shall be externally adjustable and repackable
without removing the bonnet or actuator from the
valve under pressure. Valves utilizing O-ring seals
or non-adjustable packing shall not be acceptable.

Valve pressure ratings shall be 175 psi for valves
through 12" in size. Each valve shall be given a
hydrostatic and seat test.

Valves less than 6” in size shall have lever
actuators.

Valves 6” and larger shall be equipped with gear
actuators and handwheels. All gearing shall be
enclosed in a semi-steel housing and suitable for
running in a lubricant with seals provided on all
shafts to prevent entry of dirt and water into the
actuator. The actuator shaft and the quadrant shall
be supported on permanently lubricated bronze
bearings. Actuators shall clearly indicate valve
position and an adjustable stop shall be provided to
set closing torque and to provide seat adjustment to
compensate for change in pressure differential or
flow direction change. All exposed nuts, bolts and
washers shall be zinc plated.

Plug valves shall be manufactured by DeZurik.

r. Check Valves

1.

Check valves in wastewater pump discharge piping
shall be full flow, cast iron body, flanged ends,
bronze mounted, full opening swing type, and shall
comply with AWWA C508; and, in addition, shall be
complete with outside lever and weight, and shall
be suitable for installation in either horizontal or
vertical position. Valve clapper shall swing
completely clear of the waterway when valve is fully
open, permitting a flow through the valve equal to



the nominal pipe diameter. Valves through 12”
shall be rated at 175 psi water working pressure.
End connections shall be flanged conforming to
ANSI B16.1, Class 125. Cast iron shall conform to
ASTM A126, Class B. Clappers shall be all bronze
for sizes through 4”, and cast iron bronze faced for
sizes 6” and larger. Hinge pins shall be 18-8
stainless steel with bronze bushing and O-ring
seals. Check valves shall be constructed to permit
top entry for complete removal of internal
components without removing the valve from the
line, and shall be American-Flow Control, Kennedy
Valve, or equivalent as approved by the City
Engineer.

Ball check valves in valve vault drain piping shall be
plastic ball check, and shall be rated for at least
150 psi. Valve shall be constructed of materials for
use with PVC plastic pipe, shall be of the double
union design which permits removal of the valve
without disrupting the existing pipe and shall have
socket, threaded or flanged ends. Valves shall be
a true union ball check valve as manufactured by
Chemtrol or equivalent as approved by the City
Engineer.

S. Ball Valves

1.

Ball valves shall be bronze, two piece body,
chrome plated, brass ball, Teflon seats and stuffing
box ring, with lever handle and balancing stops,
solder or threaded ends with union; and shall be
model S-216 as manufactured by Stockholm; or
Model #S-587-70 or T-587070 as manufactured by
Nibco or equivalent as approved by the City
Engineer.

t. Pipe Couplings

1.

Pipe couplings for ductile iron pipe shall be of the
gasketed sleeve type and shall be of the proper
diameter to fit the pipe. Each coupling shall consist
of one steel middle ring, two steel followers, two
rubber-compound wedge section gaskets and
sufficient track-head steel bolts to properly
compress the gaskets. Provide tie rods or other



positive means of restraint to prevent pipe
separation at the coupling. Couplings shall be
similar and equal to Dresser Style 38, and shall be
as manufactured by Dresser Industries, Inc.; Smith-
Blair, Inc.; or equal and shall be completely factory
furnished.

2. Pipe couplings for PVC piping shall be threaded

unions with Viton or EPDM O-rings.
u. Pump Controls

1. Pump controls shall include the furnishing of a
pump control panel and float switches, as provided
by Quality Controls, Inc., or equivalent as approved
by the City Engineer.

2. Pumping Control Panel

- The pump control panel shall include all of
the features as described herein. All
equipment provided herein shall be heavy
duty type. All components shall be factory
mounted, wired, inspected, and tested.

- Control panel shall be designed for
operation on 240 volt, three phase, 3-wire,
60 hertz service as required. Phase Sentry
shall be provided.

- Control panel shall be a NEMA 4x
reinforced fiberglass enclosure and shall be
dead font, with hinged inside panel to
protect electrical equipment. A lock hasp
shall be provided on the outside of the door.

- Two 100 ampere circuit breakers rated for
service entrance use shall be mounted
inside the panel for serving as main
disconnects of both the normal power and
the emergency power. Both disconnects
shall be mechanically interlocked so that
closing of one circuit breaker will prevent
the closing of the other.



Instantaneous adjustable magnetic trip type
circuit breakers shall be provided for
protection of each motor.

Lightning protection shall be provided on the
main power conductors within the panel.
Protection shall be Model TE/6XF as
manufactured by Advanced Protection
Technologies, or approved equivalent.

NEMA size 2 magnetic starters with three
ambient compensating overload relays for
each pump motor. IEC rated starters are
not acceptable. Provide one N.O. auxiliary
contact from each overload relay, which
shall close upon an overload condition. The
alarm controls shall be wired to the master
terminal strip. Auxiliary contacts shall be
provided on the motor coil as necessary to
meet the control requirements of this
paragraph.

Provide 120 VAC, single phase, 10 ampere
circuit breakers for individual protection and
disconnect means for 120 VAC non-control
related loads. One circuit breaker shall be
provided for each of the following loads:

* Thermostat strip heaters

* Internal panel light and control
switch

* Radio Telemetry Panel

* 120 VAC receptacle, mounted

internal to panel

Provide a thermo-magnetic circuit breaker
for protection and disconnect of the control
circuit.

Provide intrinsically safe control relays, as
manufactured by Warwick Controls, for the
connection of the float switches.



Provide control circuitry designed to start
and stop the pumps based on the wet well
liquid level, utilizing float control. A lag
pump shall start if the lead pump cannot
keep up with inflow. If a pump is called to
start, and the motor coil does not energize
within 10 seconds of the start signal, the
circuitry shall try the second pump. Control
shall automatically alternate the pumps on
each successful pump-down cycle.

Three-position selector switch to select
automatic alternation, Pump No. 1 or Pump
No. 2. Select switch shall be mounted on
the front of the inside panel door.

Hand-Off-Auto selector switches for each
motor starter.

Low-level lockout float, to lockout both
motors, regardless of whether operating in
manual or automatic mode. Low level
lockout shall be latching, and shall reset via
a pushbutton or upon the well level reaching
the “pump start” float elevation (whichever
occurs first). Low level alarm shall include a
red pilot light on the front of the inside panel
door for alarm indication, and a normally-
open dry contact wired to the master
terminal strip.

Provide a moisture detection relay for seal
failure alarm circuitry on each pump. Each
moisture detection relay shall energize a 0-
30 second adjustable time delay upon
detection of moisture in the seal chamber.
If the seal failure alarm is continuously
present throughout the adjustable time
period, an alarm shall latch and shall also
energize a red pilot light. Each alarm shall
be resettable via a pushbutton mounted on
the front of the inside panel door. A N.O.
dry contact from each lockout relay shall be
wired to the master terminal strip.



The circuitry shall accept a normally-closed
dry contact from each motor winding for
“winding overheat” monitoring. Each
winding overheat contact shall energize a 2
second time delay relay via a normally-
closed contact. This shall prevent false
alarms due to race conditions between
relays. If the winding overheat contact
opens continuously for a two second time
period, the alarm shall latch and lockout the
overheated motor. Each alarm shall also
energize a red pilot light. Each alarm shall
be resettable via a pushbutton mounted on
the front of the inside panel door. A.N.O.
dry contact from each lockout circuit shall
be wired to the master terminal strip. The
dry contact shall not close until the two
second time period has expired.

Provide a green pilot light for each motor, to
indicate when a motor coil is energized.
Each pilot light shall be energized via an
auxiliary motor contact.

Wire one N.O. auxiliary motor contact from
each motor coil to the master terminal strip.

Provide an elapsed time meter for each
motor, measuring in hours and tenths of
hours running time. Each elapsed time
meter shall be energized via an auxiliary
motor contact.

Provide a high-level float with a latching
relay and red pilot light. High level alarm
shall be resettable via a pushbutton. Alarm
circuitry shall include a N.O. dry contact
wired to the master terminal strip for remote
monitoring. High level alarm shall also
energize a lag pump.

All pilot lights, pushbuttons, and selector
switches shall be heavy duty, oil-tight type,
and shall be mounted on the front of the
inside panel door. Pilot lamps shall be rated
for a minimum 10,000 hour life. All pilot



lights shall be push-to-test. Each device
shall be identified with an engraved plastic
nameplate fastened with stainless steel
screws. Nameplates fastened only with
adhesive backing are not acceptable.

Two 250 W heating stripes wired in series,
controlled via a thermostat to maintain an
inside temperature of 50-70 degrees
Fahrenheit. Thermostat shall include visible
temperature settings and shall be Dayton
Model 2E206, or equivalent. Strip heaters
shall be Model 1212 as manufactured by
Vulcan or equivalent. Silicone
rubber/fiberglass stock heaters or cartridge
type heaters are not acceptable.

Fluorescent or incandescent light for interior
panel illumination. Light shall energize via a
limit switch whenever the inside door is
opened.

A common alarm contact for an outdoor
alarm light. The common alarm contact
shall consist of dry contacts from all alarms
mentioned in this item wired in parallel. A
test switch or pushbutton shall be provided
for testing the light. Alarm light shall be
Model 105 HISTR-N5 as manufactured by
Edwards, or equivalent, and shall be
mounted on the side of the panel. The light
shall be provided complete with electronic
strobe subassembly, flash tube, and red
lexan lens.

A 100 A, three-phase, four wire receptacle
with angle adapter and back box shall be
installed on the right side of the control
panel. Crouse-Hinds Catalog Number
AR1042-S22 with spring door, or equivalent.

Provide a 1 KVA, 240 to 120 VAC
transformer, fused on all ungrounded legs.

Incoming and outgoing wire and cable shall
be connected to a master numbered



terminal strip. Every wire leaving or
entering a terminal shall have a permanent
sleeve type wire maker. Include ten spare
terminals for future termination. Include
properly sized ground lug for termination of
the ground wire.

All equipment and components within panel
shall have a permanently affixed tape on the
device or on an adjacent surface which
identifies the device.

A placard shall be affixed to the inside
surface of the access door of the panel.
The placard shall display the connection
legend and the circuit schematic. The
schematic shall identify each wire, junction
and termination with respect to
corresponding terminals and connections in
the panel. Devices and connections
associated with, but exterior to, the panel
shall be shown in phantom and
appropriately identified. The schematic may
be a miniature plasticized copy of the
connection schematic furnished, if suitable
for display.

Shop drawings shall include complete
catalog data for each item equipment used,
including all circuit breakers, starters,
overload, pilot lights, selector switches,
pushbuttons, floats, light fixtures,
receptacles, strip heater, thermostat, and
enclosure. Control schematics shall be
submitted in ladder logic form for the City’'s
review. A front panel view shall also be
submitted, showing all equipment mounted
on the panel.

Furnish and install galvanized steel posts,
aluminum backplates and other
miscellaneous mounting hardware as
required to complete mounting and
installations of the pump control panel. The
aluminum backplate for mounting of the



3.

radio telemetry panel shall be supplied and
mounted by others. RTU shall be
compatible with existing City equipment.

Float Switches

- Furnish and install five mechanical, micro-
switch type float switches as herein
specified. Float switches shall be ITT/Flygt
Corporation Model ENM-10, Warrick
Controls Series M, or equal. Each float
switch shall be furnished with 30 feet of
unspliced cable to run from the float switch
elevation to a junction box.

- Provide two spare floats with 30 feet of
cable. Spare floats shall be delivered to the
Owner.

- Floats shall be mounted on a 3/8 inch
diameter nylon rope. The wire rope shall be
attached at the top of the wet well and shall
extend down to within 6” of the bottom of
the well (without touching), and shall be
terminated with an eight pound PVC coated
anchor, provided wherewith. Anchor shall
be attached with stainless steel hardware.
Floats shall be easily accessible from the
access hatch for cleaning and replacement.

- The float switches and float switch wiring
shall be attached to the cable by means of
plastic tie wraps, in such a way as to be
field adjustable.

V. Standby Power

1.

Based upon the pump data to be submitted to the
City, the City will determine if portable standby
power or permanent standby power is required. If
portable standby power is required, an existing
City-owned generator will supply power to the
pump station in the event of a power failure. The
pump station electrical power configuration
including the generator receptacle shall be
compatible for connecting the City’s portable



K.

generator. The pump station’s electrical
configuration, receptacle, transfer switch, and all
appurtenances shall be sized to operate all aspects
of the pumping station. The receptacle shall be
located to provide easy access for the portable
generator. If permanent standby power is required,
Contractor or developer shall supply the permanent
standby generator in accordance with the current
Ten States Standards requirements. Permanent
standby generators shall be sized to operate all
aspects of the pumping station; shall be housed in
pump station buildings and shall be submitted to
the City for review and approval.

w. Building and Appurtenances

1.

Bedding and Backfill

1. Bedding

For all pumping stations which require permanent
standby power and for other pumping stations
deemed applicable by the City, a building
adequately sized ventilated and powered, as
submitted by the contractor or developer, and as
approved by the City, shall be provided to house
the permanent standby generator (if required),
pump control panel, and appurtenances. In
general, the building shall be constructed of
insulated brick-on-block walls, gabled wood truss
insulated roof, fiberglass shingles, vented soffits,
aluminum gutters, and steel doors and it shall be
compatible with the surrounding architecture, as
approved by the City.

Guard posts shall be 6” diameter x 7’-6” long, black
steel pipe meeting the requirements of ASTM A36.
Each post shall be set in a 1'-6” diameter x 3'-6”
deep concrete footing crowned to shed water, with
the shaft to be completely filled with concrete and
shall be located as approved by the City.

a. Pipe embedment shall be #8’s or #57’s gravel or limestone
for gravity sewers and sand meeting the requirements of
ODOT Item 703.06 force mains, from 4” below the pipe
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2.2

barrel to 12” above the pipe barrel for flexible pipes and to
the springline for rigid pipes.

2. Granular Backfill

a.

Granular backfill shall meet the requirements of ODOT
Item 304 crushed limestone.

3. Control Density Fill (CDF)

a.

Installation

A. Trenches

CDF shall be ODOT Item 613, Type 1 low strength mortar,
except no fly ash or slag permitted. The design mix used
shall be approved by the City, and shall have a
compressive strength of 50 psi.

1. Gravity Sewers

a.

Except where otherwise specifically required or permitted
by the City, sewers shall be laid in an open trench, shall be
started at the lowest point, and shall have spigot ends
pointing in the flow direction.

The use of equipment with metal tracks or treads will not
be permitted on paved surfaces which will not be removed
during trenching operations without some type of
pavement protection, such as matting or rubber tracks.

The width of trench, from a point 12 inches above the top
of the outside wall surface of the pipe to the bottom of the
trench shall not be wider than the largest width provided by
the two formulas below. The width of trenches shall not be
less than 12" greater in width than the outside diameter of
the pipe barrel. Where the trench width at the bottom of
the trench, provides a space greater than 18” on both
sides of the pipe, and the pipe is 10 feet or more below the
surface ground immediately adjacent to the trench, it may
be required that the pipe is encased with 6 inches of
concrete or other special protection is taken to insure
adequate protection of the pipe to both line and grade.
Whenever the maximum allowable trench width (below the
level of the top of the pipe) is exceeded for any reason, the
City reserves the right to direct the contractor to utilize pipe
of greater strength, to modify the type of backfill, to embed



the pipe in concrete, or to utilize a combination of these
procedures, all at the expense of the Contractor.

Trenches in earth shall be excavated to a depth of not less
than 1/8 the outside diameter of the pipe being installed or
4" whichever is greater, below the outside bottom of the

pipe barrel and bell when the pipe is laid on its final grade.

Trenches in rock shall be excavated to a depth of 1/3 the
inside diameter of the pipe, but within the limits of 4” to 12",
below the outside bottom of the pipe barrel and bell when
the pipe is laid on its final grade and the pipe shall be laid
on a cushioned layer of bedding material as specified or as
approved by the City and provided by and at the expense
of the Contractor.

Prior to open trenches entering the paved limits of a street,
alley, driveway, sidewalk, or parking area, the pavement
shall be neatly cut for its full depth, removed, and disposed
of off the Project site.

Trenches shall be kept sufficiently free of water during pipe
laying and jointing. When water exists in the trenches at
the time of pipe laying, the Contractor shall dewater the
trench at their expense.

- Draining a sewer trench, in which sanitary sewer is
being constructed, into an existing sanitary sewer
of the City will not be permitted. The trench water
shall be intercepted by a sump, or a manhole,
before it reaches the existing sanitary sewer and
shall not be pumped into a surface ditch or onto the
ground surface, unless permission is obtained from
the City Engineer to discharge into a storm sewer.

- The same rule, as above, shall be followed with
reference to existing combination sewers.

Force Mains

a.

Trenches shall be as specified for Gravity Sewers except
as modified herein. Except where otherwise specifically
required or permitted by the City, the mains shall be laid in
an open trench excavated to a depth sufficient to provide
not less than 4 feet of vertical cover over the top of the
pipe barrel and to provide not less than 4” of bedding
below the outside bottom of the pipe barrel. However,



pipes shall be installed at a greater depth when shown on
the drawings; when necessary to pass under other utilities
or obstructions; or where necessary to prevent high points
in the main. In addition to the minimum vertical cover,
where any pipes are parallel to roadside ditches or
streams, a lateral cover shall be provided at least equal to
the specified vertical cover.

The width of the trench shall not be more than 24" greater
than the outside diameter of the pipe, except at joints,
where sufficient space shall be provided for properly
making the joints without raising the length of the pipe
above the solid bottom of the trench. Care shall be taken
to detect and remove stones and debris in the bottom of
the trench which would damage the pipe or be detrimental
to the proper bedding of the pipe, with removal to be for a
depth of at least 6” below the bottom of the pipe and
replaced with bedding material.

B. Protection of Existing Utilities

1. Utility Conflicts

a.

Existing underground utilities along the route of
construction, as shown on the drawings or marked at the
time of construction by the utility owner, shall be uncovered
by the Contractor and their elevations determined at least
400 feet in advance of pipe installation for gravity sewers
and 200 feet in advance for force main piping. Contractor
shall contact OUPS 48 hours prior to any excavation work.

All underground utilities, when encountered, shall be
adequately supported, shored up or otherwise protected
whenever exposed in the excavation. Timber supports
shall be a minimum of 6” square. Supports shall extend
into the undisturbed earth a minimum of 12": each side of
the trench and the pipe, conduit, etc., banded or tied to the
bridging for its full length using stainless steel banding.
Where bridging cannot be supported by a firm foundation,
the Contractor shall provide vertical support for the
bridging, including any lateral bracing necessary to provide
a firm and substantial support. Supports and bracing shall
be of native hardwood and shall be furnished and installed
by the Contractor.



The excavation work shall be planned as to avoid damage
to and minimize the interference with existing underground
utilities in the area. Adequate clearance between the
cutting edge of the excavation equipment and underground
utility shall be maintained to avoid damage to the utility.

Above ground (aerial) utilities, including but not limited to,
power, telephone and cable television, shall remain in
service at all times. Any anticipated disruption of service
shall be with the full knowledge of the utility company and
required advance notice to the affected users by the
Contractor. Removal of guy wires and holding of poles
shall be done as required to complete the work, shall be
agreed upon by the utility company and the Contractor,
and shall be at the expense of the Contractor.

Arbitrary disruption of underground and aerial utility
services will not be permitted.

2. Replacement of Existing Sewers and Drains

a.

The Contractor is cautioned to use the greatest care in
reporting to the City all existing sewers and drains exposed
during trenching or other operations. Replacements shall
be made in accordance with all applicable requirements of
these specifications for new construction and in
accordance with all applicable requirements of ODOT Item
603 using pipe with premium joints unless otherwise
specified, as approved by the City. In the event of conflict,
the requirements of these specifications shall take
precedence.

Pipe for sanitary sewers shall be approved for such use.
Replacements 12 feet or less in length of perforated pipe
or open joint tile (underdrains) shall be made by using PVC
plastic pipe meeting the requirements of ASTM D3034,
SDR 35, or F679. Joints between existing and
replacement pipes, when differing materials or with
otherwise non-compatible joints, shall be made using
banded neoprene couplings as manufactured by Fernco,
Inc. or equivalent as approved by the City Engineer.

Existing sewers and drains shall be replaced as to
withstand future settlement by bridging with timber
supports a minimum of 6” square. Bridging shall extend
into undisturbed earth a minimum of 12” each side of the



trench, and the pipe, tile, etc., banded or tied to the
bridging its full length. Where timber bridging cannot be
supported by a firm foundation, the Contractor shall
provide vertical support for the timber bridging, including
any lateral bracing necessary to provide a firm and
substantial support. Supports and bracing shall be of
native hardwood.

C. Trench Protection

1.

Where necessary to prevent caving of the trench and other
excavation, and for protection of workmen and nearby structures,
trench protection shall be provided per OSHA standards by and at
the expense of the Contractor. Trench protection shall be by
trench box, wood sheeting and bracing or such other methods as
determined by the Contractor. Contractor shall have a competent
person on-site determine the appropriate methods for the
conditions.

Wood sheeting and bracing shall be of sound lumber approved
per ANSI specifications and shall be so arranged as to support the
trench walls and existing structures and utilities. Sheeting left in
place shall be cut off not less than 18 inches below ground
surface.

Sheeting and bracing not noted to be left in place may be
removed at the discretion and responsibility of the Contractor after
backfill has been placed and compacted to a level at least 2 feet
above the top of the pipe. In no case shall sheeting be pulled in
increments exceeding 3 — 4 feet in order to avoid the danger of
breaking pipe due to the weight of the backfil. Upon removal of
sheeting and bracing, voids left due to such removal shall
immediately be filled and the back recompacted.

Where it is necessary to drive sheeting below the centerline of the
pipe, it shall be driven below the bottom of the pipe as determined
by the City, and that sheeting below a point 2 feet above the top of
the pipe shall be left in place.

D. Pipe Embedment

1.

The bedding material shall be shaped to conform to the bottom
guadrant of the pipe barrel. The City reserves the privilege of
altering the type of bedding material and regulating the exact
grading of the bedding material depending upon the water



characteristics of the trench. At the very least the minimum of
bedding shall be provided under pipe bells.

2. After the pipe is laid, the bedding material shall be shovel placed
and tamped to fill all voids. The bedding material shall be placed
in 6” layers, loose measurement, and compacted by hand or
mechanical tamping to secure a good compaction. All
embedment material shall be carefully placed and tamped so as
not to damage or displace the joints or pipe, and no material shall
be dropped directly on the pipe. The material shall be compacted
to not less than 98% of maximum density as determined in
accordance with ASTM D1557 (Modified Proctor).

3. An exception shall be made where concrete encasement is noted
on the drawings. Concrete encasement shall be square in cross
section, shall have a minimum thickness of 6” at pipe bells, and
shall be of length noted.

4. This shall include the materials and construction of concrete pipe
cradles to support the new pipes where they cross over existing
pipes in the locations noted on the drawings. Damage to existing
pipes resulting from the Contractor’s operations shall be repaired
or replacements made to the satisfaction of the City by and at the
expense of the Contractor.

5. If material found at the specified depths of excavation below the
elevation of the outside bottom of the pipe barrel is not suitable to
provide an adequate foundation for the pipe, a further depth shall
be excavated and filled with granular bedding material approved
by the City.

E. Pipe Laying
1. Gravity Sewers

a. Pipes shall be laid with their full lengths true to line and
grade with the aid of lasers, or other method approved by
the City, and shall rest on the bedding material provided.

b. When laser beam equipment is used, it shall be checked a
minimum of twice daily, once in the a.m. and once in the
p.m. In addition, when temperature and other atmospheric
conditions prevent the laser beam from maintaining grade,
the Contractor shall provide additional ventilation through
the pipeline by the use of blowers as recommended by the
equipment manufacturer or as directed by the City.



Regardless of the method used, the City shall be
immediately notified of any misalignment of the pipe when
laid in accordance with established cuts or elevations.

Pipes and manholes shall be installed at a minimum 10
foot horizontal distance from water mains, and pipes laid at
a minimum 18” vertical distance from water mains at their
crossing, both as measured between the outside of the
pipe walls. At crossings, one full length of pipe shall be
installed so both joints will be as far from the main as
possible.

Seal Joints on both bell and spigot ends of pipe sections
shall be wiped clean and painted with the proper type of
solvent specified by the manufacturer. It is preferred that
the cleaning and painting of joints with the solvent is done
within the trench just prior to laying and not on the ground
surface at the top of the trench. The pipe shall be
“rammed home” using a bar and a wood block on the end
of the pipe, or by use of a mechanical pipe pulling device.

Force Mains

a.

Pipe sections shall be strung along the route of the mains
within the right-of-way or easement so as to interfere least
with pedestrian and vehicular traffic and to protect the pipe
as fully as possible. Care shall be taken at all times in
handling the pipe and at no time shall other pipes or
material be placed in the pipes.

The mains shall be laid in the locations and at the grades
shown on the drawings, except as specifically permitted or
ordered otherwise by the City in order to avoid existing or
proposed utility lines or any other obstructions
encountered in the progress of the work; to secure a more
readily accessible position for trenching; or to facilitate the
location of various appurtenances of the main. Maximum
deflection of pipe joints shall be % of the manufacturer’s
recommendation and in strict accordance with the pipe
manufacturer’s instructions.

Force main pipe installed shall be provided with a tracer
tape and detectable tracer wire. The tracer tape shall be
buried in the trench approximately 1-1/2 feet below the
ground surface directly above the centerline of the pipe.



F.

Detectable tracer wire shall be affixed to the non-metal
pipes.

d. When abrupt changes in the grade of the main are
necessary to avoid existing utilities or other obstructions,
suitable fittings, usually 1/8 bends, shall be used so as to
secure an easy flow of liquid and to provide sufficient cover
below same unless otherwise specified or noted on the
drawings. Care shall be taken to avoid high and low points
in the mains.

e. Pipe shall be laid at a minimum 10 foot horizontal distance
from water mains and at a minimum 18” vertical distance
from water mains at their crossing, both as measured
between the outside of the pipe walls. At crossings, one
full length of force main pipe shall be installed so both
joints will be as far from the water main as possible.

Backfilling

1.

Backfill shall include the material placed above the pipe
embedment material previously specified. No heavy or large
guantities of backfill material shall be placed over the pipe until
backfilling has progressed to a depth of at least 3 feet over the top
of the pipe barrel. All backfill material shall be carefully placed so
as not to damage the joints or displace the pipe. Backfilling shall
immediately follow trenching and pipe laying operations to reduce
the possibility of damage to pavements and utilities.

Trenches within existing and proposed stoned streets, alleys,
driveways, stone parking areas and concrete or brick sidewalks
shall be backfilled with granular material. The material shall be
placed and compacted to not less than 100% of maximum density
in accordance with ASTM D1557 (Modified Proctor). Contractor
shall provide the Certified Proctor from the limestone supplier with
the shop drawings, prior to stone being delivered to the Project
site.

Where sewers are installed along and across existing and
proposed paved or stoned streets, alleys, driveways and parking
areas, the specified compacted granular material shall also be
provided for backfilling any portion of the trenches falling within
that area below a line drawn at 45 degrees to the horizontal from
the surface at the edge of the pavement or back of curb and
above the horizontal plane of the pipe embedment material.



For trenches within existing or proposed paved streets, alleys,
driveways and paved parking areas CDF may be provided as
backfill as approved by the City in lieu of the specified granular
backfil. CDF may also be required to permit pavement restoration
during adverse weather conditions, as determined by the City, and
shall be provided at no additional cost to the City. The mix shall be
placed in usable fluid form and in uniform vertical lifts. Design,
finishing and protection of the material shall be recommended by
the manufacturer for the application. Quality control test
procedures of the manufacturer shall include ASTM C138 — Test
for Unit Weight, and ASTM C39 — Test for Compressive Strength.
No compaction is required for CDF. The City at its discretion can
require CDF to be used as backfill within any trench.

The City may require the Contractor to check compaction of the
backfill at anytime at no cost to the City.

Where trenches are backfilled with granular material, the
Contractor shall remove excess excavated material. Any excess
excavated spoil shall be removed to an approved dump site.

In all paved streets and highways, immediately upon completion of
other backfilling operations and prior to the end of work for that
day, a temporary pavement shall be provided and shall remain in
place and be properly maintained until such time as the
permanent pavement is placed. Permanent pavements shall be
placed within two weeks after completion of tests and acceptance
of each section of the sanitary sewer or force main.

For backfilling the remainder of the trenches, as much of the
excavated material as possible shall be replaced until backfilling
has progressed to a depth of at least 3 feet over the top of the
pipe barrel. The material shall be finely divided free of stones 3”
or greater in any dimension, boulders organic materials or other
harmful debris, and shall be placed in 6” layers, loose
measurement, and compacted by mechanical tamping.

After backfilling, along weed or unsodded areas the material shall
be graded to conform to the original ground profile. In lawn areas
in fields used for farming, all topsoil removed and stockpiled prior
to trenching shall be replaced and graded to conform to the
original ground profile. In lawns and other areas where grass
exists, as determined by the Owner or the City, the area shall be
graded and made ready for seeding. In lawn areas, if the existing
replaced topsoil does not provide the required 4” minimum depth,
the Contractor shall provide additional topsoil at their expense.



10. The Contractor shall be required to regrade and reshape all road
shoulders and all ditches or swales from existing high points to
existing drainage structures or other outlets along the proposed
improvement. The Contractor and the City shall mutually agree
and establish all ditch grades to be restored prior to construction.
Ditches, which are reshaped, shall have reasonable side slopes.
Vertical or steep slopes will not be permitted.

G. Connections to Structures and Pipes

1. General Requirements

a.

When required, new and existing sewers shall be
connected to structures through stubs, wall
castings, wall sleeves, etc. provided for same or an
opening shall be made at the proper elevation in
the wall of the structure, the pipe inserted and the
opening around the pipe neatly and permanently
closed with a non-shrinking and non-corrosive
grout. Grout shall be Five Star Grout as
manufactured by Five Star Products, Inc; Sealtight
588 Grout as manufactured by W.R. Meadows,
Inc.; Set Grout as manufactured by Master
Builders; or approved equivalent. All connections
shall be watertight. Where necessary, the bottoms
of existing structures shall be reshaped to give a
smooth flow in all directions.

Connections to unlike types and sizes of pipe shall
be accomplished using the proper adapter and/or
connector as manufactured by Fernco, Inc. or
equivalent as approved by the City Engineer.

2. Service Connections

a.

Service connections for sanitary sewers shall be 6”
in diameter, unless otherwise shown, and shall be
furnished and installed for existing and future
houses and businesses.

New service connections shall be connected into
existing sanitary sewers where approved by means
of positively sealing connections. Connectors shall
be of materials such as rubber gaskets, sleeves,
etc. with or without stainless steel clamps, bolts,
etc. that will not erode over time. Connectors shall
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be designed specifically for the application
intended. Service connections shall be by sewer
saddles, style “CB” all stainless steel, as
manufactured by Romac Industries or approved
equivalent; or by use of Inserta Tees as
manufactured by Inserta Fittings Company.

Where service connections are to be installed to
the right of way line, the pipe shall be installed true
to line, at a 90 degree angle from the mainline, if
possible, and on at least a 1% grade, but no more
than a 3% grade.

In general, riser sections will be required between
the main line sewer connection and that portion of
the service connection installed on at least a 1%
grade where depths to the main sewer invert
exceed 12 feet. Riser pipe shall be defined as the
vertical pipe, plus all pipe and fittings required
between the vertical pipe and the connection at the
main sewer. The riser shall be fixed in place for its
full height by providing thoroughly tamped pipe
embedment material.

Where required, service connections shall be
installed within steel encasement pipe. Steel
encasement pipe shall extend 5 feet each side of
the pavement. The encasement pipe shall be sized
for at least 2” clearance around the pipe bell, but
not to exceed 14" in size, and the minimum wall
thickness shall be 0.188".

House connections shall not empty directly into
manholes, and shall be connected to the mainline
sewer unless prior approval is obtained from the
City Engineer. This is required to prevent the build-
up of sludge deposits in the bottom of the manhole
causing odors, due to the small quantities of water
flows at anytime from single residence structures.

Service connections not immediately connected to
an existing sewer shall be closed with a stopper.
Stoppers shall be specifically designed for use with
the pipe, shall be for use as a permanent or
temporary plug, shall be watertight, and shall be
removable without damaging the pipe. Pipe



2.3

Testing

damaged when installing or removing stoppers
shall be replaced at the expense of the Contractor.

h. The ends of service connections shall not be
backfilled until the location is identified by the City.
A 2" square oak pole shall be accurately placed
over the termini of all such service connections and
shall extend vertically to flush with the surface of
the ground so that it can be located.

i. Draining of basement excavations through the
house service to the main sanitary sewer will not be
permitted.

J- Each individual lot shall have its own house
connection.

k. Reference Sewer Lateral Specification Drawing

- See Exhibit D

A. Testing for Deflection & Obstructions within Gravity Sewers

1.

All sanitary sewers of PVC plastic pipe shall be tested for a
maximum deflection of 5% of the pipe average inside diameter not
less than 90 days after final full backfill, has been placed, as
determined by the City. The 90 day requirement may be reduced
to a shorter duration upon approval from the City Engineer. The
requirement will never be permitted to be less than 30 days.

Such tests shall be conducted with a representative of the City

present. All pipes exceeding a deflection of 5% of the average

inside diameter shall be repaired or replaced and then retested
until satisfactory test results are obtained. The City shall not be
responsible for any costs associated to testing.

Each section of pipe shall be tested for obstructions by use of
mandrels, solid cylinders or balls with diameters of 95% of the
pipe diameter.

B. Testing for Leakage of Gravity Sewers

1.

After backfilling, air tests shall be conducted between two
consecutive manholes. Prior to conducting air tests on air
permeable pipe, the walls of the pipe shall be dampened.



Each end of the section to be tested and all pipe outlets in the
section shall be plugged with suitable test plugs. One plug used
at a manhole shall have an inlet tap or other provision for
connecting an air hose from the air supply equipment. The
equipment shall include valves to control the rate at which air
flows into the test section and pressure gauges with minimum
gradations of 0.1 psi and an accuracy of +/- 0.04 psi to monitor the
air pressure within the test section.

All plugs shall be seal tested prior to being used. One length of
pipe shall be laid on the ground and sealed at both ends with
pneumatic plugs. Air shall be introduced into the plugs to 25 psi.
The sealed pipe shall be pressurized to 5 psi. The plugs shall
hold against this pressure without bracing and without movement
of the plugs out of the pipe.

Air pressure shall be applied slowly to the test section until the
pressure reaches 4.0 psi, plus an adjustment of 0.433 psi for each
foot of ground water above the crown of the pipe being tested.
Internal air pressure, including adjustment for ground water,
should never exceed 5.0 psi.

In areas where groundwater is known to exist, the Contractor shall
install a 1/2” diameter capped pipe nipple, approximately 10" long,
through the manhole wall on top of one of the sewer lines entering
the manhole. This shall be done at the time the sewer line is
installed. Immediately before air testing, the ground water shall be
determined by removing the pipe cap, blowing air through the pipe
nipple into the ground so as to clear it, and then connecting a
clear plastic tube to the nipple. The hose shall be held vertically
and a measurement of the height in feet of water over the invert of
the pipe shall be taken after the water has stopped rising in the
plastic tube. The height in feet shall be divided by 2.3 to establish
the pounds of pressure that will be added to all readings.

When the pressure reaches 4.0 psi, plus adjustment for ground
water, the air supply shall be throttled so that the internal pressure
is maintained between 4.0 and 3.5 psi for at least 2 minutes to
permit temperature stabilization. When the pressure has
stabilized at or above 3.5 psi, the air supply shall be disconnected
and a stop watch shall be used to determine the time it takes for
the pressure to drop 1.0 psi.

The permissible time allocated for the 1.0 pressure drop shall be
calculated on the basis of the diameter and length of the main
sewer tested and no adjustment shall be made for service



connections included in the test section. The air test for a section
shall be considered acceptable if the time elapsed for the 1.0 psi
pressure drop is equal or greater than the time indicated, and shall
be considered unacceptable if the elapsed time is less than that
indicated.

a. See “Air Test Holding Time Table” and “Timing Formula”
(Exhibit E)
b. See “Sewer Line Air Test” Inspection Form (Exhibit F)

Sewers 30" in diameter and larger shall have individual air tests
conducted at joints, and lift holes, along with visual inspection.
Perform air tests in accordance with all applicable requirements
above except that a test shall be acceptable if the pressure holds
or drops less than 1 psi in 5 seconds.

The Contractor may air test sections before backfilling the trench
as a check for defects and workmanship. Such tests are the
option of the Contractor and are not suitable for tests required
after backfilling has been completed.

C. Testing of Manholes

1.

Each manhole shall be tested after assembly and after all lift holes
have been pluggd with an approved non-shrink grout, and, at the
option of the Contractor, before or after backfilling is complete.

Testing shall be by drawing a vacuum on the manhole using
equipment specifically designed for such testing. All pipes entering
the manhole shall be plugged and braced to prevent begin drawn
into the manhole. A test head with necessary gauges and
connections shall be placed at the opening of the casting and
sealed in accordance with the manufacturer’s instructions. A
vacuum of 10” of mercury shall then be drawn and the vacuum
pump shut off. With valves closed, the time shall be measured for
the vacuum to drop to 9” of mercury. The test shall be successful
if the time measured meets or exceeds that as shown in the table
below described below.

a. See “Concrete Manhole Vacuum Test Info Card”
(Exhibit G)

If the test is unsuccessful, necessary repairs shall be made and
retesting shall proceed until a satisfactory test is obtained.



D. Pressure and Leakage Tests for Force Mains

1.

The main shall be subjected to a pressure and leakage test in
accordance with AWWA C600-93 for ductile iron pipe and AWWA
C605 for PVC piping as follows:

a.

The main shall be isolated and pressure shall be applied
by pumping water into the main. The test pressure shall
be 150 psi, unless valves in the existing mains are involved
within section of the new main being tested; in which case
the test pressure shall be 100 psi; and shall not vary by
more than +/- 5 psi.

The pressure test shall be started in an afternoon and the
pressure shall be on for 18 hours, and then, the test
pressure shall be maintained for an additional two hours by
pumping water into the main. At the end of the two hour
period, the water used shall be measured and the loss by
leakage shall not exceed that as determined by the
following formulas:

- For ductile iron pipe:

L = (SDP"1/2)/133,200
L = allowable leakage (gallons per hour)
S = Length of pipe tested (feet)
D = Nominal Diameter of pipe (inches)
P = Average test pressure during test (psi)

- For PVC pipe:

L = (NDP"1/2)/7,400
L = allowable leakage (gallons per hour)
N = Number of Joints in the length of pipe
tested
D = Nominal Diameter of pipe (inches)
P = Average test pressure during test (psi)

When testing against closed metal-seated valves, an
additional leakage per closed valve of 0.0078 gal/hr/in of
nominal valve size shall be allowed.

If the main does not pass the leakage test, the leak or
leaks shall be located and repaired and the testing
procedure repeated by and at the expense of the
Contractor. All visible leaks shall be repaired regardless of
the amount of leakage.
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Pressure and leakage testing is the responsibility of the
Contractor, who shall provide all materials, labor and
equipment, and in addition pay for the total volume of
water used.

E. Testing for Pumping Stations

1. Pump Draw-Down Test

a.

The Contractor shall perform an on-site draw-down test to
test the pumps in the specified operating range using
portable vaults. This test shall be performed in the
presence of the City. After installation of the pumps and
prior to start-up.

2. Pressure and Leakage Tests

a.

Design

A. Design Flow

Upon completion of pipe installation, pressure and leakage
tests shall be applied to all piping. Valve vault drain piping
shall be demonstrated free to drain.

The Contractor shall provide all labor and equipment
required for pressure and leakage testing, and, in addition
pay for the total volume of water used.

Upon the successful completion of testing, all piping shall
be flushed and cleaned. Flushing shall be done in such a
manner that no obstructions shall be lodged under valve

seats, and all valve seats shall be left in perfect condition.

1. Use the table below in evaluating flows used in existing sanitary
sewers and in sizing new sanitary sewers.

a.

Type of Waste Avag. Flow Peak to Ava. Flow Ratio
Domestic Waste 70 GPCD * 3.25-4
Industrial Waste 4000 GPAD ** 2

Infiltration 50 GPCD * 1.5

* Use population density of 10 persons per acre for sizing new
sewers.

** Average 30 GPCD throughout the city

GPCD = Gallons per capita per day

GPAD = Gallons per acre per day



B. Size and Slope

1. The minimum size, or diameter, of a sewer lateral is 6 inches with
a minimum slope of 1%.

2. The minimum size, or diameter, of any sanitary sewer other than a
sewer lateral is 8 inches. All sanitary sewers shall be laid on
slopes that will provide a minimum velocity of flow, when flowing
full of 2 feet per second per the following chart:

a. Pipe Diameter Minimum Slope
8” 0.40%
10” 0.30%
127 0.22%
15" 0.15%
18” 0.12%
21" 0.095%
24" 0.08%
27" 0.07%
30” 0.06%
36" 0.045%
42" 0.037%
C. Velocity

1. The maximum velocity of flow in sanitary sewers shall not exceed
10 feet per second. The sewer shall be designed to maintain a
uniform velocity of flow as far as practical and the grades should
be uniform; not steep in one section and then leveling off in grade
of lesser slope.

2. Where a sanitary sewer has more than 1 upper run, or branch, it

shall never have a drop in capacity. Particular attention shall be
paid by the designer to the capacity of sewers, including all lateral
connections.

D. Hydraulic Design

1.

Sewer capacities shall be computed using Kutter’'s or Manning’s
formulas, with a value for “n” equal to 0.015 for sewers less than
30 inches in diameter and with a value for “n” equal to 0.013 for
sewers greater 30 inches or greater in diameter. The hydraulic

design shall compensate for head losses of various kinds.

Sanitary sewers shall be designed to have sufficient capacity for
the drainage area they must serve at anytime. The designer shall



study the entire drainage area in which the sewer is proposed, to
ensure that ample future capacity is provided.

Cover and Depth

1.

The minimum cover above a sanitary sewer shall not be less than
4 feet.

The main sewer shall have sufficient depth to provide that the
house connection at the property line would have a depth of cover
of 7 feet; and that invert of the main sewer would be not less than
3 feet below the basement floor elevation of any residence
building or structure that would be drained by said main sewer.

Manhole Placement & Alignment

1.

Manholes shall be located at:

At all changes in grade

At all changes in alignment

At all points of intersection of sewers

At the end of all sewers

At the point of all changes in pipe size and rate of flow

®PoO0TQ

Manholes shall be spaced 250 feet apart but not exceed 300 feet
apart on straight run sewers, unless special permission of the City
Engineer is obtained. On large sewers, 5 feet in diameter or
above, spacing of manholes on straight runs will be determined by
the City Engineer.

Where main sewers enter trunk sewers at right angles, special
transition structures shall be used to prevent blocking of flow in
either sewer.

Materials

1.

See Section 2.1 of the City of Tiffin Public Works Improvements
Design Manual



SECTION 3
STORM SEWERS



Section 3 — Storm Sewers

3.1

Materials

A.

Pipe and Fittings

1.

Requirements

a.

Sewers, pipes, culverts, etc. shall be a minimum size of
12" diameter.

Acceptable pipe materials shall have a minimum
hydrostatic design basis (HDB) of 4000. High density
polyethylene (HDPE) pipe materials shall not be
acceptable.

- 15" Diameter or Smaller
ASTM D-3034
ASTM C-76

- 18" Through 27" Diameter
ASTM F679
ASTM F1803
ASTM C-76

- 30" Diameter and Larger
ASTM F1803
ASTM C-76

All drive culverts with 2’ or less cover above the top of the
culvert shall be concrete meeting ASTM C76 Class IV. All
drive culverts with greater than 2’ of cover shall be of pipe
material as specified above.

All drive culverts greater than 15" in diameter shall at a
minimum be installed with half height headwalls. Full
headwalls may be required upon review by the City. All
drive culverts 15” or smaller are not required to have
headwalls. All headwalls shall be constructed per the most
current ODOT specifications.

The manufacturer shall furnish an affidavit indicating that
the pipe, fittings, and appurtenances have been
manufactured and tested in accordance with the
requirements of the applicable standards.

All pipes, fittings, and appurtenances shall be appropriately
marked for purposes of identification. The materials and
methods of manufacture, and the completed pipes, fittings

1



and appurtenances shall be subject to inspection and
rejection at all times. The City has the right to make
inspections.

B. PVC Plastic Pipe and Fittings

1.

PVC plastic pipe and fittings shall have a minimum pipe stiffness
of 46 psi at 5% deflection when tested in accordance with ASTM
D2412, and, as applicable for the sizes involved, shall meet the
requirements of ASTM D3034, ASTM F679, or ASTM F1803. The
pipe shall be of the elastomeric gasket joint (integral bell) type.
Joints shall provide a watertight seal and shall be made in
accordance with the pipe manufacturer’s instructions. Joints shall
be of the push-on type meeting the requirements of ASTM D3212,
and, in addition, the bell shall be designed to retain the gasket to
prevent pull-out during the making of the joint.

PVC plastic fittings for use with ASTM D3034 pipe 10" in size and
larger, and for use with all sizes of PVC plastic pipes other than
ASTM D3034 shall be molded or fabricated in accordance with,
and have joints meeting the requirements of the ASTM standard
as specified for the pipe.

At the end of all fittings, pre-manufactured tee’s, etc., of all pipe
installations, the final fitting at the “plug” shall be SDR 35
compatible. Non-compatible joints to existing sewers shall be
made using banded neoprene couplings as manufactured by
Fernco, Inc. or equivalent as approved by the City Engineer.

The pipe shall be installed in accordance with ASTM D2321 and
with the requirements of these specifications. Any requirements in
these specifications which may be in conflict or inconsistent with
the requirements of ASTM D2321 shall be void to the extent of
such conflict or inconsistency.

C. Concrete Pipe and Fittings

1.

Concrete pipe and fittings shall be of the spigot and socket or
tongue and groove pattern meeting the requirements of ASTM
C76 and shall be of Class IV or V. Pipes shall be of the greatest
lengths commercially available. Circular pipes having elliptical
reinforcing shall have the word “Top” or “Bottom” clearly stenciled
on the inside of the pipe at the correct place to indicate the proper
position when laid. Joints shall be of the rubber gasket type
meeting the requirements of ASTM C443. The gasket shall be



confined in a groove and shall be installed in accordance with the
manufacturer’s instructions.

2. For pipes installed in open trench, the maximum allowable trench
width at the top of the pipe for the various sizes and classes of
pipe shall be as follows:

Pipe Diameter A\ \YA
127 2'-9” 3-0”
15" 3-0” 3-3”
18” 3-3” 3'-6”
21" 3'-6” 3'-9”
24" 4'-0” 4'-3”
27" 4'-6” 4'-9”
30” 4'-9” 5'-0”
33” 5'-3" 5'-6"
36" 5'-9” 6’-0"
42" 6’-3" 6’-6"
48" 6’-9” 7-0"
54" 7'-6" 8'-0”
60" 8'-0” 8'-6”
66" 9'-0” 9'-6”
72" 9'-6” 10’-0”
D. Steel Encasement Pipe

1. When the pipe is to be installed within a welded steel encasement
pipe, the encasement pipe shall meet the requirements of ASTM
A139, Grade B, and shall be bituminous coated on the outside.
Any coating applied in the field shall be applied a minimum of 48
hours prior to installation. The encasement pipe diameter shall be
4” larger than the diameter of the pipe bell, rounded up to the next
nominal pipe size. The minimum wall thickness of the
encasement pipe shall be 0.375” and is based on steel pipe
having a minimum tensile strength of 60,000 psi and minimum
yield strength of 35,000 psi. The wall thickness shall be adjusted
as necessary for other grades of pipe. All joints shall be fully
welded on the circumference.

2. The encasement pipe shall be installed by boring and jacking and

in such a manner so as to allow the pipe to be laid at the grade
shown. This shall include both horizontal and vertical control
methods as approved by the City. Control methods shall permit
location of and realignment of the cutting heads at all times during
installation. Boring and jacking operations shall be continuous.
The pipe shall be blocked in place with the encasement pipe to
prevent shifting or flotation. The ends of the encasement pipe
shall be blocked in such a way as to prevent the entrance of



foreign material, but allowing leakage to pass in the event of same
within the encasement pipe.

3. Blocking shall be accomplished using wood blocks or approved
casing chocks. Wood blocking shall be as shown on the
drawings. Wood blocks shall be of hardwood lumber. Branding
straps for holding the wood blocks in place shall be stainless steel.
Casing chocks shall be of polyethylene or stainless steel with a
liner and UHMW polymer plastic runners, shall be as
manufactured by Power Seal Pipeline Products Corporation,
Cascade Waterworks Manufacturing Company, Advance Products
& Systems, Inc., or approved equivalent and shall be installed in
accordance with the manufacturer’s instructions. Blocking shall
be notched to secure banding to blocking without slippage. Two
sets of blocks or chocks shall be used per pipe segment.

E. Bridges & Box Culverts

1. A bridge is any structure greater than or equal to 10’ in length,
including supports, erected over a depression or an obstruction,
as water, highway or railway, and having a passageway for
moving traffic, pedestrians, or other moving loads. Bridge and box
culverts shall be sized according to the latest edition of the ODOT
Bridge Design Manual. Box culvert material and construction shall
be in compliance with the most current ODOT specifications.
Bridges shall meet AASHTO Standard Specifications for Highway
Bridges, latest edition.

F. Catch Basins
1. Bases and Walls
a. Bases and walls for Catch Basins shall be precast and

shall either be 2’-0” x 2’-0” (2-2A or B) or 3'-0" x 3'-0" in
size, or as required to property accommodate the pipe
sizes required for the installation. The structures shall
meet H-20 loadings if located within any pavement.
Spacing shall be no greater than 300 feet apart. Inverts
shall be poured to the crown of the pipe. Catch Basins
greater than 4’ deep should be a minimum of 3’ x 3’ with
polypropylene steps.

2. Frames and Grates

a. Frames and grates for Catch Basins shall be East Jordan
Iron Work 5250 with Type MI grate or approved equal.
Frames and grates with curb shall be East Jordan Iron



7035 (single); 7036 (double) with Type MI grate and Type
T1 backs, or approved equal. Grate openings shall allow
passage of 25 year storm events. If a catch basin is
located within a pedestrian walkway an ADA compliant
grate shall be installed per the approval of the City.

Manholes

1.

Manholes shall be constructed of precast reinforced concrete
sections and appurtenances meeting the requirements of ASTM
C478, except as modified by these specifications. Manholes shall
have a minimum 48" inside diameter or larger as recommended
by the manufacturer. An affidavit from the manufacturer shall be
provided stating that the manhole is appropriately sized for the
sizes and angles of the incoming pipes.

Bases shall be constructed in two pours or monolithically with
bottom reinforcement tied to side reinforcement to form integral
structure. Base shall have a minimum thickness of 8.

Bases shall incorporate provisions for making a flexible joint
between the pipe and the manhole for all pipe connections.
Flexible joints shall be Press Wedge Il as manufactured by Press
Seal Gasket Corporation; Kor-N-Seal as manufactured by
National Pollution Control Systems, Inc.; A-LOK as manufactured
by A-LOK Products Corporation, or equivalent. Flexible joints
shall be shock absorbent and shear resistant; shall be designed to
prevent any direct contact between the pipe and manhole; and
shall provide a tight, infiltration proof sewer connection with the
pipe deflected up to 10 degrees in any direction. Should
incorporation of the flexible joints require a base inside diameter
greater than required for the wall sections, the contractor shall
furnish and install the larger base and an approved precast
reinforced concrete transition section to go from the larger base to
the wall sections.

Joints between bases and wall sections shall be as subsequently
specified for the walls.

If not integrally cast with the base, after installation of the pipes
provide an ODOT Class F concrete invert through the manhole.
The invert shall have a depth through the manhole equal to one
half of the diameter of the sewer pipe and shall slope upward
toward the manhole walls approximately 3”. Concrete shall be
trowelled smooth, and shall be placed so as not to interfere with
the flexibility of the joint.



10.

11.

Bases shall be set plumb and at the proper elevation on a cushion
compacted ODOT #57 crushed limestone as approved by the
City.

Walls shall be vertical precast concrete riser sections meeting the
requirements of ASTM C478. The top section shall be an
eccentric cone narrowing down to an inside diameter of not less
than 24” and an outside diameter of not less than that of the
subsequently specified grade rings. No pipes shall enter the cone
section. Manholes too shallow to accommodate a cone section
shall have a reinforced flat slab top. Flat slab tops shall be
designed to withstand H-20 traffic loading.

Adjoining riser sections shall be firmly keyed together by means of
tongue and groove joints with rubber gaskets meeting the
requirements of ASTM C443. In addition, preformed plastic
gasket material shall be provided on the outside shoulder of all
joints. Installation of the gasket material shall not interfere with
the proper sealing of the rubber gasket. The preformed gasket
material shall meet the requirements of Federal Specification SS-
S-210A and shall be as manufactured by Hamiltion-Kent
Manufacturing Company; K.T. Snyder Company, Inc., or
equivalent as approved by the City Engineer.

Each manhole frame shall be set at the proper elevation by use of
precast concrete grade rings. The rings shall be provided for a
minimum height of 4” and shall not exceed 12” in height. Rings,
unless otherwise subsequently specified, shall have an inside
diameter equal to the access opening in the manhole top section,
and an outside diameter not less than the outside diameter of the
manhole frame. The rings shall each be set in a full bed of mortar
composed of 1 part, by volume, Portland cement and 2 parts
clean, hard sand. The interior of the grade rings shall be mortared
to provide a smooth common surface from frame to top.

When the manhole frame is to be anchored to the manhole top,
top section and grade rings shall have four 1” diameter holes
located to match the holes in the casting and shall be of such
dimensions as to provide a minimum 2" concrete cover for the 1”
diameter holes. Holes in the top section shall extend at least 6”
into the concrete. Holes shall not be made in the field.

Steps shall be provided in all manholes. Steps shall meet the
requirements of ASTM C478 and shall be of reinforced
polypropylene. Installation of manholes, when in pavement, shall
be such that steps are in the center of the traffic lane or between



12.

13.

lanes where possible, and, when outside pavement, shall be such
that steps are located away from the edge of pavement unless the
manhole is within a ditch line, in which case they shall be located
at the high side of the ditch slope.

Reinforced polypropylene steps shall consist of 2" steel
reinforcing rod encapsulated in a copolymer polypropylene plastic
and shall incorporate a notched tread ridge and retainer lugs on
each side of the tread ridge. The steel rod shall be continuous
through the entire length of legs and tread. Steps of the press fit
type driven into the concrete wall shall have a pullout resistance of
not less than 1,500 pounds per leg, as evidenced by test data.
Steps must be provided for any structure greater than 4’ deep.

Where noted, pipe sewer stubs shall be provided at manholes for
future sewer connections. The stubs shall be of the same type of
pipe as being provided on the project for the respective sizes of
pipe, shall be a minimum of 2’-0” in length outside the manhole
wall, and shall terminate with a full pipe bell. The end of each stub
shall be provided with a pipe stopper (plug) specifically designed
for use with the pipe. Plugs shall be for permanent or temporary
use, shall be watertight, and shall be removable without damaging
the pipe.

H. Frames and Covers

1.

All frames and covers shall be heavy duty gray iron castings
conforming to ASTM A48. Both the underside of the cover and
the upper surface of the ledge upon which it rests shall be factory
machined so as to prevent rocking on its supporting surface. All
castings shall be cleaned and factory coated with asphalt paint
prior to installation. Asphalt paint shall be water based, non-toxic,
non-flammable, and odorless asphalt emulsion that dries to a
hard, black gloss finish.

The frames shall have a clear opening of not less than 24" in
diameter and a height of not less than 7”. Covers shall have the
words “Storm Sewer” and “Dump No Waste! Drains to Waterways”
cast into the top. No frame and cover unit shall weigh less than
360 pounds. Standard frames and covers shall be East Jordan
Iron Works 1040 with Type M2 heavy duty, grated cover or
equivalent.

a. See Exhibit X for manhole cover specification.



Frames shall have four equally spaced anchor bolt holes in the
base flange and shall be anchored to the manhole top. Anchors
shall be four 34" diameter all-thread rods, and each shall be
complete with washers and nuts for holding the frame down.
Anchors shall be of a length to extend through the grade rings and
to the bottom of the hole in the manhole top, and allow for at least
the length of one nut to protrude through the nut when tightened.
The anchors shall be set with the entire annular space around the
rods filled with epoxy from the top of the rings to the bottom of the
hole in the manhole top. The epoxy shall be 100%, 2-part, with a
minimum compressive strength of 5,000 psi, and shall be
Rawl/Sika Foil-Fast Injection Gel System by The Rawl/Plug
Company, Inc. or equivalent. After the epoxy has cured, the
frame shall be bolted in place.

The manhole frames shall be firmly set on top of the adjusting
rings with a full leveling bed of 1:1 cement mortar. Where
manholes are located in paved areas, the surface of the cover
shall be made flush with the pavement surface. In unpaved
streets and alley areas, the cover shall be set not to exceed 1”
above the ground surface. On rights-of-way and ditches cover
elevation shall be approved by the City.

After a manhole frame is installed in its final position, it shall be
encased in Class C concrete. The concrete encasement shall
extend from a horizontal plane 4” below the lowest adjusting ring
up to a horizontal place through the mid-point of the frame in lawn
and grass areas, and up to the top of the frame in all other areas.
The concrete encasement shall be made circular in plan, using a
minimum 48" diameter steel casing ring as a form, and shall be
centered on the frame.

l. Bedding and Backfill

1.

Pipe embedment shall be No. 8 or No. 57 gravel or limestone,
from 4” below the pipe barrel to 12” above the pipe barrel for
flexible pipes and to the springline for rigid pipes.

Concrete encasement and concrete pipe cradles shall be ODOT
Class C concrete.

Granular backfill shall meet the requirements of ODOT ltem 304
crushed limestone.

Control Density Fill (CDF) shall be ODOT Item 613, Type 1 low
strength mortar, except no slag or fly ash permitted. The design



3.2

Installation

A.

mix shall be approved by the City, and shall have a design
strength of 50 psf.

Downspouts

1.

Downspouts shall not be permitted to be connected to a sanitary
or combined sewer.

See Exhibit | for various types of allowable Downspout
Connections.

Trenches

1.

Except where otherwise specifically required or permitted by the
City, sewers shall be laid in open trench, shall be started at the
lowest point, and shall have spigot ends pointing in the direction of
flow.

Prior to trenching, in lawn areas and in fields used for farming,
both as determined by the City, all topsoil shall be removed and
stockpiled for replacement during backfilling.

The use of equipment with metal tracks or treads will not be
permitted on paved surfaces which will not be removed during
trenching operations with some type of pavement protection, such
as matting or rubber tracks.

The width of trenches below the level of the top of the pipe shall
not exceed the dimensions previously specified for the various
types and sizes of pipe, and shall not be less than 12" greater in
width than the outside diameter of the pipe barrel. Whenever the
maximum allowable trench width (below the level of the top of the
pipe) is exceeded for any reason, the City reserves the right to
direct the Contractor to utilize a pipe of greater strength, to modify
the type of backfill, to embed the pipe in concrete, or to utilize a
combination of these procedures, at all the expense of the
Contractor.

Trenches in earth shall be excavated to a depth of not less than
1/8" the outside diameter of the pipe being installed or 4”,
whichever is greater, below the outside bottom of the pipe barrel
and bell when the pipe is laid on its final grade.

Trenches in rock shall be excavated to a depth of 1/3 the inside
diameter of the pipe, but within the limits of 4” to 12", below the
outside bottom of the pipe barrel and bell when the pipe is laid on



its final grade and the pipe shall be laid on a cushioning layer of
bedding material as specified or as approved by the City and
provided by and at the expense of the Contractor.

Prior to open trenches entering the paved limits of a street, alley,
driveway, sidewalk or parking area, the pavement shall be neatly
cut for its full depth, removed, and disposed of off the Project site.

Trenches shall be kept sufficiently free of water during pipe laying
and jointing. When water exists in the trenches at the time of pipe
laying, the Contractor shall dewater the trench at their expense.

B. Protection of Existing Utilities

1.

Existing underground utilities along the route of construction, as
shown on the drawings or marked at the time of construction by
the utility owner, shall be uncovered by the Contractor and their
elevations determined at least 400 feet in advance of pipe
installation for sewers. The Contractor shall contact OUPS at
least 48 hours in advance of any excavation work.

All underground utilities, when encountered, shall be adequately
supported, shored up or otherwise protected whenever exposed in
the excavation. Timber supports shall be a minimum 6” square.
Supports shall extend into the undisturbed earth a minimum of 12”
each side of the trench and the pipe, conduit, etc., banded or tied
to the bridging for its full length using stainless steel banding.
Where bridging cannot be supported by a firm foundation, the
contractor shall provide vertical support for the bridging, including
any lateral bracing necessary to provide a firm and substantial
support. Supports and bracing shall be a native hardwood and
shall be furnished and installed by the Contractor.

The excavation work shall be so planned as to avoid damage to
minimize the interference with existing underground utilities in the
area. Adequate clearance between the cutting edge of the
excavation equipment and underground utility shall be maintained
to avoid damage to the utility.

Above ground (aerial) utilities including power, telephone, and
cable television shall remain in service at all times. Any
anticipated disruption of service shall be with the full knowledge of
the utility company and required advance notice to the affected
users by the Contractor. Removal of guy wires and holding of
poles shall be done as required to complete the work and shall be
agreed upon by the utility company and the Contractor.
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5.

Arbitrary disruption of underground and aerial utility services will
not be permitted.

C. Replacement of Existing Sewers and Drains

1.

The Contractor shall report to the City all existing sewers and
drains exposed during trenching or other operations.
Replacements shall be made in accordance with all applicable
requirements of these specifications for new construction and in
accordance with all applicable requirements of ODOT Item 603
using pipe with premium joints unless otherwise specified, as
approved by the City. In the event of conflict, the requirements of
these specifications shall take precedence.

Pipe for storm sewers shall be approved for such use.
Replacements 12 feet or less in length of perforated pipe or open
joint tile (such as underdrains) shall be made by using PVC plastic
pipe meeting the requirements of ASTM D3034, SDR 35, or F679
based on diameter. In any event, all such replacements in
cultivated fields shall be with the specified perforated pipe. Drain
discharges removed at ditches or other watercourses shall be
replaced with one standard length of reinforced concrete pipe or
otherwise approved by the City. Joints between existing and
replacement pipes, when of differing materials, or with otherwise
non-compatible joints, shall be made using banded neoprene
couplings as manufactured by Fernco, Inc., or equivalent.

Existing sewers and drains shall be replaced so as to withstand
future settlement by bridging with timber supports a minimum of 6”
square. Bridging shall extend into undisturbed earth a minimum of
12" each side of the trench, and the pipe, tile, etc. banded or tied
using stainless steel banding to the bridging for its full length.
Where timber bridging cannot be supported by a firm foundation,
the Contractor shall provide vertical support for the timber
bridging, including any lateral bracing necessary to provide a firm
and substantial support. Supports and bracing shall be of native
hardwood.

D. Trench Protection

1.

Where necessary to prevent caving of the trench and other
excavation, and for protection of workmen and nearby structures,
trench protection shall be provided per OSHA standards by and at
the expense of the Contractor. Trench protection shall be by
trench box, wood sheeting and bracing or such other methods as
determined by the Contractor. Contractor shall have a competent
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person on-site to determine the appropriate method for the
conditions.

Wood sheeting and bracing shall be of sound lumber, approved
lumber per ANSI specifications, suitable for the purpose intended,
and shall be so arranged as to support the trench walls and
existing structures and utilities. Sheeting left in place shall be cut
off not less than 18" below ground surface.

Sheeting and bracing not noted to be left in place may be
removed at the discretion and responsibility of the Contractor after
backfill has been placed and compacted to a level at least two feet
above the top of the pipe. In no case shall sheeting be pulled in
increments exceeding three to four feet in order to avoid the
danger of breaking the pipe due to weight of the backfill. Upon
removal of sheeting and bracing, voids left due to such removal
shall immediately be filled and the backfill recompacted.

Where it is necessary to drive sheeting below the centerline of the
pipe, it shall be driven below the bottom of the pipe as determined
by the City, and that sheeting below a point two feet above the top
of the pipe shall be left in place.

E. Pipe Embedment

1.

The bedding material shall be shaped to conform to the bottom
guadrant of the pipe barrel. The City reserves the privilege of
altering the type of bedding material and regulating the exact
grading of the bedding material depending upon the water
characteristics of the trench. At least the minimum of bedding
shall be provided under pipe bells.

After the pipe is laid, the bedding material shall be shovel placed
and tamped to fill all voids. The bedding material shall be placed
in 6” layers, loose measurement, and compacted by hand or
mechanical tamping to secure good compaction. All embedment
material shall be carefully placed and tamped so as not to damage
or displace the joints or pipe, and no material shall be dropped
directly on the pipe. The material shall be compacted to not less
than 98% of maximum density as determined in accordance with
ASTM D1557 (Modified Proctor).

If the material found at the specified depths of excavation below
the elevation of the outside bottom of the pipe barrel is not
suitable to provide adequate foundation for the pipe, a further

1ER



depth shall be excavated and filled with granular bedding material
as approved by the City.

F. Pipe Laying

1.

When laser beam equipment is used, it shall be checked twice
daily, once in the a.m. and once in the p.m., in the presence of the
City to verify that the equipment is maintaining the established line
and grade. In addition, when temperature and other atmospheric
conditions prevent the laser beam from maintaining grade, the
Contractor shall provide additional ventilation through the pipeline
by the use of blowers as recommended by the equipment
manufacturer or as directed by the City.

The City shall be immediately notified of any misalignment of the
pipe when laid in accordance with established cuts or elevations.

G. Backfilling

1.

Backfill shall include the material placed above the pipe
embedment previously specified. No heavy or large quantities of
backfill material shall be placed over the pipe until backfilling has
progressed to a depth of at least 3 feet over the top of the pipe
barrel. All backfill material shall be carefully placed so as not to
damage the joints or displace the pipe. Backfilling shall
immediately follow trenching and pipe laying operations to reduce
the possibility of damage to pavements and utilities.

Trenches within existing and proposed stoned streets, alleys,
driveways, stone parking areas and concrete or brick sidewalks
shall be backfilled with granular material. The material shall be
placed and compacted to not less than 100% of maximum density
as determined in accordance with ASTM D1557 (Modified
Proctor).

Where sewers are installed along and across existing and
proposed paved or stoned streets, alleys, driveways and parking
areas, the specified compacted granular material shall also be
provided for backfilling any portion of the trenches falling within
that area below a line drawn at 45 degrees to the horizontal from
the surface at the edge of the pavement or back of curb and
above the horizontal plane of the pipe embedment material.

For trenches within existing or proposed paved streets, alleys,
driveways and paved parking areas CDF may be provided as
backfill as approved by the City in lieu of the specified granular
backfil. CDF may also be required to permit pavement restoration
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during adverse weather conditions, as determined by the City. The
mix shall be placed in a usable fluid form and in uniform vertical
lifts. Design, finishing and protection of the material shall be
recommended by the manufacturer for the application. Quality
control test procedures of the manufacturer shall include ASTM
C138 — Test for Unit Weight, and ASTM C39 — Test for
Compressive Strength. No compaction is required for CDF. The
City at its discretion can require CDF to be used as backfill within
any trench.

The City may require the Contractor to check compaction of the
backfill at any time at no cost to the City.

Where trenches are backfilled with granular material, the
Contractor shall remove excess excavated material. Any excess
excavated spoil shall be removed to an approved dump site.

In all paved streets and highways, immediately upon completion of
other backfilling operations, and prior to the end of the work for
that day, a temporary pavement shall be provided and shall
remain in place and be properly maintained until such time as the
permanent pavements are placed. For a project with more than
one road crossing permanent pavements shall be placed within
two weeks after completion and acceptance of each section of the
storm sewer.

For backfilling the remainder of the trenches, as much of the
excavated material as possible shall be replaced until backfilling
has progressed to a depth of at least 3 feet over the top of the
pipe barrel. The material shall be finely divided free of stones 3”
or greater in any dimension, no boulders, organic materials or
other harmful debris shall be used. The material shall be placed
in 6” layers, loose measurement, and compacted by mechanical
tamping.

After backfilling, along weed or unsodded areas the material shall
be graded to conform to the original ground profile. In lawn areas
and in fields used for farming, all topsoil removed and stockpiled
prior to trenching shall be replaced and graded to conform to the
original ground profile. In lawns and other areas where grass
exists, as determined by the Owner or City, the area shall be
graded and made ready for seeding. In lawn areas, if the existing
replaced topsoil does not provide the required 4” minimum depth,
the Contractor shall provide additional topsoil.
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10.

The Contractor shall be required to regrade and reshape all road
shoulders and ditches or swales from existing high points to
existing drainage structures or other outlets along the proposed
improvement. The Contractor and City shall mutually agree and
establish all ditch grades to be restored prior to construction.
Ditches, which are reshaped, shall have reasonable side slopes.
Vertical or steep slopes will not be permitted.

H. Connections to Structures and Pipes

1.

When required, new and existing sewers shall be connected to
structures through stubs, wall castings, wall sleeves, etc. provided
for same or cored opening shall be made at the proper elevation
in the wall of the structure, the pipe inserted and the opening
around the pipe neatly and permanently closed with a non-
shrinking and non-corrosive grout. No hammering of openings will
be allowed. Grout shall be Five Star Grout as manufactured by
Five Star Products, Inc.; Sealtight 588 Grout as manufactured by
W.R. Meadows, Inc.; Set Grout as manufactured by Master
Builders; or equivalent. All connections shall be watertight.
Where necessary, the bottoms of existing structures shall be
reshaped to give a smooth flow in all directions.

Connections to unlike types and sizes of pipe shall be
accomplished using the proper adapter and/or connection as
manufactured by Fernco, Inc., or equivalent as approved by the
City Engineer.

All connections from private property shall be coordinated with the
City in regard to pipe size, depth, and connection type.

Connections to the main sewer shall include the furnishing and
installation of an appropriate wye in the new sewer.

New stormwater connections shall be connected into existing
sewers where approved by means of positively sealing
connections. Connections shall be of materials such as rubber
gaskets, sleeves, etc. with or without stainless steel clamps, bolts,
etc. that will not erode over time. Connectors shall be designed
specifically for the application intended. Service connections shall
be by sewer saddles, style “CB” all stainless steel, as
manufactured by Romac Industries or equivalent or by use of
Inserta Tees as manufactured by Inserta Fittings Company.

Where stormwater connections are to be installed to the property
line, the pipe shall be installed true to line, at a 90 degree angle
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10.

from the mainline, if possible, and on at least a 1% grade, but no
more than a 3% grade. Except where otherwise specifically
required or permitted by the City, stormwater connections shall be
installed by open cut excavation, shall have a minimum depth of 6
feet at the property line and shall be deep enough to serve all
basement foundation drains. The requirements for construction
shall, in all respects, comply with those specified in this section for
main sewers.

In general, riser sections will be required between the main line
sewer connection and that portion of the service connection
installed at least 1% grade where depths to the main sewer invert
exceed 12 feet. Riser pipe shall be defined as the vertical pipe,
plus all pipe fittings required between the vertical pipe and the
connection at the main sewer. The riser shall be fixed in place for
its full height by providing thoroughly tamped pipe embedment
material. Clean-outs shall be allowed as required and/or
approved by City.

Where required, stormwater connections shall be installed within
steel encasement pipe. Steel encasement pipe shall extend 5 feet
each side of the pavement. Steel encasement pipe shall be sized
for at least 2” clearance around the pipe bell, but not to exceed
14" in size, and the minimum wall thickness shall be 0.188".

Stormwater connections not immediately connected to an existing
sewer shall be closed with a stopper. Stoppers shall be
specifically designed for use with the pipe, shall be for use as a
permanent or temporary plug, shall be watertight, and shall be
removable without damaging the pipe. Pipe damaged when
installing or removing stoppers shall be replaced at the expense of
the Contractor.

The ends of stormwater connections shall not be backfilled until
the location is referenced. A 2" square oak pole shall be
accurately placed over the termini of all such stormwater
connections and shall extend vertically flush with the surface of
the ground so that it can be located.

3.3 Inspection and Testing

A.

The installation of any storm sewer both within private property or the
public right-of-way shall be coordinated with the City Engineer’s Office.
The City Engineer’s Office will determine whether or not permitting and/or
inspections and testing are required for the proposed project.
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B. Each section of pipe shall be tested for obstructions by use of either
mandrels, solid cylinders, or balls with diameters of 95% of the pipe
diameter not less than 30 days after final full backfill has been placed.

C. All City maintained culverts shall be inspected using the requirements
established in the most recent version of ODOT'’s Culvert Management
Manual.

D. All Storm Water facilities shall be inspected annually per the City of
Tiffin’s Storm Water Management Plan & Codified Ordinance Chapter
909.

3.4 Design
A. Storm sewer systems shall be constructed for storm water run-off only.

Construction of Combined Sewers will not be permitted.

B. The quantity of storm water run-off to be used in the design of storm
sewers shall be computed using the “Rational Method”. This method is
designated by the equation:

Q=CxIxA
Q = Ratio of run-off (Cu. Ft./Sec)
C = Ratio of run-off rainfall
| = Rainfall Intensity (In/Hr)
A = Area of the watershed (Acres)

1. The Flood Co-efficient. The “C” factor in the Rational Method
equation is an uncertain factor since it is influenced by many
circumstances, including but not limited to:

a. Infiltration: The character of the soil, antecedent
moisture, frozen ground, etc.

b. Geographical Characteristics: Shape and Slope of
the watershed.

C. Natural Storage: valley storage, tributaries, ponds,
swamps, etc.

d. Artificial Storage: reservoirs, channel
improvements, etc.

e. Land Coverage: forested, cultivated, pasture,
barren, lawn, paved, etc.

f. Sudden Releases of Flow: Snow Melts
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The constantly changing forces of nature bring these factors into
focus from time to time. Furthermore, new housing developments,
highways and drainage facilities influence the percent of run-off.
At best, it must be admitted that run-off factors are estimates. For
the purpose of this manual, it is assumed that various parts of the
watersheds will have different run-off co-efficients, as follows:

Commercial Areas 0.70-0.80
Residential Areas 0.35-0.40
Industrial Areas 0.40-0.80

Parks, Cemetaries, Golf Courses, etc. 0.15
All Areas within the exterior limits
of dedicated streets, alleys, public ways 1.00

®PoO0T R

Other suggested minimum co-efficients of “C” are as follows:

a. Flat, Gravel Ground 0.30
b Flat, Clay Ground 0.40
C. Steep, Gravel Ground 0.40
d Steep, Clay Ground 0.50

Rainfall Intensity is one of the most sensitive factors in the
Rational Method equation. The depth of flooding, and hence the
inconvenience it causes depends largely upon the rainfall intensity
curve, or frequency, that is used to design storm sewers and
drains. The Rational Method of calculating storm water run-off
assumes that the rainfall intensity “I” used in the equation shall be
the maximum rainfall that may be expected to fall on the up-
stream drainage areas during the “concentration” time at the
location being studied. The up-stream areas, where concentration
time is short, the critical rainfall intensity is high. Where the time
of concentration is greater, the rainfall intensity will be lower.

a. The time of concentration factor is a necessary part of the
preliminary data required to make a calculation using the
Rational Method equation. It is composed of two
components referred to as the “Inlet time” and “Time of
Flow”.

- The "Inlet Time” is the time expended for the water to
flow from the most distant point in the drainage area to
the inlet of a drainage structure or to a point of
concentration, where the water flow is picked up into a
storm sewer or water course. Determination of inlet
time is dependent upon the slope, type of surface and
distance of travel.
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- Some indication of estimates of inlet time in areas with
relatively flat topography, such as in the Tiffin area, are
shown below:

Distance of Travel to Inlet (ft) Inlet Time (Min)

100 13
200 17
300 21
400 25
500 28
600 30
700 32
800 34

- In most drainage plans for street projects, highway
projects, parking lot projects, drainage areas of the
catch basins is easily defined and the “inlet time” or
“time of concentration” will vary from 3 to 15 minutes,
though it may be higher in some instances for areas
within the street right-of-way or usual parking lots in
municipal practice. When it also includes certain time
of flow over immediate adjacent land to the street right-
of-way from areas that must be included in the time of
concentration, the “inlet time” above will be more than
3 to 15 minutes.

- Time of concentration for large open areas, hillsides,
etc. shall be based on a standard engineering practice
and the best judgment of the Engineer designing the
storm sewer.

“Time of Flow” is the time consumed in flowing through the
drainage system, open channels and storm sewers, from
the inlet to the point being evaluated. This time is readily
determined if the slope and physical properties of the
storm sewer or open drainage channel are known.

- Design Storm Frequency. Storm sewer or drainage
systems are usually designed to provide for run-off
from rainfall having a certain average frequency to
occurrence. The design storm frequency serves as an
index to when the average systems will be taxed to
capacity. The selection of a design storm frequency for
a particular project must be based primarily on
judgment, with consideration of the purpose and
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importance of the given area, and such economic and
engineering limitations as may exist. It is necessary for
this manual to establish minimum design storm
frequencies to be used in designing storm sewers and
drainage systems in the area controlled by the City of
Tiffin and which will be used in reviewing plans
submitted to the City Engineer for approval. Minimum
frequencies shall be based upon the Critical Storm
Method as identified in the Ohio Rainwater and Land
Development Manual

The plans for a proposed storm sewer project or storm drainage system
shall include sheets that show the entire drainage area required to review
the design. Design sheets, including run-off computations, and
topographical maps showing contours on 5 foot or 2 foot intervals of the
water-sheds or drainage areas involved shall be submitted with the plans.

Any existing storm sewers, natural drainage ditches, creeks, etc. or man-
made drainage systems in the above mentioned areas shall be shown on
the plans submitted. Where it is proposed to connect new storm sewers
into existing sewers, the existing sewers shall be un-covered and
accurate location surveys shall be made including accurate invert
elevations.

The proposed drainage plans shall show the location of all streets, alleys,
public right of ways, easements, catch basins, manholes, drainage
structures that may be required to drain all easements, streets and other
areas where storm water run-off would collect to the possible damage of
property owners.

The plans shall show the extent of all drainage areas that the proposed
storm sewers, or drainage system, would have to care for now and in the
future.

The plans and profiles shall show the proposed storm sewers or
proposed drainage system in such detail and to such scale that it will be
possible to make a review of the project without undue delay.

The minimum depth of cover over a main storm water sewer shall be four
feet to the finished surface grade. This shall be measured over the point

of the largest diameter of the pipe or sewer.

The minimum size of storm sewer shall be 12 inches in diameter.



The pipe leading from catch basins to main sewers may be sized to
adequately care for the flow of water but not less than 12 inches in
diameter without written approval of the City Engineer. These pipes,
leading from catch basins to main storm sewers shall have a minimum
cover of 12 inches at the gutter line and shall have a minimum grade of
2%.

Catch basin or inlet spacing along the curb lines of a street shall not be
greater than 250 feet unless approval is obtained from the City Engineer.

The maximum spacing between manholes is 250 feet unless approval is
obtained from the City Engineer.

Pipes from catch basins or inlets to main sewers shall connect with the
main sewers at manholes only.

Velocities when flowing full or half full shall not be less than 3 feet per
second nor more than 12 feet per second. Minimum grades can be
determined from these velocities for any shape of pipe or conduit.

Drop structures shall be used where velocities would otherwise exceed
the maximum limit of 12 feet per second.

Sewer capacities shall be computed using Kutter’'s or Manning’s Formula,
with a value of n = 0.015 for pipe sewers under 30 inches in diameter and
n = 0.013 for pipe sewers over 30 inches in diameter.

Sewer invert grades and elevations shall be established wherever
possible, to prevent surcharge and in no case shall the hydraulic grade
line be above the surface of the ground or street for flows equal to or less
than computed for the design storm.

At points where the sewer diameters or pipe sizes or shapes change, a
manhole shall be constructed. The inside top surfaces of the sewers
shall be held at the same elevation but the inverts of the sewers will be
stepped thereby.

Where main sewers, enter trunk sewers, special attention shall be given
to preventing any “blocking” of water flow in either sewer. In some
instances, special transition types of structures may have to be provided.
Smooth flow of water at all manholes and junction structures on storm
sewers is vital.
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AA.

Manholes shall be located at all junction points of main, sub-main or
lateral storm sewers particularly in sewers up to and including 60 inch
diameter or equal to this in case the shape of the sewer is other than a
circle.

Manholes are required to be constructed at all changes in grade or
changes in alignment particularly in sewers up to and including 60 inch
diameter or equal to this in case the shape of the sewer is other than a
circle.

For approved castings for manholes and inlets, see the “Materials”
Section of the Storm Sewer Specifications.

All outfall ends of storm sewers shall be properly protected by headwalls
of concrete, rip-rapping of banks of open drainage channels, paved
inverts of open drainage channels, etc. as required by standard
engineering practice and approved by the City Engineer. In case of small
pipe outfall ends, sufficient length of paved and coated metal culvert pipe
may be required instead of the concrete headwalls, or may be required in
conjunction with such headwalls.

Storm sewers shall be laid in the dedicated street right-of-way.

Open drainage channels may be used to collect and convey storm water
run-off where approved by the City Engineer and/or City Planning
Commission, if closed conduits would have to be equal in size and
capacity to pipe larger than 4 feet in diameter.

Reference Section 909.11 of the City of Tiffin Codified Ordinances for
easement requirements for storm water facilities including but not limited
to flood plains, flood control facilities, run-off drainage ditches and
channels, run-off storage facilities, storm sewers and other drainage ways
and structures, permanent vegetative and/or mechanical post-
construction water quality conversation practices (BMPs) and other areas,
as required by the City Engineer.

An open drainage channel shall be so located on an individual lot so that
there is a minimum distance of not less than 15 feet from the top of bank
of the drainage channel and the property line, or to any physical
encroachment, obstacle or structure. It is intended by this requirement to
provide an area along the top of each bank of the drainage channel at
least 15 feet wide in width in which to move equipment for maintenance of
the open drainage channel.



AB.

AC.

AD.

AE.

AF.

AG.

AH.

1. The above does not preclude an open drainage channel, where
permitted, to be so located so that it's centerline follows a property
line dividing individual lots of a subdivision, or along a boundary
line of a tract of property, provided the minimum width of 15 feet
along top of each bank is provided, as mentioned.

Open drainage channels, shall be designed to adequately care of the
storm water run-off, which shall be determined as if closed conduits or
storm sewers were to be constructed as provided in this manual. The
slopes shall be protected from erosion; the grade of the invert of the
bottom of the channel. Cross-sections shall show the type of channel
every fifty feet along the channel centerline. Check dams shall be
constructed as required to preserve the channel from excessive
velocities.

Existing drainage channels shall be enlarged, repaired, re-aligned,
graded and sloped as required for new channels and shall be adequately
sized to care for the run-off.

Pipe culverts or other types of culvert structures under streets or public
ways shall extend completely across the streets or public right-of-way and
extend a minimum 20 feet beyond the right-of-way line on each side. If
retaining wall type of headwalls are not provided to retain the fill, if any,
the culvert or structure shall be extended beyond this minimum 20 feet
point a sufficient distance required by the slope of the banks.

Open drainage channels shall be protected from scouring on curves,
storm sewer outfalls, and similar proper rip-rapping of the banks using
heavy stone or concrete. Pave stone channels shall lead from storm
sewer outfalls where deemed necessary to prevent scouring and erosion.

Open drainage channel banks shall be properly sloped in accordance
with standard engineering practice and properly seeded or sodded or
paved as may be required.

In subdivisions with lots with areas of 2 acres or more and frontages of
150 feet or more, the City Engineer and/or Planning Commission may
approve open roadside ditches where right-of-way widths for the street
and public ways are not less than 66 feet.

Reference the City of Tiffin “Storm Water Management Plan” for all storm
water permitting and inspection regulations.



SECTION 4
ROADWAYS & ALLEYS



Section 4 — Roadways & Alleys

4.1 General Requirements

A. Roadway plans shall be designed based upon the latest edition of the
Ohio Department of Transportation’s (ODOT) Location and Design
Manual, American Association of State Highway and Transportation
Officials (AASHTO) “A Policy on Geometric Design of Highways and
Streets”, ODOT Standard Construction Drawings, the ODOT Construction
and Material Specifications, and Chapters 9 and 11 of the City of Tiffin
Codified Ordinances.

1.

Horizontal and vertical design, geometric design of intersections,
barrier design, pavement design and driveway design for new and
reconstructed roadways shall follow ODOT L&D Manual Volume 1
and AASHTO “A Policy on Geometric Design of Highways and
Streets” or as required by the City.

a. At street intersections, the minimum radius, measured to
the face of curb shall not be less than 25 feet.

b. At alley intersections, the minimum radius, measured to
the face of curb shall not be less than 20 feet.

- See Exhibit J for Intersection Standard Drawing

Where new public roadways are to be built, or existing roads are
to be widened, soil borings shall be required at 200 foot intervals
along the centerline of the proposed improvements. The
California Bearing Ratio (CBR) value of the existing soil shall be
determined and made available to the City Engineer in a report
which shall include any subgrade stabilization measures required.

4.2 Typical Sections

A. Pavement Width

1.

Refer to Section 1127.04 of the City of Tiffin Codified Ordinances
Attached as Exhibit K.

The minimum width for a 2 traffic lane road with on-street parking
permitted on one side of the street is 34 feet.

The minimum width for a 2 traffic lane road with on-street parking
permitted on both sides of the street is 44 feet.



4. The minimum width for a 4 traffic lane road with no on-street
parking permitted anytime on either side is 48 feet.

5. The width of pavement is defined as the width of street measured
from one curb face to the opposite curb face or one edge of gutter
plate to the opposite end of gutter plate.

6. Cul-de-Sacs
a. See Exhibit L for Typical Cul-de-Sac Layouts

Cross Slope

1. Unless unusual circumstances apply the cross slope for a typical
section of pavement shall be designed at 1/4” per 1 foot or 2%.

2. The street cross section shall be level. The top of curb on each

side of the street shall be at the same elevation, unless
topography requires one curb to be higher than the other.

Horizontal Slope

1. The minimum centerline grade shall be not less than 0.30%; the
maximum grade shall not exceed 8% unless unusual topography
is present.

Approaches

1. Refer to Exhibit M for Typical Profile of Alleys & Drive Approaches

Curbs & Underdrains

1.

Refer to Section 1127.09 of the City of Tiffin Codified Ordinances
Attached as Exhibit K.

All types of curbs shall be constructed per the current ODOT
specifications.

The curb type shall be at the discretion of the City Engineer and/or
Planning Commission.

Curbs shall have a sawed joint every 10 feet.

The joint created between the curb face and the pavement shall
be sealed with asphalt cement as per the latest addition of the
ODOT Construction and Material Specifications.

Underdrains shall be 6” in diameter and underdrain inverts shall
be typically 18" below the subgrade surface.



7.

Underdrains shall be PVC plastic, smooth walled and perforated,
meeting ODOT 707.41.

F. Pavement Buildup

1.

The minimum pavement buildup section for all City streets shall
consist of the following courses and comply with the latest edition
of the ODOT Construction and Material Specifications.

a. Local Residential Public Street & Alley

- See Exhibits N&O for Asphalt and Concrete Roadway
Sections.

b. Local Collector or Arterial

- See Exhibit N&O for Asphalt and Concrete Roadway
Sections.

In all cases, the minimum pavement buildup shall be calculated
based on soil conditions and truck traffic and modified as required
to meet the expected loadings. The City shall review a copy of the
asphalt pavement design, including the calculations, for review
and approval. The method for pavement design shall follow the
latest edition of the ODOT Pavement Design and Rehabilitation
Manual.

G. Utility Trench

1.

Asphalt Streets & Alleys

a. Pavement replacement shall consist of a minimum of 8” of
ODOT Item 304 Aggregate Base compacted in (2) 4” lifts
or ODOT Item 613 Control Density Fill (CDF) as
determined by the City Engineer, 2-1/2” of ODOT Item 448
Asphalt Concrete Intermediate Course and 1-1/2” of ODOT
Item 448 Asphalt Concrete Surface Course.

- See Exhibit P

b. The existing pavement shall be saw cut two feet wider than
the width of the utility trench at the surface of the trench
(one foot on each side of the trench).

C. The thickness and depth of the concrete base and asphalt
surface shall be adjusted to match the existing pavement
buildup if greater than the minimum requirements.



2.

3.

Concrete Streets & Alleys

a.

Pavement replacement shall match the existing typical
section of the pavement that was disturbed.

The existing pavement shall be saw cut two feet wider than
the width of the utility trench at the surface of the trench
(one foot on each side of the trench) or to the nearest joint
per the discretion of the City Engineer.

General Requirements

a.

Utility trench repair shall be completed within 48 hours of
Control Density Fill (CDF) placement or granular backfill
unless otherwise approved by the City. If the Engineer
determines that the trench shall not be restored within the
48 hour time frame in order to allow further time for
potential settlement to take place, the Engineer can
determine at his/her discretion the means and methods for
temporary fill of the trench to the pavement surface such
as cold patch, CDF, plating, granular backfill, etc.

All plates shall be pinned to ensure no movement and the
area on either side of the plate shall be ramped with cold
patch.

If weather conditions do not allow permanent pavement
placement, the City Engineer can require the trench to be
filled with cold patch or other construction methods such as
a 4” concrete cap with a visqueen separation layer.
Selection will be at the discretion of the City Engineer.

H. Roadway Widening

1.

The length and width of the existing pavement surface course,
within the limits of the proposed widening, shall be planed to a

depth of 1-1/2”. The planed area shall be resurfaced with 1-1/2” of
ODOT Item 448 Asphalt Concrete Surface Course after the

widening has been completed.

Existing underdrains shall be protected, left in place and

connected to any modified storm drainage system.

Pavement buildup shall comply with the requirements of Section

4.2.F of the City of Tiffin Public Works Improvements Design

Manual.



Pavement Markings

1.

Pavement markings for existing roadways shall be quick drying
traffic paint following ODOT 642, the OMUTCD, and as approved
by the City.

Pavement markings for new and resurfaced roadways will need to
comply with ODOT 642 or ODOT 644 per the discretion of the City
and follow all OMUTCD requirements.

Any temporary tape placed on the finished course shall be
removed without damaging or scarring the roadway surface prior
to the final pavement markings being placed on the finished
course.

Crosswalks
a. See Exhibits Q & R for crosswalk striping details.

b. All crosswalks immediately adjacent to a school, that are
part of the City of Tiffin’s Mult-Use Trail System or crossing
a roadway classified as a Principal Arterial, Minor Arterial,
or Major Collector per ODOT’s Functional Highway
Classification System shall be striped with a ladder style
crosswalk as depicted in Exhibit R.

Monuments

1.

5.

The centerline of the right-of-way shall be monumented at a
minimum at the P.C. and P.T. of horizontal curves, angle points
and at centerline intersections of side roads.

The monuments shall be constructed per ODOT Standard
Drawing RM-1.1.

All monuments shall be set under the supervision of a
Professional Surveyor, registered in the State of Ohio.

Monument boxes shall be East Jordan 8365 Heavy Duty
monument or equivalent as approved by the City Engineer.

No risers shall be used on any Monument Box.

Signage

1.

All signs shall comply with the most recent version of the Ohio
Manual of Uniform Traffic Control Devices (OMUTCD).



L. Guardrail

1.

Guardrail conforming to the most current standards of the Ohio
Department of Transportation and OMUTCD and shall be
constructed where necessary to protect pedestrian and vehicular
traffic.

The location of the guardrail, with reference to the centerline of the
street, if possible, shall be 8 feet minimum from the face of the
curb line or edge of pavement to allow for space for a pedestrian
walkway.

M. Casting Adjustments

1.

Unless other-wise directed, when streets are surfaced with asphalt
concrete the roadway valve boxes, manhole castings, catch
basins, and similar structures in the pavement area shall be
adjusted level with the finished pavement surface after the final
finish surface layer of pavement is applied.

The finished pavement shall be “sawed” a minimum distance of 8
inches from the extreme edge of the casting being adjusted

After the structure has been raised the pavement area removed
shall be neatly patched with concrete and the edge of concrete
collar where it matches the new asphalt surface shall be
appropriately sealed.

In the case of rigid pavements, such as concrete, the area around
the roadway valve box, manhole casting, catch basin, and similar
structure shall be “blocked” or “boxed” out with forms so the
pavement around the structures mentioned can be poured at a
later time, permitting easy removal of the pavement area around
the structure without requiring any concrete sawing.
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Section 5 — Sidewalks & Multi-Use Trails
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Sidewalks

A.

General Requirements

1.

All sidewalks shall comply with ODOT Specification 608, except
as noted within these specifications.

All sidewalks shall be a minimum of 4’ in width, have contraction
joints, and shall be constructed through all driveways.

a. See Exhibit S for Standard Sidewalk Drawings
b. See Exhibit M for Drive Approach Profiles

Concrete shall placed on a minimum of 2 inches of well
compacted aggregate base, unless otherwise approved by the
City Engineer.

The City may approve sidewalks from materials other than
concrete as follows:

a. Sidewalks may be made from paving bricks set in a
cement mortar setting bed upon a Portland cement
foundation.

b. Sidewalks may be made from paving bricks set in a sand

bed upon a compacted soil base.

C. Asphalt sidewalks upon a sufficient base are only
permitted within 20 feet of a railroad crossing.

The aggregate base shall be brought to an even surface uniformly
below the proposed surface of the finished walk and shall be as
wide as or wider than the sidewalk. Soft or spongy base or
organic matter shall be removed and replaced with compacted
stone. Wherever a fill is necessary, the material shall be stone
and it shall be spread in lifts not to exceed 4 inches maximum with
each layer being compacted.

Substantial side forms with sufficient strength to prevent springing
shall be accurately placed to line and grade and shall not be
removed until sufficient time has been allowed for the concrete to
properly cure. Forms may be either wood or metal and must
extend the full depth of the slab.



10.

11.

12.

13.

14.

15.

16.

17.

Concrete shall be placed in one course to at least the full
minimum thickness required and screeded to bring the top to a
smooth even surface.

The surface shall have a light broom or burlap finish.

Finished concrete shall be kept moist for 48 hours or sealed by
spraying a manufactured curing membrane uniformly over all
exposed surfaces. Sealing shall be performed immediately after
the finishing work is completed and all free standing water has
disappeared.

Sprinkling of dry cement on the floated surface to hasten drying is
prohibited.

Cold weather installation shall meet the requirements of ODOT
Item 511.12 or 499.02.

Hot weather placement will require special precaution to prevent
rapid slump loss, shrinkage, or crazing. Addition of water to the
mix may not be permitted, and it may be necessary to cover the
concrete to protect from extreme heating from direct sunlight.

1/2 inch thick expansion joint filler, extending the full depth of the
walk, shall be placed between the walk and any fixed surface
including existing concrete driveways and existing walks and
curbs.

Contraction joints shall be placed at no more than 5’ intervals and
as nearly as possible to ascertain property lines. They shall be a
minimum of 1/8 inch wide and 1/4 the thickness of the slab. Joints
shall be sawed as soon as no raveling occurs or sawing does not
damage the concrete, preferably within 12 hours after concrete
has been placed, and not longer than 24 hours.

The contractor is responsible for supplying grade and line stakes
for sidewalks within the public right-of-way, if needed.

When sidewalks are placed against the back of curb, the minimum
width shall be increased to account for the width of the curb. At
the city’s discretion the width of the sidewalk can be further
increased for areas determined to have a high volume of
pedestrian traffic.

All curbs and sidewalks shall be constructed in a manner so as to
have the least impact on surrounding city owned trees. When



18.

19.

20.

21.

roots must be cut, the City Forester will examine the affected
tree(s) and determine if removal is appropriate.

All surplus material shall be removed from the excavated sidewalk
area. Materials are not to be placed onto adjacent property
without written permission from the property owner. Refuse
material from the sidewalk work shall be removed lot by lot, upon
completion of the work.

The contractor is responsible for arranging all necessary utility
locates by contacting OUPS at 811 or 1-800-362-2764. Utility
locates shall be scheduled well in advance of but not less than 2
working days prior to construction.

A Street Cut Permit and Bond is required to be obtained through
the City of Tiffin Public Works Department, prior to any work being
performed on any sidewalk/curb within the City right-of-way. The
City will determine the alignment of all newly constructed
sidewalks.

Contractors may request, at their option, inspections of the forms
by the City, prior to pouring. 48 hours advance notice must be
provided to be guaranteed an inspection. Final inspections will be
performed even if the forms had a prior inspection. If it is found
that the sidewalks do not meet the City’s requirements, the City
may require removal and/or correction at the installer's expense.
The City, also, reserves the right, at its expense, to randomly test
core any sidewalk installation. The installer will repair the core
test hole at his or her expense.

B. Sidewalk Specifications

1.

Concrete

a. Shall be ODOT Class C, 4000 PSI at 28 days with 7%
(plus or minus 1.5%) air entrapment, minimum 6 sacks of
cement per cubic yard, and a maximum water/cement ratio
of 0.50. Maximum slump shall be 4” and in conformance
with ASTM C94 and related designs. 4” slump may be
exceeded only by the use of high range water reducer.

Course Aggregate

a. Shall be #57 limestone or natural stone



Fine Aggregate

a. Shall be sand manufactured from limestone and conform
to ODOT 703.02 and ASTM C33.

Portland Cement
a. Shall be Type 1 and conform to ASTM C150
Admixtures

a. Air Entrapment, ASTM C260 and high range water reducer
ASTM C294 are permitted. No other admixtures, including
fly ash and raw or calcined natural pozzolans, are
permitted without written authorization from the City
Engineer.

Slump Testing

a. Shall be performed by the contractor in the presence of,
and at intervals requested by the City or their inspector.

Excavation

a. Shall be an average of one inch deeper than the slab to
permit leveling of the sub grade with #411 crushed
aggregate, which shall be compacted and thoroughly
wetted prior to placement of the concrete.

Steel Reinforcement

a. If required and with authorization from the City, #4 bars
shall be used at 10” ¢c/c maximum, in both directions. Steel
shall be 2” from the bottom of the slab.

Sidewalk Repair Requirements

The following sidewalk conditions shall be considered outside the
required sidewalk specifications and must be repaired:

a. Sidewalks with excessive or reverse cross slope.
b. Sidewalks with excessive longitudinal slope.
C. Sidewalks having joint differentials at any point between

slabs greater than 1/2 inch.

- Joint Differentials between 1/2 — 1 inch may be
repaired by grinding, replacement, or mud jacking.



- Joint Differentials greater than 1 inch must be
repaired by either replacement or mud jacking.

Sidewalk slabs with multiple cracks, with cracks open 1/2
inch or greater, or with cracks with 1/4 inch vertical
displacement must be replaced.

Sidewalk slabs with holes greater than 1 square foot must
be replaced.

Sidewalk slabs with displacement due to tree roots shall be
removed and the base shall be excavated to a depth 1 foot
below the sidewalk base. All tree roots within this 1 foot
area shall be removed.

- Upon removal of slabs damaged as a result of a
city owned tree, please notify the City for an
inspection.

- The City Forester shall consider the tree for
removal.

Sidewalks may be rerouted around trees only if there is
prior approval from the City.

Any utility valves or manholes within a sidewalk shall either
be relocated or made flush with the surface and it is the
contractor’s responsibility to make these arrangements
with the appropriate utility company.

If the sidewalk is replaced across the entire frontage of a
property, excluding driveways, sidewalks with widths
greater than 4 feet may be replaced with a 4 feet wide
walk.

- Transitions from a 4 feet wide walk to walks wider
than 4 feet must be done per Exhibit S.

Sandstone sidewalk slabs may be repaired upon a
sufficient base when approved by the City or shown to
have historical significance.
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Curb Ramps

A.

All curb ramps shall be constructed in accordance to the Specifications of
Section 5.1 unless otherwise specified in Exhibit T.

All curb ramps shall be 6 inches thick within 6 feet of a vehicular traveled
path.

Detectable Warning Mats

A.

Truncated Dome Detectable Warning mats shall be installed at all street,
alley, and signalized commercial drive intersections.

Truncated Dome Detectable Warning mats shall be cast in place mats
from an approved ODOT supplier unless the existing ramp is approved by
the City as being compliant to slope then a Retro-Fit Detectable Warning
Mat may be installed on the surface of the existing slab at a location
determined by the City.

Detectable Warning Mats shall be provided 24" in direction of travel and
extend the full width of the curb ramp or flush surface. The Detectable
Warning shall be located adjacent to the curb line.

Detectable Warning Mats, where applicable, shall be placed 6” — 8”
behind the face of curb & behind the curb joint.

Cast In Place Detectable Warning Mats shall have a minimum of 3” of
concrete on each side of the mat. When conditions do not allow this
buffer, the edges of the Cast in Place Mat shall run flush with the dges of
the concrete to prevent spalling or cracking.

All Detectable Warning Mats shall be of the color “brick red” unless
otherwise specified by the City Engineer.

Decorative Furniture Areas

A.

Stamped Concrete
1. See Exhibit U for detailed specifications
Decorative Brick Pavers

1. See Exhibit V for detailed specifications
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Multi-Use Trails

A.

Typical Section

1. See Exhibit W for Typical Pavement Section.
Bollards
1. Bollards shall be used where applicable to prohibit vehicular

access onto a Multi-Use Trail.

A See 7 - Exhibit X for Typical Bollard Detail.
Curb Ramps
1. Curb Ramps shall comply with Section 5.2 & 5.3.

Shared Lane Markings

1. Where Shared Lane Markings are used as a part of a Multi-Use
Trail, markings shall comply with the requirements of the
OMUTCD.

Signage

1. Multi-Use Trails shall be appropriately and properly signed per the
requirements of the OMUTCD.

Crosswalks

1. Multi-Use Trail crossings shall be appropriately marked with

ladder style crosswalks per Section 4.2 — (1)(4)(b).
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General Requirements

A.

Driveways can be constructed of concrete, asphalt, or aggregate
materials.

1. See Exhibits Y & Z for residential and commercial driveway
specifications within the City right-of-way.

2. The City Engineer at his/her discretion may not permit a gravel
drive approach within the public right-of-way if he/she determines
the gravel approach will continuously washout into the public
roadway.

All proposed Driveway locations shall be approved by the City Engineer
and shall be located on the property based upon engineering judgment
related to access management. Visibility and traffic flow impacts shall be
considered when determining the approved location.

1. If possible, all driveways shall be designed to create the maximum
amount of spacing to the nearest adjacent driveway.

2. Driveways for corner lots shall be designed to create the
maximum amount of spacing between the driveway and
intersection.

3. Multiple driveway approaches to a single property are
discouraged. Prior to approving a second drive approach on any
property, the City Engineer shall analyze the proposal in regard to
the proposed spacing between each proposed driveway and the
characteristics of the existing neighborhood.

The driveway approaches serving one property shall not extend into the
front of an adjacent property without written permission of the owner of
the adjacent property which shall be filed in the office of the City
Engineer.

Off-Street parking between the edge of pavement and sidewalk will not be
permitted unless approved by the City of Tiffin Traffic Safety Committee.

1. See Exhibit AA for Vehicular Pull Off Standard Drawing.
ADA compliance needs to extend through the limits of the driveway.

1. See Exhibits M&S for specifications for sidewalks within a
driveways.



Prior to the installation of a driveway, the installer must contact the City to
determine whether or not a street cut permit or inspections will be
required for their project. The basis of determining whether or not a street
cut permit will be required will include whether or not an existing curb is
being cut, whether an existing sidewalk is present within the block and an
ADA complaint sidewalk needs to be maintained through the driveway,
and the construction material being proposed within the new driveway.

Trench Repair

1. All trench repairs within a driveway shall comply with standards for
Roadway & Alley Trench Repairs per Section 4.2 (G)(1).
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Section 7 — Decorative Street Lights

7.1 Pole Specifications

A.

C.

General Notes

1.

Pole specification will be dependent upon location within the City.
Any project which is an extension of a previous project shall
specify the same pole that was previously used or equivalent
unless otherwise determined by the City.

All poles shall be glossy black powder coated.

All poles shall be installed per the supplier and manufacturer
specifications.

Pole spacing will be based upon an engineered analysis of the
site.

Banner Arms

1.

Where applicable, banner arms shall be threaded and removable.
The pole shall have integrally welded threaded couplings to
support banner arms. The banner arms shall be sized
appropriately to display the proposed banner size (Downtown 2’ x
3’ banners with an arm diameter of 1.5"). All banner arms shall
have a glossy black powder coat finish to match the color of the
street light poles. Matching colored threaded caps to plug the
banner arms shall also be included and inserted when banner
arms are removed from a light pole. Banner arms shall have a
removable decorative cap to prevent the banner from sliding off
the bracket arm. The bottom bracket arm shall be inserted a
minimum of 8 feet vertically from the base of the pole. Orientation
of the banners (towards the curb or towards the sidewalk) shall be
determined by the City.

Receptacles

1.

Where applicable, receptacles shall be 15 amp, tamper and
weather resistant GFCI with a weather proof lockable aluminum
cover.

7.2 Luminaire Specification

A.

Luminaire specification will be dependent upon location within the City.
Any project which is an extension of a previous project shall specify the
same luminaire that was previously used or equivalent unless otherwise
determined by the City.
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7.4

7.5

B. All luminaires shall be installed per the supplier and manufacturer
specifications.

C. All new luminaires shall be equipped with LED lamping capabilities.

Pole Foundation Requirements

A. Light Pole Foundations shall be constructed 24” x 24” x 6’ deep and per
ODOT 625.10 and Standard Construction Drawing HL-20.11.

B. Pole Manufacturer specifications shall be used for anchor bolt size and
layout.

Wiring/Conduit Specification

A. Unless special conditions or circumstances are encountered all conduit
shall be Schedule 40 PVC.

B. Conduit shall either be installed by open trench or jack or drilled.
Installation method will be determined by the City based upon
considerations of existing conditions such as existing utilities and existing
surface.

C. If possible, all conduits shall be installed directly behind the back of curb.
D. Wire gage shall be determined by the City Engineer/City Electrician.
Pull Box Specification

A. Pull Boxes shall conform to ODOT Item 625 and Standard Construction
Drawing HL-30.11.

B. All Pull Boxes shall be labeled “Electrical”.

C. Pull Box size will be determined by City Engineer/City Electrician.
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Section 8 — Traffic & Pedestrian Signals

8.1

8.2

General Notes

A.

The Contractor shall furnish and install traffic control and related materials
in compliance with these specifications, as well as the most recent
version of the Ohio Department of Transportation’s Construction and
Material Specifications, the Ohio Manual of Uniform Traffic Control
Devices for Streets and Highways, NEMA Standard Publications, and the
Standard Construction Drawings issued by the Ohio Department of
Transportation.

All traffic signals shall be inspected by the City Electrician and the City
Engineer prior to being put into operation.

Traffic Signal Pole & Mast Arm Specifications

A.

All poles and arms, including base and flange plates, bolt covers,
handholes, and wire entrances, shall be hot dipped galvanized after
fabrication in accordance with ODOT 711.02. All visible elements of the
signal support, and any other parts required to be coated, shall be
galvanized and then powder-coated. All painting shall be performed
under controlled environmental conditions, and in accordance with the
paint manufacturer's recommendations pertaining to surface preparation,
material handling, and application. The top finish coat of paint shall be
similar to Federal Specification 595-B Color #27040, BLACK. Paint
samples shall be submitted to the City for review.

The inside of each signal support pole assembly, each mast arm
assembly, and other signal support accessories shall be coated with
galvanizing material. The inside area formed by the gussets, pole, and
pole flange plate shall be coated to protect the area from corrosion. It is
to be noted that some type of opening shall be required to coat the gusset
area. This opening shall not hamper the structural integrity of the flange
assembly.

All exterior surfaces of the signal support pole shaft assembly, mast arm
assembly, all bolt covers, clamps, clevis-to-clevis universal, wire
entrance, all handhole covers, luminaire and video brackets, pole and
arm caps, signal head hangers and weatherheads shall have a coating
properly applied to them. Exterior surfaces of all fastener bolts/screws,
washers, nuts, and other attachment hardware shall have a coating
applied to them. Fastener threads shall not be clogged with coating
material.

All coating items shall be shipped in a manner to minimize damage in
transit. Surfaces should be protected by foam padding, by wrapping in

1



cardboard, by spiral wrapping with wax paper, by crating, by a
combination of methods, or by any other method selected by the
manufacturer which will insure delivery of undamaged materials.
Materials damaged in transit caused by improper packaging or improper
transit handling shall be rejected.

Each coating layer shall be properly cured before the application of the
next coat. The application procedure shall be such to guarantee a finish
that will not scale, flake or peel, and will retain its color brightness and
fresh appearance for 10 years without dulling or fading.

Traffic Signal Supports shall be as per ODOT Item 632 except that the
support poles and arms shall have a circular cross section (constant
cross sectional radius) and shall be tapered tubes having a true and
continuous taper. Multi-sided or fluted poles and poles having a tapered
effect accomplished with the use of reducers will not be accepted.

The Contractor shall provide all necessary attachments or connections to
the poles. Additional wiring holes in the pole shall be drilled, reamed, or
hole sawed. Lame cutting will not be accepted. All cut edges or other
defects in the zing coating shall be cleaned and covered with two coats of
zinc rich repair paint matching the factory finish. Brackets and
appurtenances shall be securely attached with stainless steel screws of
sufficient size for the intended loading. Stainless steel banding shall not
be used unless approved by the City. All banding, where used, shall be
factory painted to match the signal supports.

In addition to the requirements of ODOT Item 632, signal support
structures shall be designed and constructed by the supplier to support
the loads caused by the signs, signals, and other equipment attached
hereto.

The signal support manufacturer shall provide drawings of a signal
support with structural aspects of the design and materials in compliance
with the AASHTO Standard Specifications for Structural Supports for
Highway Signs, Luminaires, and Traffic Signals. The signal support shall
be ASTM A595 Grade A or approved equal with a minimum yield strength
of 50 ksi.

1. The following design parameters shall be used;
a. Basic Wind Speed: 90 mph
b. Design Life: 25 years
C. Fatigue Category: Il
d. Galloping: No
e. Truck Induced Gust: No



Signal support drawings, which identify and describe the manufactured
signal support and signal support items that are being incorporated into
the construction shall be submitted to the City, prior to construction. The
drawings shall each be reviewed, sealed, stamped, and dated by a
Registered Professional Engineer in the State of Ohio.

Pole and Mast Arm Manufacturer shall be the same.

All pre-drilled holes for all items shall be deburred and free of all sharp
edges. All outside welds shall be rolled or ground smooth. All inside
welds shall be void of sharp edges. Any structural fastener (3/4” or
greater) shall be galvanized per ASTM 153 and shall be made of high
strength carbon steel. Any other fastener (less than 3/4”) shall be
stainless steel. All visible fasteners shall match the coating of the
structure.

Arms more than 40 feet long may be constructed in no more than 2
pieces.

Mast Arms should be inspected for excessive wind induced deflection in
the vertical direction. If found, a damping device should be placed on the
arm.

An approved damping device shall be installed as close as possible to the
end of the arm. Mechanical damping devices shall installed on all arms
59’ or longer. Flat plate dampers shall only be used for new construction
if directed by the engineer.

Mast Arm connection bolts shall be ASTM A325 for diameters 1.5” and
smaller. Bolts larger than a 1.5” diameter shall be ASTM A449.

Supports shall have 1,2, or 3 hand holes, each complete with a cover, a
rectangular, or elliptical reinforced frame, and a stainless steel fastener
for the cover. The fastener shall be flush with the hand hole surface. The
hand holes shall be located 180 degrees from the mast arm unless
otherwise specified.

1. The hand hole near the bracket arm shall have a minimum inside
opening of 3" x 5” and be similar in design to the bottom hand hole
except that no grounding provision is required.

2. The hand hole near the arm attachment shall have a minimum
inside opening of 4" x 6” and be similar in design to the bottom
hand hole except that no grounding provision is required.

3. The bottom hand hole shall have a minimum inside opening of 5”
x 8”. A grounding provision capable of accepting 4 - #4 AWG
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W.

copper grounding wires shall be provided and shall be attached to
the frame.

Supports shall have a removable pole cap attached either by a minimum
3 stainless steel set screws or by a stainless steel through bolt.

Supports shall have a steel pole based plate/anchor bolt-nut cover (1/4”
thick square plate, two piece construction, galvanized to ASTM A123 then
coated) that skirts the bolts, nuts and base plate. All screw holes shall be
pre-drilled and stainless steel fasteners shall be used.

Supports shall have 1, 2, or 3 welded cable hooks (‘J’ or ‘C” Hooks)
located on the inside of the pole and 90 degrees from the mast arm.

The arm shall have a removable end of arm cap attached by a minimum 3
stainless steel set screws. This will be the only attachment method
acceptable. The inside diameter of the end of arm cap shall be equal to
the end of arm outside diameter plus two times the arm taper.

The arm shall not have pre-drilled holes for the signal head cable entry.
The contractor shall field drill these holes.

See Exhibit AB for Standard Mast Arm Drawings.

Traffic Signal Specifications

A.

B.

Signals shall meet the requirements of ODOT C&MS 632 and 732.

The signal heads and visors for all new and replacement signals shall be
constructed of black polycarbonate plastic with visors that meet ITE
specifications.

Proper exterior colors shall be obtained by use of colored plastic material
rather than painting.

The entrance fitting shall be of the tri-stud design with serrated rings in
order to achieve positive locking.

All signal heads shall be rigidly mounted to any mast arm with the yellow
module located in front of the mast arm.

Aluminum backplates shall be in accordance with the C&MS and include
a fluorescent yellow reflective border.

When applicable, the light emitting diode (LED) modules shall meet the
requirements of C&MS 732.04-C. The Contractor shall provide the
Engineer, in writing, the LED manufacturer name, serial number, part
number, description of lamp, and date of manufacture for all LED units
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that are to be used in the signal head prior to installation, for acceptance
and warranty purposes.

Signal heads shall have a minimum wall thickness of 0.117 inches.

LED signal heads shall include cutaway type visors unless otherwise
specified in the plans.

Apply a bead of silicone to the signal head, washer, and entrance adapter
serrations to prevent water intrusion. Also, fill the space between
concentric serration rings on the top of the signal head to completely
exclude water from the space between concentric rings.

Arm Plate hole diameter shall be bolt diameter plus 1/8”. Pole plate
tapped hole shall have threads with 75% minimum, full profile height.
Threads may be retapped after galvanizing.

The arm attachment plate shall be welded using a full penetration weld.
The pole attachment to the base plate shall be welded using a full
penetration weld.

A minimum of 1 bolt thread shall remain above the anchor nut.

All unused couplings shall be provided with a removable galvanized cast
iron plug.

When free swinging vehicular signal heads are permitted, the wire
entrance part of the signal head may be oriented in any direction to keep
the cable drip loop from rubbing on the signal head. The signal head
shall hang level and plumb.

Pedestrian Signal Heads

A.

B.

Signals shall meet the requirements of ODOT C&MS 632 and 732.

The signal heads and visors for all new and replacement signals shall be
constructed of black polycarbonate plastic.

Proper exterior colors shall be obtained by use of colored plastic material
rather than painting.

The pedestrian signal head shall be of the LED countdown type.

Pedestrian signal heads shall be mounted on the top of the pedestrian
pedestal. All mounting hardware shall be coated black to match the
pedestal support.

The light emitting diode (LED) modules shall meet the requirements of
C&MS 732.04-C. The Contractor shall provide the Engineer, in writing,



8.5

8.6

8.7

the LED manufacturer name, serial number, part number, description of
lamp, and date of manufacturer for all led units that are to be used in the
signal head prior to installation, for acceptance and warranty purposes.

Flashing Beacons

A. All flashing beacons shall be installed in accordance with the most current
regulations of the OMUTCD, Federal Highway Administration, and Ohio
Department of Transportation.

Pedestrian Pushbuttons

A. Pedestrian Pushbuttons shall meet the Accessible Pedestrian Signals
and Director requirements set forth by the Ohio Manual of Uniform Traffic
Control Devices. Pushbuttons shall be the 2-wire Polara iNavigator. The
pushbutton shall be furnished with a yellow housing.

B. All new pedestrian pushbutton system shall provide audible cues for,
pushbutton locator tones, “Walk” and “Don’t Walk” indications. The
system shall also include custom voice messages for location and walk
messages, provide for a vibrating arrow capable of being placed on mute
and self-adjusting to ambient street noise.

C. The system shall be furnished with all equipment and cables needed to
operate and program the system, including but not limited to any
configuration devices, software and hand-held remotes. The
configuration equipment shall be left in the cabinet.

D. One aluminum sign shall be supplied with each pushbutton. The bottom
of the sign shall be mounted just above the top of the pushbutton, using
necessary mounting bracket with the Polara Navigator Pedestrian
System. Mount the center of the pushbutton 42" above the pedestrian
pathway surface.

E. The back of all signs, mounting hardware, and support assemblies
mounted on either signal supports or pedestal supports mounted on
either signal supports or pedestal supports shall be coated to match its
respective support. All coatings shall match the color of the signal
supports.

Pedestrian Signal Pedestal

A. All exterior surfaces shall be coated in accordance with the finish section
requirements of Item 632 Combination Signal Support, Type COC 4120.

B. All pedestals shall be a powder coated black color.

C. Minimum Height of a pedestal shall be 8 feet.



D.

All signal cables shall be run inside the pole, use of external conduit risers
for signal cabling, or any other use is prohibited.

8.8 Electrical, Wiring & Conduit Specifications

A.

All signal cables shall be run inside the pole, the use of external conduit
risers for signal cabling, or any other use is prohibited.

All metallic parts containing electrical conductors shall be permanently
joined to form an Effective Ground Fault Current Path back to the
grounded conductor in the power service disconnect switch.

1.

When an equipment grounding conductor shall be provided in a
metallic conduit, the conduit shall be bonded to the grounding
conductor.

When an equipment grounding conductor is required in a plastic
conduit, the installation shall include a separate equipment
grounding conductor.

If multiple conduit runs begin and end at the same points, only one
equipment grounding conductor is required.

Messenger Wire will be used at intersections as the conductive
path from corner to corner if conduit is not provided under the
roadway. When conduit connects the corners of an intersection,
an equipment grounding conductor shall be used in the conduit.

Conduits

1.

All metallic conduits shall have grounding bushings installed at all
termination points. The bushing material shall be compatible with
galvanized steel conduit and the grounding lug material shall be
compatible for use with copper wire. Threaded or compression
type bushings may be used.

All plastic conduits shall have the inside and outside diameters of
the conduit debarred at all termination points.

Both ends of metallic conduit shall be bonded to the equipment
grounding conductor.

Metallic conduit may be bonded to metallic boxes through the use
of conduit fittings UL approved for this type of connection, with the
box bonded to the equipment grounding conductor.



Conduits placed under roadway shall have a minimum overall
depth of 24 inches and/or a minimum depth of 12 inches under the
final pavement subgrade whichever is deeper.

Conduit shall be either installed by open trench or jack or drilled.
Installation method will be determined by the City based upon
considerations of existing conditions such as existing utilities and
existing surface.

D. Wire for Grounding and Bonding

1.

Use insulated, copper wire for the equipment grounding
conductor. Bonding jumpers in boxes and enclosures may be
bare or insulated copper wire. Wire sizes shall be as follows:

a. Use 4 AWG between the power service and supports,
poles, pedestals, controller or flasher cabinets.

b. Use a minimum 8 AWG between loop detector pull boxes
and the first conduit that requires a larger size as specified
above.

C. The insulation shall be green or green with yellow stripe(s).

For 4 AWG or larger, insulation may also be black with
green tape/labels installed at all access points.

In a highway lighting system, the equipment grounding conductor
shall be the same wire size as the duct cable or distribution cable
circuit conductors, with the minimum conductor size of 4 AWG.
Bonding jumpers will be minimum size 4 AWG.

E. Ground Rod

1.

A 3/4 inch Schedule 40 PVC conduit will be used in foundations
and concrete walls for the grounding conductor (ground wire)
raceway to the ground rod. Should metallic conduit be used, both
ends of the conduit shall be bonded to the grounding conductor.

The typical grounding conductor (ground wire) shall be 4 AWG
insulated, copper.

F. The green conductor in signal cables (conductor #4) shall not be used to
supply power to a signal indication. It will be connected to the signal body
as an equipment ground in aluminum heads and it will be unused in
plastic heads. Unused conductors shall be grounded in the cabinet.
Typical use of conductors is as follows:



Ped. Signal
#1 Walk

AC Neutral
#1 DW/FDW
Equip.Ground
#2 DW/FDW
#2 Walk

Not Used

Cond. No. Color Vehicle Signal
1 Black Green Ball
2 White AC Neutral
3 Red Red Ball
4 Green Equip. Ground
5 Orange Yellow Ball
6 Blue Green Arrow
7 White/Black Stripe Yellow Arrow
G. Power Service and Disconnect Switch
1. At the power service location, the grounding conductor (ground
wire) from the disconnect switch neutral (AC-) bar to the ground
rod shall be a continuous, unspliced conductor. If spliced, it shall
be an exothermic weld butt splice.
2. The service neutral (AC-) shall only be connected to ground at the
primary power service disconnect switch.
a. NEMA Controller Cabinets: If a power service disconnect
switch is located before the controller cabinet, the neutral
(AC-) and the grounding bars in the controller cabinet shall
not be connected together as shown in NEMA TS-2
b. If secondary disconnect switches are connected after the
primary disconnect switch, the neutral (AC-) shall only be
grounded at the primary switch. Equipment grounding
conductors shall be brought to the primary switch, but shall
be grounded at both secondary and primary switches.
3.

H. UPS & Controller Cabinet & Unit

1.

Power cable shall be provided as per ODOT 632.23 between the
control cabinet and the tap-in location.

Provide an Arc Flash Hazard Warning sign on the outside front
door of the enclosure in accordance with the current National
Electrical Code paragraph 110.16.

Provide an available fault current sign on the outside of the front
door of the power service disconnect switch at the controller
cabinet in accordance with the National Electrical Code paragraph

110.24.

The controller unit shall be an EPAC M 60 or newer as
manufactured by Siemens Corporation with ground mounted 8
phase cabinet or approved equivalent.



The controller unit shall provide telemetry features for inclusion in
the City’s existing interconnect system (Tactics).

The cabinet shall be size “P-UPS” with an integral battery back-up
compartment with a separate door. The controller and battery
back-up cabinet shall appear as one cabinet from the outside with
two internal compartments accessed by separate doors (P-UPS).
The ground mounted control cabinet shall be configured for eight
phase operation. Cabinets shall be properly insulated to prevent
solid state equipment from overheating. Operating temperatures
shall conform to that specified in ODOT 733.03. In addition to the
requirements of ODOT Item 633, the controller and cabinet shall
provide the following features:

a. Extended monitoring

b. Manual control and pushbutton

C. Automatic/Manual transfer switch

d. Coordinated/Free Switch

e. Detector Test Switches

f. Interconnect Isolation Panel and De-Connector
g. Slide out laptop Shelf/Drawer

h. 8 port SDLC panel
i. Power harness for Type 1 and Type 2 controllers

. Surge Suppressor in modular package utilizing a 12 pin
BEAU connector with LED failure indicators.

k. Cabinet shall include wiring from uninterruptible power
supply to signal cabinet to provide alarms for on battery,
two hour timer, low battery and off battery in signal cabinet.

l. Auxiliary power shall charge batteries

m. The police panel on the outside of the cabinet door shall
have a flash switch, a switch for automatic/manual
operations, signal on/off switch and a manual pushbutton
with a minimum cord length of 10 feet.

n. Interior under shelf LED cabinet lighting, including a
minimum of 2 panels of 6 high (intensity LEDS) each and a
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door activated switch. The LED panels shall be mounted
in locations to maximize the light on the cabinet equipment.

0. A gooseneck/adjustable light fixture with an LED lamp.
p. A minimum of 2 GFCI protected duplex receptacles.

g. A minimum of 4 non-GFCI protected duplex receptacles.
r. Controller Cabinet labeling to identify the wiring and

function, detector lead-in cable, phase number service,
direction, movement type, and loop plan number. Signal
head field wiring phase number, direction, movement type,
and color (red, yellow, green, yellow arrow, green arrow) or
pedestrian movement.

S. The applicable Datakey shall be provided for future
connectivity with the City’s radio interconnect system.

In addition to the requirements of CMS 633 and 733, the UPS
cabinet shall include a generator power panel with a heavy duty
power relay versus the line voltage generator switch. The
generator inlet shall be a recessed panel with a door that is flush
with the external side of the UPS cabinet. It shall include a
recessed plug, manual transfer switch and a door that securely
closes over the power cord.

The Uninterruptable Power Supply (UPS) shall be manufactured
by The Alpha Group. Additionally, an Alphaguard, network
compatible, battery charging management system shall be
furnished and installed.

The UPS output notifications for on battery, battery 2 hour timer,
off battery and low battery shall be wired into the traffic signal
cabinet back panel to provide special status alarms for each
output into the signal controller. This item shall include a red LED
status indicator lamp to allow maintenance personnel and law
enforcement to quickly assess whether a traffic signal cabinet, is
being powered by a UPS. The LED housing shall be NEMA 4X,
IP65 or IP66, rated for outdoor use and be tamper/shatter
resistant. It shall be a domed enclosure containing a red lens with
LED that is visible from 100 foot minimum. The enclosure and
LED module should be placed and centered on the top surface of
the UPS cabinet and sealed from water intrusion. It should be
wired using minimum 20GA stranded, insulated hookup wire to the
status relay outputs of the UPS. The wires shall be terminated by
lugs at the display end and permanently labeled “BACKUP

11



10.

11.

12.

13.

14.

POWER STATUS DISPLAY” with wire polarity indicated. The red
LED shall only illuminate to indicate the cabinet is operating under
UPS backup power (the “backup” operating condition). This item
includes programming the UPS status relay outputs to produce
the lamp status displays. These status displays will be solid 100%
duty cycle (not flashing) displays. The operating voltage of the
LED lamp shall be 120V AC unless otherwise indicated.

The Generator Inlet shall be 30 amp, 125/250V, locking, 4 wire
grounding and meet the NEMA configuration number L14-30-P
30A 125/250 V specification. The inlet shall be a Hubbell catalog
#2715 or equivalent as approved by the City Engineer.

The Line Voltage Generator Switch shall be 30 amp, 125/250V
AC, 2 pole, 3 position (On, Off, On). The switch shall be a Hubbell
catalog #1388 or equivalent as approved by the City Engineer.

The Line Voltage Indicator Light shall be 125V AC light emitting
diode with a red lens.

The Line Voltage Circuit Breaker shall be a single pole single
throw and a minimum of 30 amps. The amperage shall be
increased to accommodate greater loads, if necessary. The
gauge of the power cable shall be of the proper size per N.E.C.

External Line Voltage Indicator Light shall be a 1" waterproof
NEMA 4X or IP66 LED lamp with a green lens.

Generator Power Panel Enclosure shall be constructed of 1/8”
thick aluminum. The lock shall be the standard police door type,
keyed with the standard flasher door skeleton key. The door shall
be sealed with a foam rubber gasket to prevent moisture from
entering the enclosure. The enclosure shall be mounted onto the
outside of the controller cabinet with non-accessible bolts and
sealed with a high quality silicon caulk at all surfaces touching the
cabinet. The hinge shall be of stainless steel or equivalent
corrosive-resistant material. Keyhole shall be covered with a
movable circular aluminum or brass cover with top pivot pin.

Traffic Control Loops

1.

When metallic conduits are used to carry loop wires from in the
pavement to the pull box, the splice location will only be bonded at
the pull box end, and will not contain an equipment grounding
conduit.
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8.9

J.

K.

Interconnect Cable

1. If an equipment grounding conductor is needed in the conduit
between signalized intersections for underground interconnect
cable, the grounding system for each signalized intersection will
be separated about midway between intersections.

Pull Boxes

1. Pull Boxes shall conform to ODOT Item 625 and Standard
Construction Drawing HL-30.11.

2. All Pull Boxes shall be labeled “Traffic”.

3. Pull Box size will be determined by the City Engineer/City
Electrician.

Video Detection Systems

A.

B.

Video Detection systems shall be manufactured by lIteris, Inc.

Video Detection system shall monitor vehicles on a roadway via
processing of video images detection and provide standard detector
outputs to the traffic signal controller. Each system shall outfit one entire
intersection and shall include one RZ-4 Advanced WDR image sensor
(camera) for each intersection approach, communications hubs (as
needed), and all necessary mating cables.

Wiring, couplers, modification of the cabinet facilities, and all other
devices, whether or not specifically itemized on the plan sheets, shall be
provided and installed as required to render the video system completely
operational in compliance with the Ohio Department of Transportation
Standards, Supplemental Specifications 816 and 907 and the
Manufacturer’'s recommendations. All major components of the video
vehicle detection system shall be supplied by the same manufacturer as a
complete system, ready to operate.

All video devices except the image sensors shall be housed in the
controller cabinet. All devices shall be mounted so all cable connections
are accessible and all device doors can be fully opened for servicing.
The video vehicle detection system shall be capable of being controlled
via a remote supervisor computer, either on-line or off-line. The user
shall be able to create, edit, store and delete detection zones from either
the supervisor computer or at the remote intersection location.

The detection sensor shall be housed in an environmental enclosure that
is waterproof and dust tight to NEMA-4 specifications.
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The enclosure shall be heated to prevent the accumulation of ice and
condensation on the lens. All exposed exterior surfaces of the video
sensors, mounting hardware, and related items shall be painted to match
the signal supports.

8.10 Pole Foundation Requirements

A.

Traffic Signal Pole Foundation

1.

Use preformed joint filler as per ODOT 705.03 between
foundations and adjacent paved areas.

A special foundation design will be required when cohesive soil
with undrained shear strength of less than 2000 Ib/sq. ft. or
granular soil with an angle of internal friction less than 30 degrees
and a wet density less than 120 Ib/cu. ft. is encountered.

Provide all anchor bolts with standard steel hex nuts, leveling
nuts, and plain washers. The nuts shall be capable of developing
the full strength of the anchor bolts.

At locations where existing slope is 6:1 or greater, the buried
depth of the foundation shall apply to the low side of the slope.
Set the top of the foundation 2” above the existing surface on the
high side of the slope. The additional depth of foundation
necessary to meet these requirements shall be added to the
formed top.

The size, number (minimum 2), type, and orientation of the
conduit ells shall be as shown in the detailed drawing, except that
3/4” Schedule 40 PVC conduit shall be installed in each
foundation. Any unused conduit ells shall be capped.

Tie spacing, starting from the top of the drilled shaft, shall be 3”
between the first two ties and 12” spacing thereafter.

The anchor base pole foundation sides shall be oriented parallel
to the sidewalk or back of curb or edge of pavement.

The top of the foundation shall be set as follows:
a. Foundation Located Entirely in Walk or Concrete Area

- Top of Foundation shall be flush with Walk or
Concrete.

b. Foundation Located Behind Curb Associated with Curb
Ramp
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10.

11.

12.

13.

14.

15.

- Top of Foundation shall be flush with top of curb at
back of ramp for a parallel ramp.

C. Foundation Located Adjacent to Walk or Concrete Area

- Top of Foundation shall be flush with Walk or
Concrete Area.

d. Foundation Located Adjacent to Walk or Concrete with
Steep Grade Change (Rises Steeply Behind Walk)

- The back side of the foundation shall match the
ground slope and the street side of the foundation
shall be above the sidewalk or concrete area and
completely out of the sidewalk or concrete area.

The pole foundation shall be edged using a 2" sidewalk edger
and not chamfered.

Anchor Bolt length shall be increased when foundation is installed
in a brick sidewalk.

All reinforcing steel shall be epoxy coated and comply with and be
placed in accordance with ODOT CM&S 509. Rebar cage shall
extend to within 3 ¥2” +/- %" of top and bottom of foundation.

If shallow bedrock is encountered, the foundation length may be
decreased by embedding the shaft a minimum of 5 feet into the
bedrock. Field cut the vertical rebar to fit the shortened foundation.

If excavating within 8 feet of, but greater than 5 feet from the edge
of an existing signal support or strain pole foundation, provide
temporary support of the pole (down guy, head guy, base guy,
mechanical/crane support, etc.) during excavation and
construction activities.

If a utility is within 5 feet of the foundation increase the foundation
length per Exhibit AC.

See Exhibit AC for Signal Pole Foundation - Standard Drawing.
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Section 9 — Planning
9.1 Zoning

A. Zoning District Map

1. Contact the City of Tiffin Zoning Department to obtain the most
current version of the City of Tiffin — Zoning District Map.
B. Zoning Code Regulations
1. Refer to Part 11 of the City of Tiffin Codified Ordinances.

9.2 Architectural Board of Review District

A. Architectural Board of Review District Boundaries
1. See attached Exhibit AD.
B. Architectural Board of Review District Guidelines
1. Refer to the most current version of the City of Tiffin’s “Downtown

Design Review District Guidelines.”
9.3 Subdivision & Planning Regulations
A. Refer to Part 11 of the City of Tiffin Codified Ordinances.
9.4 Flood Plain Regulations

A. Refer to Chapter 1191 of the City of Tiffin Codified Ordinances.
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Exhibit D

GENERAL NOTES:

- No 80° bends penmitted.

System.

repair or replacement of all or any part of the service line.

PERMIT & INSPECTION REQUIREMENTS

- Sewer Tap Permit must be obtained at City of Tiffin Engineer's Office prior to beginning work.
- Any tap outside the City of Tiffin Corporation Limits will require a Sewer Service Agreement
and a copy of the owner's deed will need to be provided to the City Engineer.
- All connections must be made by a contractor licensed with the City of Tiffin Engineer's Office.
- All sewer work must be inspected by the City of Tiffin Engineer's Office before backfilling, call
419-448-5425 at least 24 hours in advance to schedule an approximate inspection time.

- Sanitary Sewer lateral shall not be directly connected inside a Sanitary Sewer Manhole, unless prior approval is obtained from the City Engineer.
- All service lines should incorporate a cleanout with a removable stopper at all bends of an angle greater than 45 degrees and for every 300 of installed pipe.

- All exterior water from foundations, footer drains, yard drains, driveway drains, downspouts, etc. are prohibited from connecting to the Sanitary Sewer

- During construction, repair, replacement, relocation, or addition to a service connection, the licensed contractor shall

be responsible to prevent storm water, mud, stone, etc. from entering the sanitary sewer system.

- If the instaliation of a service connection will require excavation within any public right-of-way, it is the responsibility of the
owner/contractor to obtain all necessary pemits from the appropriate agency having jurisdiction of said right-of-way.

- Any lane or temporary road closures as a result of sewer work within the City of Tiffin must be coordinated with the City Public Works Dept.
- The owner of the property served by a connection to the public sewer shall be responsible for he maintenance,

- The owner or agent of any lot, land or structure located within the corporation limits and within 600 feet from a sanitary sewer
adjacent to the property is required to instail a sewer connection from his building to the sanitary sewer line.

- Each individual lot shall have its own house connection to the end that the drainage and plumbing system of a building

shall be entirely separate and independent of that of any other building of another lot.
- Call the Ohio Utility Protection Service (OUPS) atleast 48 hours but not more than 10 working days,
excluding weekends and legal holidays, before digging at 8-1-1 or 1-800-362-2764.
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Air Test Holding Time Table

Pipe Diameter (in) Minutes
4 2
6 3
8 4
10 5
12 5.5
15 7.5
18 8.5
21 10

24

11.5

Exhibit E



Exhibit E

TIMING FORMULA FOR 1 PSIG DROP

FORMULA FOR CALCULATING THE MINUTES NEEDED FOR THE GAUGE READING TO
DROP FROM 3.5 TO 2.5 PSIG WITH PIPE OF D' DIAMETER AND L' LENGTH.

Free Air Figure A F"?E&" Figure B
P \ 3.5PSIG=P_=(3.5+147)=182 ( Py o 2.5PSIG=P,=(2.5+14.7)=17.2
/ | *\\ /// 2 V-// N /// 3
N \ ‘ \J2 \ Q L
y 9 / L
V3 D" ) V3 Du
. ' ! , I
! L > - L L —!

Py = Free Air at 14.7 psi atmospheric pressure
Py = 3.5 psig pressure in the pipe = 18.2 psia (3.5+14.7)
Pq = 2.5 psig pressure in the pipe = 17.2 psia (2.5%14.7)

V1 = Volume of free air needed to compress to 3.5 psig -- See Figure A
P1V1= P2V3 (basic equation)
= P2V3/Pl
Vo = Volume of free air needed to compress to 2.5 psig -~ See Figure B
P1Vy= P3Vjy

V3 = Volume of Pipe consisting of L' length and D" diameter.

2
= 3.14 x ( D é) x L
2 x1

= ,00545 D2L

Q = Rate of loss permitted

= ,003 cubic feet per minute per sq. ft. of pipe surface

Qg = Total cubic feet of air per minute permitted to leak through
‘ the surface of a pipe that is L' in length and D" in diameter
= Q x Surface Area of Pipe
= ,003 x 3.14 x L x D/12

= 000785 LD
Minutes = The portion of free air originally pumped into the pipe of
L' length and D" diameter at 3.5 psig which leaked out so

that now the gauge reads 2.5 pSlg This cubic feet of air
is-divided by Qg , .

(22!3_ _ (_:u_ o
= V1-v2 P1 P1 = V3 (Po-P3)
QS QS o - - P]_QS

_ (.00545 D’L) x (18.2 - 17.2)
(14.7) x (.000785 D)

Minutes = .472 D]

(EXAMPLE: If a pipe is 8" in diameter. the ‘timing is

472 x 8" =_.3.8 minutes



SEWERLINE

PROJECT :

AIR  TEST

BY:

DATE:

OFFICIAL PRESENT:

MH # TO MH #

LENGTH OF LINE:

TYPE OF PIPE:

TIME STARTED:

TIME FINISHED:

SIZE OF PIPE:

MH # TO MH #

LENGTH OF LINE:

TYPE OF PIPE:

TIME STARTED:

TIME FINISHED:.

SIZE OF PIPE:

MH # TO MH #

-LENGTH OF LINE:

TYPE OF PIPE:

TIME STARTED:

TIME FINISHED:

SIZE OF PIPE:

t

LENGTH OF LINE:

TYPE OF PIPE:

" TIME STARTED:.

f

TIME FINISHED:

SIZE OF PIPE:
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Concrete Manhole Vacuum Test Info Card*
*Based on ASTM C 1244-93; but newest version is C 1244-11

Diameter (in)

30| 33| 36 42| 48| 54| 60| 66| 72
Depth (ft) Time (sec)

8 11 12 14 17 20 23 26 29 33
10 14 15 18 21 25 29 33 36 41
12 17 18 21 25 30 35 39 43 49
14 20 21 25 30 35 41 46 51 57
16 22 24 29 34 40 46 52 58 67
18 25 27 32 38 45 52 59 65 73
20 28 30 35 42 50 53 65 72 81
22 31 33 39 46 55 64 72 79 89
24 33 36 42 51 59 64 78 87 97
26 36 39 46 55 64 75 85 94 105
28 39 42 49 59 69 81 91 101 113
30 42 45 53 65 74 87 98 108 121

1)Plug all pipe entrances to the manhole
2) Place vacuum cover on top of casting

NOTE: Vacuum test must include the casting ring for the manhole lid. Concrete manhole
manufacturers sometimes offer free testing, but they typically only test their concrete manhole
which will not meet the standard for testing
3).Draw a vacuum of 10 in Hg and start timing
o NOTE: Do not attempt to create an unreasonably high vacuum (e.g. >15 in Hg) as doing so
may cause damage to the structure, pipes, fittings, etc.

4) Vacuum must remain higher than 9 in Hg for the time listed in the above chart for the given conditions

5) Vacuum loss of more than 1 in Hg consititutes a failure
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PRELIMINARY

Submittal Number
NPR18-1584B

Design Features
-Materials
Gray Iron (CL35B)
-Design Load
Heavy Duty
-Open Area
nla
-Coating
Dipped
-/ Designates Machined Surface

Certification®
-ASTM A48

-Country of Origin: USA

Drawing Revision
04/20/2018 Designer: MAH
4/24/2018 Revised By: MAH

Disclaimer
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and drawings provided for your wcam:om. We

reserve the right to modify specifications without
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CONFIDENTIAL: This drawing is the property
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and/or know how that is the property of EJ GROUP, Inc.
Copyright © 2014 EJ GROUP, Inc.

All rights reserved.
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Exhibit K

Tiffin, OH Code of Ordinances

TITLE ONE - Subdivision Regulations
Chap. 1121.  Title, Scope and Jurisdiction.
Chap. 1123.  Definitions.
Chap. 1125.  Procedure for Subdivision Approval.
Chap. 1127.  Subdivision Design Standards.
Chap. 1129.  Revisions, Enforcement and Fees.

CHAPTER 1121
Title, Scope and Jurisdiction

1121.01 Title.

1121.02 Administration.
1121.03 Jurisdiction.

1121.04 Relation to other laws.
1121.05 Amendments.
1121.06 Separability.

CROSS REFERENCES
Zoning Board of Appeals - see CHTR. Sec. 7.03; P. & Z. Ch. 1147
Definitions - see P. & Z. Ch. 1123, 1143
Procedure for subdivision approval - see P. & Z. Ch. 1125
Revisions, enforcement and fees - see P. & Z. Ch. 1129
Zoning District Map - see P. & Z. 1161.02

1121.01 TITLE.

Chapters 1121 through 1129 of these Codified Ordinances shall be known and may be cited and referred
to as the "Subdivision Regulations of the City of Tiffin, Ohio," and shall hereinafter be referred to as "these
regulations.”

(Ord. 77-55. Passed 9-6-77.)
1121.02 ADMINISTRATION.

These regulations shall be administered by the Planning Commission, except as otherwise specified.

(Ord. 77-55. Passed 9-6-77.)
1121.03 JURISDICTION.

These regulations shall be applicable to all subdivisions of land within the City and the territory within
three miles of the corporate limits thereof.
(Ord. 77-55. Passed 9-6-77.)

1121.04 RELATION TO OTHER LAWS.

The provisions of these regulations shall supplement any and all laws of the State of Ohio, ordinances of
the City or any and all rules and regulations promulgated by authority of such law or ordinance relating to
the purpose and scope of these regulations. Whenever the requirements of these regulations are at variance
with the requirements of any other lawfully adopted rules, regulations, ordinances or resolutions, the most
restrictive or that imposing the higher standards shall govern.

(Ord. 77-55. Passed 9-6-77.)
1121.05 AMENDMENTS.

These regulations may be amended, after public hearmgs and other requirements as specified in the

appropriate sections of the Ohio Revised Code.
(Ord. 77-55. Passed 9-6-77.)
1121.06 SEPARABILITY. '

If, for any reason, any clause, sentence, paragraph, section or other part of these regulations should be
decided by a court of competent jurisdiction to be invalid, such judgment shall not affect the validity of
these regulations as a whole, or any part thereof, other than the part so held to be invalid.

(Ord. 77-55. Passed 9-6-77.)
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CHAPTER 1123
Definitions
1123.01 Comprehensive Development Plan.
1123.02 Easement.
1123.03 Engineer.
1123.04 Escrow agreement.
1123.05 Flooding.
1123.06 Improvements.
1123.07 Lot.
1123.08 Major Thoroughfare Plan.
1123.09 Open space.
1123.10 Performance bond.
1123.11 Plat.
1123.12 Public walkway.
1123.13 Right of way.
1123.14 Street, thoroughfare or road.
1123.15 Subdivider.
1123.16 Subdivision.
1123.17 Variance.

CROSS REFERENCES
Zoning Board of Appeals - see CHTR. Sec. 7.03; P. & Z. Ch. 1147
Zoning definitions - see P. & Z. Ch. 1143

1123.01 COMPREHENSIVE DEVELOPMENT PLAN.

"Comprehensive Development Plan" means a plan, or any portion thereof, adopted by the Planning
Commission and/or the legislative authority of the City showing the general location and extent of present
and proposed physical facilities including housing, industrial and commercial uses, major streets, parks,
schools and other community facilities. This plan establishes the goals, objectives and policies of the
community.

(Ord. 77-55. Passed 9-6-77.)
1123.02 EASEMENT.

"Easement" means authorization by a property owner for the use by another, and for a specified purpose,
of any designated part of his property.
(Ord. 77-55. Passed 9-6-77.)
1123.03 ENGINEER.

Unless otherwise specified, "Engineer” means the City Engineer when the property involved is within the
corporate limits of the City, and the County Engineer if the property involved is outside, but within three
miles of the corporate limits of the City.

(Ord. 77-55. Passed 9-6-77.)
1123.04 ESCROW AGREEMENT.

"Escrow agreement" means an agreement between the City and the developer guaranteeing completion of
required subdivision improvements and providing for sufficient funds to be held in escrow by a third party
as security for performance of the terms of the agreement.

(Ord. 77-55. Passed 9-6-77.)
1123.05 FLOODING.

"Flooding" means a general and temporary condition of partial or complete inundation of normally dry
areas due to the overflow of streams, rivers or other inland waters.
(Ord. 77-55. Passed 9-6-77.)

1123.06 IMPROVEMENTS.

"Improvements" means street pavement or resurfacing, curbs, gutters, sidewalks, sewer lines, storm
drains, flood control and drainage facilities and other related matters normally associated with the
development of raw land into building sites.

(Ord. 77-55. Passed 9-6-77.)

library2.amlegal.com/alpscripts/get-content.aspx
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1123.07 LOT.

"Lot" means a parcel of land sufficient to meet zoning requirements for use, coverage and area and to
provide such yards and other open spaces as are herein required.
(Ord. 77-55. Passed 9-6-77.)

1123.08 MAJOR THOROUGHFARE PLAN.

"Major Thoroughfare Plan" means the comprehensive plan adopted by the Planning Commission
indicating the general location recommended for arterial, collector and local thoroughfares within the
corporate limits of the City and/or unincorporated areas within three miles thereof.

(Ord. 77-55. Passed 9-6-77.)
1123.09 OPEN SPACE.

"Open space” means an area open to the sky which may be on the same lot with a building. The area may
include, along with the natural environment features, swimming pools, tennis courts and any other
recreational facilities that the Planning Commission deems permissive. Streets, structures for habitation
and the like shall not be included.

(Ord. 77-55. Passed 9-6-77.)
1123.10 PERFORMANCE BOND.

"Performance bond" means an agreement by a subdivider or developer with the City administration for
the amount of the estimated construction cost guaranteeing the completion of physical improvements
according to plans and specifications within the time prescribed by the subdivider's agreement.

(Ord. 77-55. Passed 9-6-77.)
1123.11 PLAT.

"Plat" means the map, drawing, or chart on which the developer's plan of subdivision is presented to the
Planning Commission.

(Ord. 77-55. Passed 9-6-77.)
1123.12 PUBLIC WALKWAY.

"Public walkway" means a right of way dedicated for the purpose of a pedestrian access through
residential areas, and located so as to connect to two or more streets, or a street and a public land parcel.
(Ord. 77-55. Passed 9-6-77.)

1123.13 RIGHT OF WAY.

"Right of way" means a strip of land dedicated for use as a public way. In addition to the roadway, it
normally incorporates the curbs, lawn strips, sidewalks, lighting and drainage facilities, and may include
special features required by the topography or treatment such as grade separation, landscaped areas,
viaducts and bridges.

(Ord. 77-55. Passed 9-6-77.)
1123.14 STREET, THOROUGHFARE OR ROAD.

"Street", "thoroughfare” or "road" means the improved area of land whether or not dedicated to public
use, used for vehicular traffic flow and designated as follows:

(a) Alley. A public way affording a secondary means of access to abutting property and not intended for
general traffic circulation.

(b) Arterial Street. A general term denoting a highway primarily for through traffic, carrying heavy
loads and large volumes of traffic, usually on a continuous route.

(c) Collector Street. A thoroughfare, whether within a residential, industrial, commercial or other type
of development, which primarily carries traffic from local streets to arterial streets, including the principal
entrance and circulation routes within residential subdivisions.

(d) Cul-de-Sac. A local street of relatively short length with one end open to traffic and the other end
terminating in a vehicular turn-around.

(e) Dead-end Street. A street temporarily having only one outlet for vehicular traffic and intended to be
extended or continued in the future.

(f) Local Street. A street primarily for providing access to residential, commercial or other abutting
property.

(Ord. 77-55. Passed 9-6-77.)

1123.15 SUBDIVIDER.
"Subdivider" means any individual, firm, association, syndicate, partnership, corporation, trust or any
other legal entity commencing proceedings under these regulations to effect a subdivision of land hereunder
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for himself or for another.
(Ord. 77-55. Passed 9-6-77.)
1123.16 SUBDIVISION.

"Subdivision" means:

(@) The division of any parcel of land shown as a unit or as continuous units on the last preceding tax
roll, into two or more parcels, sites or lots any one of which is less than five acres for the purpose, whether
immediate or future, of transfer of ownership provided, however, that the division or partition of land into
parcels of more than five acres not involving any new streets or easements of access, and the sale or
exchange of parcels between adjoining lot owners, where such sale or exchange does not create additional
building sites, shall be exempted; or

(b) The improvement of one or more parcels of land for residential, commercial or industrial structures
or groups of structures involving the division or allocation of land for the opening, widening or extension of
any street or streets except private streets serving industrial structures; the division or allocation of land as
open spaces for common use by owners, occupants or lease holders, or as easements for the extension and
maintenance of public sewer, water, storm drainage or other public facilities.

(Ord. 77-55. Passed 9-6-77.)

1123.17 VARIANCE.

"Variance" means a modification of the strict terms of these regulations where such modification will not
be contrary to the public interest and where owing to conditions peculiar to the property and not the result
of the action of the applicant since the effective date of this chapter, a literal enforcement of the regulations
would result in unnecessary and undue hardship.

(Ord. 77-55. Passed 9-6-77.)

CHAPTER 1125
Procedure for Subdivision Approval
1125.01 Plat required.
1125.02 General requirements.
1125.03 Submission to State Transportation Director.
1125.04 Preliminary plat required; copies.
1125.05 Preliminary plat contents.
1125.06 Approval of preliminary plat.
1125.07 Approval period for preliminary plat.
1125.08 Final plat required.
1125.09 Final plat contents.
1125.10 Approval of final plat.
1125.11 Minor subdivisions (lot splits).
1125.12 Variances.

CROSS REFERENCES
Zoning Board of Appeals - see CHTR. Sec. 7.03; P. & Z. Ch. 1147
Definitions - see P. & Z. Ch. 1123, 1143
Subdivision design standards - see P. & Z. Ch. 1127
Revisions, enforcement and fees - see P. & Z. Ch. 1129

1125.01 PLAT REQUIRED.

It shall be unlawful for any owner, agent or person having control of any land within the City or within
the unincorporated area lying within three miles of the corporate limits of the City, to subdivide or lay out
such land in lots unless by a plat in accordance with the regulation contained herein. No plat shall be
recorded and no lot shall be sold from such plat unless and until approved as herein required. (Ord. 77-55.
Passed 9-6-77.)

1125.02 GENERAL REQUIREMENTS.

The design and layout of all subdivisions shall conform with the requirements of these regulations. The
subdivider shall make improvements and shall submit preliminary and final plats, all in accordance with
these regulations and the Public Works Improvements Design Manual for the City.
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Before the preliminary plat is prepared, the subdivider shall consult with the City Engineer to become
thoroughly familiar with all the subdivision requirements as well as the Zoning Ordinance and the
Comprehensive Plan.

(a) Within the City the subdivider shall consult with the:

(1) City Engineer.
(2) Chief of the Fire Department or his designated deputy.
(3) Gas, electric, water and telephone companies.
(b) Within the three-mile limit of the City the subdivider shall consult with the:
(1) City Engineer.
(2) County Engineer.
(3) Township Trustees.
(4) Seneca County General Health District.
(5) Gas, electric, water and telephone companies.
(6) Seneca Soil and Water Conservation District.
(7) Board of County Commissioners.
(8) Chief of the Fire Department or his designated deputy.
(Ord. 77-55. Passed 9-6-77.; 80-26. Passed 6-16-80.)
1125.03 SUBMISSION TO STATE TRANSPORTATION DIRECTOR.

Before any plat is approved affecting any land within three hundred feet of the center line of a proposed
new highway or a highway for which changes are proposed as described in the certification to local
officials by the State Transportation Director of any land within a radius of five hundred feet from the point
of intersection of such center line with any public road or highway, the Commission shall give notice by
registered or certified mail to the Transportation Director. The Commission shall not approve the plat for
one hundred twenty days from the date the notice is received by the Transportation Director. If the
Transportation Director notifies the Commission that he shall proceed to acquire the land needed, then the
Commission shall refuse to approve the plat. If the Transportation Director notifies the Commission that
acquisition at this time is not in the public interest or upon the expiration of the one hundred twenty day
period or any extension thereof agreed upon by the Transportation Director and the property owner, the
Commission shall, if the plat is in conformance with all provisions of these regulations, approve the plat.
(Ord. 77-55. Passed 9-6-77.)

1125.04 PRELIMINARY PLAT REQUIRED; COPIES.

The subdivider shall prepare eleven copies of a preliminary plat and one vicinity map of the proposed
subdivision which shall be submitted to the Planning Commission at any regular meeting.

(a) Within the City, the Secretary of the Commission shall forward copies to the:

(1) City Engineer.
(2) Qas, electric, water and telephone companies.
(3) Chief of the Fire Department or his designated deputy.

(b) Within the three-mile limit of the City, the Secretary shall forward copies to the:

(1) City Engineer.

(2) County Engineer.

(3) Board of County Commissioners.

(4) Township Trustees.

(5) Seneca County General Health District.

(6) Gas, electric, water and telephone companies.

(7) Seneca Soil and Water Conservation District.

(8) Chief of the Fire Department or his designated deputy.

The Secretary shall request that comments regarding the plat shall be forwarded within 30 days to the
Planning Commission. (Ord. 95-18. Passed 5-1-95.)
1125.05 PRELIMINARY PLAT CONTENTS.

The preliminary plat shall be drawn at scale not less than 100 feet to the inch on one or more sheets
twenty-four by thirty-six inches in size, and shall contain the following information:

(a) The proposed name of the subdivision;

(b) The location by section, range and township or other surveys;
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(c) The Names, addresses and telephone numbers of the subdivider and professional engineer and/or
registered surveyor who prepared the plat;

(d) The date;

(e) The north point, boundaries of the subdivision and its acreage and scale of plat;

(f) The names of adjacent subdivisions, owners of adjoining parcels of unsubdivided land and the
location of their boundary lines;

(g) The locations, widths and names of existing streets, railroad rights of way, easements, parks,
permanent buildings and corporation and township lines; location of wooded areas and other significant
topographic and natural features within and adjacent to the plat for a minimum distance of 200 feet;

(h) The zoning classification of the tract and adjoining properties and a description of proposed zoning
changes, if any;

(i) The existing contours at an interval of not greater than two feet if the slope of the ground is fifteen
percent (15%) or less and not greater than five feet where the slope is more than fifteen percent (15%);

(3) The existing sewers, water lines, culverts and other underground structures, and power transmission
poles and lines, within and adjacent to the tract;

(k) The existing and proposed drainage system, including natural and man-made water courses,
underground tile lines, existing Federal Emergency Management Agency (F.E.M.A.) designated flood plain
areas and existing wetlands, within and adjacent to the tract.

() The location, names and widths of proposed streets and easements;

(m) The location of all proposed water and sewer lines, showing their connection with the existing
system, and the existing soil conditions of each lot.

(n) The approximate size of each lot;

(o) A vicinity map at a scale of not less than 2,000 feet to the inch shall be shown on, or accompany, the
preliminary plat. This map shall show all existing subdivisions, roads and tract lines and the nearest
existing thoroughfares. It shall also show the most advantageous connections between the roads in the
proposed subdivision and those of the neighboring areas; and

(p) The location of existing and proposed sidewalks and public walkways.

(Ord. 77-55. Passed 9-6-77; Ord. 80-26. Passed 6-16-80; Ord. 96-5. Passed 2- 20-96.)
1125.06 APPROVAL OF PRELIMINARY PLAT.

(a) The Planning Commission shall determine whether the preliminary plat shall be approved, approved
with modifications or disapproved. If a plat is disapproved, the reasons for such disapproval shall be stated
in writing.

(b) When a preliminary plat has been approved by the Planning Commission the chairman shall sign all
copies and return one to the subdivider for compliance with final approval requirements, and one to the
Engineer.

(Ord. 77-55. Passed 9-6-77.)
1125.07 APPROVAL PERIOD FOR PRELIMINARY PLAT.

The approval of the preliminary plat shall be effective for a maximum period of twelve months and shall
guarantee that the terms under which the approval was granted will not be affected by changes to these
regulations.

(Ord. 77-55. Passed 9-6-77.)
1125.08 FINAL PLAT REQUIRED.

(a) The subdivider, having received approval of the preliminary plat of the proposed subdivision, shall
submit a final plat of the subdivision and drawings and specifications of the improvements required
therein. The final plat shall have incorporated all changes in the preliminary plat required by the Planning
Commission. Otherwise, it shall conform to the preliminary plat, and it may constitute only that portion of
the approved preliminary plat which the subdivider proposes to record and develop at the time. The final
plat shall be prepared by a registered engineer and/or registered surveyor,

(Ord. 77-55. Passed 9-6-77.)
(b) As a prerequisite to final approval, the subdivider must:
(1) Have installed the required improvements as certified by the Engineer;
(2) Furnish to the City administration a performance bond or certified check for the amount of the
improvements cost as determined by the City Engineer; or
(3) Enter into an escrow agreement with the City.
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(4) Submit the final plat to the Planning Commission at least 10 days prior to the regular or special
meeting at which it is to be considered for approval.
(Ord. 95-18. Passed 5-1-95.)
1125.09 FINAL PLAT CONTENTS.

The final plat shall be legibly drawn on mylar or other material of equal performance. It shall be drawn at
a scale not less than 100 feet to the inch, and shall be one or more sheets twenty-four by thirty-six inches in
size. If more than one sheet is needed, each sheet shall be numbered and the relation of one sheet to
another clearly shown. The final plat shall contain the following information:

(a) The name of the subdivision;

(b) The legal description;

(¢) The names, addresses and telephone numbers of the subdivider, professional engineer and/or
registered surveyor who prepared the plat;

(d) The date and scale;

(e) The North point, boundaries of the subdivision and its acreage;

(f) Plat boundaries, based on accurate traverse, with angular and linear dimensions. All dimensions,
both linear and angular shall be determined by an accurate control survey in the field which must balance
and close within the limit of one in 10,000;

(g) Exact locations, right of way, and names of all streets within and adjoining the plat. The name of a
street shall not duplicate that of any existing street in the City, or if in the County, of any existing street in
the unincorporated part of the County. Proposed street names shall be checked with and approved by the
Engineer;

(h) Radius, internal angles, points of curvature, tangent bearings, lengths of acrs and lengths and
bearings of chords of all applicable streets within the platted area;

(1) Municipal, township, county, grants, tracts or section lines accurately tied to the corners of the
subdivision by distance and bearing;

() All easements and rights of way provided for public services or utilities, including dimensions Ord.
77-55. Passed 9-6-77.);

(k) Lots identified by numbers, and road address numbers if in unincorporated areas, and lot dimensions
in feet and hundredths of a foot. Lot corners shall be located with a one-half inch diameter steel rod thirty
inches long, set by a surveyor currently registered in the state of Ohio.

(I) Concrete monuments with a one-half inch diameter iron rod installed in the center shall be
established at the corners of the subdivision and shall be accurately located by a surveyor registered in the
state of Ohio.

(Ord. 96-5. Passed 2-20-96.);

(m) Accurate outlines of areas to be dedicated or reserved for public use, or any area to be reserved for
the common use of all property owners. The use and accurate boundary locations shall be shown for each
parcel of land to be dedicated;

(n) Certification by a registered surveyor to the effect that the plat represents a survey made by him and
that the monuments shown thereon exist as located and all dimensional details are correct;

(0) Notarized certification by the owner or owners of their adoption of the plat and the dedication of
street and alley rights of way and other public areas;

(p) Proper form for the approval of the Planning Commission with space for signatures;

(@) Approval by signature of City and/or County officials concerned with the specifications and
inspection of utility installations and improvements within City and/or the three-mile limit of the City.

(Ord. 77-55. Passed 9-6-77.)

(r) It shall be the responsibility of the developer so named on the record plat to ensure that all
monuments or lot corner pins disturbed during the development construction shall be replaced by a
surveyor registered in the state of Ohio prior to transfer of ownership of any lot, or parcel. (Ord. 96-5.
Passed 2-20-96.)

1125.10 APPROVAL OF FINAL PLAT.

(a) The final plat shall be filed with the City Planning Commission not later than twelve months after the
date of approval of the preliminary plat; otherwise it will be considered void unless an extension of time is
requested by the developer and granted in writing by the Commission. (Ord. 77-55. Passed 9-6-77.)
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(b) The Commission shall approve or disapprove the final plat within thirty days of the first meeting at
which it is brought before the Commission. Failure of the Commission to act upon the final plat within
such time shall be deemed approval of the plat. If the plat is disapproved, the grounds for disapproval shall
be stated in the records of the Commission, and a copy of such record shall be forwarded to the subdivider.
The Commission shall not disapprove the final plat if the developer has done everything that he was
required to do and has proceeded in accordance with the conditions and standards specified in the approved
preliminary plat. If disapproved, the subdivider shall make the necessary corrections and resubmit the final
plat within the thirty days to the Commission for its final approval. If a plat is refused by the Commission,
the person submitting the plat which the Commission refused to approve may file a petition within ten
working days after such refusal in the Court of Common Pleas of the county in which the land described in
such plat is situated to reconsider the action of the Commission.

(Ord. 95-18. Passed 5-1-95.)

(¢) Upon approval of the final plat by the Commission, the original tracing shall be returned to the
subdivider for filing with the County Recorder after all necessary certifications are received. If the final
plat has not been recorded within three months, the preliminary plat must again be submitted to the
Commission for approval.

(d) The final plat, after it is recorded, shall be filed and retained in the office of the Engineer.

(Ord. 77-55. Passed 9-6-77.)
1125.11 MINOR SUBDIVISIONS (LOT SPLITS).

(a) Approval without a plat of a minor subdivision may be granted by the Engineer if the proposed
division of a parcel of land meets all of the following conditions:

(1) The proposed subdivision fronts upon an existing public road and involves no opening, widening
or extension of any street or road;

(2) No more than five lots are involved after the original parcel has been completely subdivided,;

(3) The proposed subdivison is not contrary to applicable subdivision or zoning regulations; and

(4) The property has been surveyed and a sketch and legal description of the property are submitted
with the application.

(b) If all the above requirements are met, the Engineer shall within seven working days after submission,
approve such proposed division and, upon presentation of a conveyance for such parcel, shall stamp
"APPROVED BY THE ENGINEER: NO PLAT REQUIRED." The Engineer shall sign the
conveyance.

(Ord. 77-55. Passed 9-6-77.)
1125.12 VARIANCES. ‘

(a) Where it can be shown in the case of a particular proposed subdivision that strict compliance with the
requirements of these regulations would result in extraordinary or undue hardship to the subdivider, or that
these conditions would result in retarding the achievement of the objectives of these regulations, then the
Planning Commission may vary, modify or waive requirements so that substantial justice may be done and
the public interest secured. Any such determination shall be based fundamentally on a finding that unusual
topographical or other exceptional conditions not caused by action of the subdivider require such variance,
modification or waiver and that the granting thereof will not adversely affect the general public nor have
the effect of nullifying the intent of these regulations.

(b) In no case shall any variance, modification or waiver be more than a minimum easing of the
requirements; in no casc shall it have the effect of reducing the traffic capacity of any major or secondary
street, and in no case shall it be in conflict with existing zoning regulations.

(c¢) In granting variances, modification or waiver the Planning Commission may require such conditions
as will, in its judgment, secure substantially the objectives of the standards and requirements so affected.

(d) The subdivider shall submit an application for a variance, modification or waiver in writing to the
Planning Commission simultaneously with the preliminary plat for the subdivision. The application shall
explain in detail the reasons for and facts supporting the request.

(Ord. 77-55. Passed 9-6-77.)

CHAPTER 1127
Subdivision Design Standards
1127.01 Street conformance.
1127.02 Street design and arrangement.
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1127.03 Street alignment.

1127.04 Street and alley right of way and pavement widths.
1127.05 Street grades.

1127.06 Street names.

1127.07 Dedication of streets.

1127.08 Acceptance of streets.

1127.09 Curbs and gutters.

1127.10 Sidewalks.

1127.11 Easements.

1127.12 Drainage.

1127.13 Culverts and bridges.

1127.14 Public water supply.

1127.15 Location and construction of individual private wells.
1127.16 Sanitary sewers.

1127.17 Easement along streams and drainage ditches.
1127.18 Land subject to flooding or containing poor drainage facilities.
1127.19 Lots.

1127.20 Blocks

CROSS REFERENCES
Zoning Board of Appeals - see CHTR. Sec. 7.03; P. & Z. Ch. 1147
Inspection of streets and acceptance - see Ohio R.C. 711.091
Definitions - see P. & Z. Ch. 1123, 1143
Procedure for subdivision approval - see P. & Z. Ch. 1125

1127.01 STREET CONFORMANCE.

The arrangement, character, extent, width and location of arterial, collector and local streets or highways
shall conform with the provisions of these regulations. Other streets shall conform to the recommendation
of the Planning Commission based on existing and planned streets, topography, public safety and
convenience and proposed uses of land.

(Ord. 77-55. Passed 9-6-77.)
1127.02 STREET DESIGN AND ARRANGEMENT.

(a) The arrangement of streets in new subdivisions shall make provision for the continuation of the
principal existing streets in adjoining areas or their proper projection where adjoining land is not
subdivided, insofar as they may be deemed necessary for public requirements. Every subdivision shall
have access to a public right of way.
~ (b) The street and alley arrangement shall be such as not to cause hardship to owners of adjoining
property when they plat their own land and seek to provide for convenient access to it. Residential streets
shall be so designed as to discourage through traffic, but offset streets should be avoided.

(c) The angle of intersection between minor and major streets should not vary by more than ten degrees
from a right angle. All other streets should intersect each other as near to a right angle as possible and no
intersection of streets at angles of less than seventy degrees shall be permitted.

(d) Local streets shall be designed to discourage through traffic which may otherwise use arterial or
collector streets, and whose origin and destination are not within the subdivision. Local streets extending
for considerable distance, parallel to any collector or arterial street, should be avoided.

(Ord. 77-55. Passed 9-6-77.)
1127.03 STREET ALIGNMENT.

(a) Vertical. For main thoroughfares, profile grades shall be connected by vertical curves of a minimum
length equivalent to twenty times the algebraic difference between the rates of grade, expressed in feet per
hundred; for collector, local streets and alleys, fifteen times.

(b) Minimum Horizontal. Radii of centerline curvature are as follows:

;)

Type of Street
Maximum
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Curvature (Degrees)
Minimum Radius of
Curvature (Feet)
Arterial

12

475

Collector

19

300

Local

28

200

A minimum fifty minutes tangent shall be introduced between reverse curves.
(c) Visibility Requirements.
(1) Minimum vertical visibility (measured 4.5 ft. eye level to tail light 18 inches above ground level.)

Feet Type Street
1,000 Arterial
500 Collector
200 Local

(2) Minimum horizontal visibility measured on centerline shall be:

Feet Type Street
500 Arterial
300 Collector
200 Local

(Ord. 77-55. Passed 9-6-77.)
1127.04 STREET AND ALLEY RIGHT OF WAY AND PAVEMENT WIDTHS.

(a) The width of all major thoroughfares shall conform to the widths designated by the Planning
Commission.

(b) The minimum right-of-way widths of all other streets shall be sixty feet.

(¢) The minimum pavement width of streets in all residential areas shall be twenty-seven feet between
curb faces, except where there are unusual topographical or other physical conditions, the Planning
Commission may require a greater width for a local street.

(d) In certain instances, especially where a commercial area is involved and no offostreet parking
facilities are provided and parking is permitted on the street at any time, a parking lane at least eight feet
wide on each side of the street and paved to the satisfaction of and in accordance with the specifications
approved by the Engineer may be required in addition to the necessary number of lanes for moving traffic.
Where pavement widths greater than those specified above are necessary, provision of same shall be
discussed with the public officials having jurisdiction over the planning and construction of public ways to
determine whether or not public expenditures for such additional width can or should be made
simultaneously with the subdivider's improvement program.

(e) Half-Streets. Dedication of half-streets shall not be permitted. Where a dedicated or platted half-
street or alley exists adjacent to the tract being subdivided, the other half shall be platted, if deemed
necessary by the Planning Commission.

() Alleys. Alleys shall not be permitted in single or two-family districts. They may, however, be
required in multiple dwelling developments where they should have a minimum pavement width of twenty
feet. Alleys are required in the rear of all commercial and industrial lots, if no other provisions are made
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for adequate service access or for parking. The rights of way of such alleys shall not be less than twenty
feet and dead-end alleys shall not be permitted.

(8) Cul-de-Sacs. Each cul-de-sac shall be provided with a turn-around having a minimum right-of-way
radius of fifty feet. The maximum length for a cul-de-sac shall be 600 feet.

(h) Dead-end Streets. Dead-end streets, designated to be so permanently,
(Ord. 77-55. Passed 9-6-77.)
1127.05 STREET GRADES.

No street grade shall be less than one-tenth of one percent (.10%) and shall not exceed the following with
due allowances for reasonable vertical curves.

shall not be permitted.

Street Type Grade (Percent)
Arterial 5
Collector 6
Local; Alleys 8

(Ord. 77-55. Passed 9-6-77.)
1127.06 STREET NAMES.

Where new names are required for new streets, the names and location of signs shall meet with the
approval of the Engineer. Continuations of existing streets shall carry the identical name as the existing
street. Street name signs shall be erected by the City and/or County.

(Ord. 77-55. Passed 9-6-77.)
1127.07 DEDICATION OF STREETS.

After a final plat which includes the dedication of streets has been approved by the Planning Commission,
it shall be presented to the County Commissioners or Council, as appropriate, for approval of the dedication
of the streets in accordance with Ohio R.C. 723.03, (City) or Ohio R.C. 5553.31, (County). Such approval
shall be certified on the approved plat.

(Ord. 77-55. Passed 9-6-77.)
1127.08 ACCEPTANCE OF STREETS.

(a) The approval of a plat by the Planning Commission shall not be deemed to be an acceptance for
maintenance purposes of any public street, road or highway constructed on a right of way which has been
dedicated in such plat. ‘

(b) The Engineer shall check the construction of the street and if it is found to be constructed in
accordance with the specifications set forth on the approved plat, and that such street is in good repair, then
it will be accepted for future maintenance by the City/County if constructed on lands previously dedicated
for street use. The Engineer shall endorse his acceptance on the approved plat.

(Ord. 77-55. Passed 9-6-77.)
1127.09 CURBS AND GUTTERS.

(@) The requirement of curbs or curbs and gutters will vary in accordance with the character of the area
and the density of development involved. In urban and suburban areas, curbs are necessary to control storm
water run-off and to clearly define driving and parking areas.

(b) Where residential lot frontages are less than one hundred feet in commercial developments or where
other similar intensive urban uses exist or are anticipated, curbs shall be ordinarily required. The
installation of curbs may be required on major, secondary and minor highways if such construction is
deemed necessary for public safety.

(c) Where curbs exist on abutting properties, their extension will ordinarily be required throughout the
proposed subdivision.

(d) Where curbs are not required, adequate ditches shall be connected to a sufficient outlet, graded and
protected by seeding or appropriate surfacing.

(¢) Curbs may be of the wall type or may be combined with gutters built of concrete. Curbs shall be
constructed in conformance with the current Public Works Improvements Design Manual of the
Engineering Department as it may pertain to this type of improvement.

(Ord. 77-55. Passed 9-6-77.)
1127.10 SIDEWALKS.
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(a) Concrete sidewalks having a minimum width of four feet and having a minimum thickness of four
inches shall be installed along both sides of arterial and collector streets and along both sides of local
streets, whenever the lots fronting thereon have an average area of less than 15,000 square feet. In case a
driveway crosses over the sidewalk, minimum width is four feet; minimum thickness six inches.

(b) In other instances, the Planning Commission may require such sidewalks as it deems necessary to
provide for safety of pedestrians in walking to schools or similar major destinations. Concrete sidewalks
shall be constructed in conformance with the current Public Works Improvements Design Manual of the
Engineering Department, as it may pertain to this type of improvement.

(Ord. 77-55. Passed 9-6-77.)
1127.11 EASEMENTS.

(a) Easements of at least ten feet in width shall be provided on each side of all rear lot lines and along
side lot lines, where necessary, for poles, wires, conduits and gas mains.

(b) A six foot easement shall be required on one side of an alley to accommodate pole lines. For lots
facing on a curvilinear street, the rear easement should consist of straight lines with a minimum number of
points of deflection to provide best continuity of service.

(c) Easements may also be required along or across lots where engineering design or special conditions
may necessitate the installation of water lines and storm and sanitary lines outside public rights of way.
(Ord. 77-55. Passed 9-6-77.)

1127.12 DRAINAGE.

(a) All necessary facilities, including underground pipe, inlets, catch basins or open drainage ditches, as
determined by the Engineer shall be installed to provide for the adequate disposal of subsurface and surface
water and maintenance of natural drainage courses. All storm drainage facilities within the subdivision
shall connect to an adequate drainage outlet. Construction shall be subject to inspection and approval by
the Engineer.

(b) Approval of the drainage system shall not constitute acceptance by the City of that system within its
corporate limits for maintenance purposes. In unincorporated areas, a drainage system approved by the
Board of County Commissioners shall be accepted for maintenance as a public watercourse under Ohio
R.C. Chapter 6137.

(Ord. 77-55. Passed 9-6-77.)
1127.13 CULVERTS AND BRIDGES.

When drainage channels intersect any street right of way, it shall be the responsibility of the subdivider to
have satisfactory bridges and culverts designed and constructed. Where culverts are required, the following
minimum requirements shall be observed:

(a) All culverts for drainage courses shall extend across the entire right-of-way width of the proposed
road. The diameter of a culvert pipe shall be determined by the Engineer but in no case shall be less than
eighteen inches. Head walls may be required depending on existing drainage.

(b) Driveway culverts shall have a minimum length of twenty feet. The minimum diameter of driveway
culverts shall be determined by the Engineer but in no case shall be less than twelve inches. The driveway
culverts shall be laid so as to maintain the flow line of the ditch. Head walls may be required.

(Ord. 77-55. Passed 9-6-77.)

1127.14 PUBLIC WATER SUPPLY.

(a) Provision for Water Supply Facilities. Where connection to public water supply is available, as
determined by the Planning Commission, the subdivider or developer shall be required to provide a system
of water mains, fire hydrants, and connection with the public water supply. All water mains, hydrants and
water facility plans shall be subject to approval of the Planning Commission.

(Ord. 80-26. Passed 6-16-80.)

(b) Location of Water Mains. The location of any water mains within the public right of way shall be
submitted to the Engineer for approval.

(c) Approval of Ohio E.P.A. Plans for public water supplies shall be submitted to and approved by the
Ohio Environmental Protection Agency as required by Ohio R.C. 6111.44.

(Ord. 77-55. Passed 9-6-77.)

(d) Fire Hydrants. Fire hydrants shall be provided by the developer as part of the public water supply
system. Locations and specifications of such hydrants shall be subject to the approval of the Chief of the
Fire Department.
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(Ord. 80-26. Passed 6-16-80.)
1127.15 LOCATION AND CONSTRUCTION OF INDIVIDUAL PRIVATE WELLS.

Where connection to the public water supply is available, as determined by the Planning Commission, the
developer shall provide for extension of such system as required by Section 1127.14. When the Planning
Commission determines that such connection is not available, the developer may propose to provide
individual water wells when it can reasonably be shown that such wells shall be properly installed, located,
and properly isolated from all possible sources of contamination. In determining such factors, the
regulations and/or laws in effect by the Ohio Department of Health, Ohio Environmental Protection
Agency, Ohio Department of Natural Resources or the Seneca General Health District shall be employed by
the subdivider or developer. No individual water wells shall be provided within a subdivision without the
express written approval of the regulatory agency having jurisdiction.

(Ord. 80-26. Passed 6-16-80.)
1127.16 SANITARY SEWERS.

The location of sanitary sewers within a right of way shall be approved by the Engineer. If a subdivision
can be reasonably served by the extension of an existing public sanitary sewer, as determined by the
Engineer, the subdivider or developer shall provide a system of sanitary sewer mains and shall provide
lateral connections for each. Whenever main lines are installed, sewer taps shall be extended to right-of-
way lines and properly plugged. Connections to public sanitary sewer lines shall be subject to the approval
of and according to the specifications of the Engineer and the Ohio Environmental Protection Agency as
required by Ohio R.C. 6111.44. If a subdivision cannot reasonably be served by public sanitary sewers, the
developer shall provide such other sewage system as required by the Seneca County General Health District
and the Ohio Environmental Protection Agency.

(Ord. 77-55. Passed 6-9-77.)
1127.17 EASEMENT ALONG STREAMS AND DRAINAGE DITCHES.

Whenever any stream or important surface drainage course is located within the area being subdivided,
the subdivider shall provide a permanent easement dedicated to the proper authority for the purpose of
widening, deepening, cleaning, relocating, improving and protecting the stream for drainage of public use.
The width of such easement shall be as recommended by the Soil and Water Conservation District. If any
stream improvement made in unincorporated areas meets the requirements of the Soil and Water
Conservation District, it shall be accepted for maintenance by the Board of County Commissioners.

(Ord. 77-55. Passed 9-6-77.)

1127.18 LAND SUBJECT TO FLOODING OR CONTAINING POOR DRAINAGE FACILITIES.
The right is reserved to disapprove any subdivision which is subject to periodic flooding or which

contains extremely poor drainage facilities. However, if the subdivider agrees to make such improvements

as will make the area completely safe for residential occupancy, the subdivision may be approved, subject,

however, to the approval of the Sencca County General Health District and the Engineer in accordance with

other provisions of law pertaining to flood plains.

(Ord. 77-55. Passed 9-6-77.)

1127.19 LOTS.

All lot requirements shall conform to the minimum requirements of the zoning district in which they are

located. No lot shall have an average depth which is more than four times its average width.
(Ord. 77-55. Passed 9-6-77.)
1127.20 BLOCKS.
The maximum length of blocks shall be 1,320 feet, unless the Planning Commission approves an
cxception to this requirement due to unusual topography or land layout.
(Ord. 77-55. Passed 9-6-77.)

CHAPTER 1129
Revisions, Enforcement and Fees
1129.01 Recording of plat.
1129.02 Revision of plat after approval.
1129.03 Sale of land within subdivisions.
1129.04 Fees for inspection and engineering services.
1129.99 Penalties.
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CROSS REFERENCES
Zoning Board of Appeals - see CHTR. Sec. 7.03; P. & Z. Ch. 1147
Definitions - see P. & Z. Ch. 1123, 1143
Procedure for subdivision approval - see P. & Z. Ch. 1125
Subdivision design standards - see P. & Z. Ch. 1127

1129.01 RECORDING OF PLAT.

No plat of any subdivision shall be recorded by the County Recorder or have any validity until such plat
has received final approval by the Planning Commission in the manner presctibed in these regulations.
(Ord. 77-55. Passed 9-6-77.)

1129.02 REVISION OF PLAT AFTER APPROVAL.

No changes, erasures, modifications or revisions shall be made in any plat of a subdivision after approval
has been given by the Planning Commission and endorsed in writing on the plat, unless such plat is first
resubmitted to the Commission.

(Ord. 77-55. Passed 9-6-77.)
1129.03 SALE OF LAND WITHIN SUBDIVISIONS.

(a) No owner or agent of the owner of any land located within a subdivision shall transfer or sell any
land by reference to, exhibition of or by the use of a plat of the subdivision before such plat has been
approved and recorded in the manner prescribed in these Regulations.

(b)  The description of such lot or parcel by metes and bounds in the instrument of transfer or other
documents used in the process of selling or transferring shall not exempt the transaction from the provisions
of these Regulations.

(Ord. 77-55. Passed 9-6-77.)
1129.04 FEES FOR INSPECTION AND ENGINEERING SERVICES.

The developer shall pay to the City Engineer the sum of fifty dollars (850.00) per plat to defray the cost of
inspection and engineering services provided by the City Engineer.
(Ord. 85-21. Passed 4-1-85.)

1129.99 PENALTIES.

(a) The following penalties shall apply to the violations of these Regulations:

(1) Whoever knowingly or recklessly violates these Regulations shall be guilty of a misdemeanor of
the fourth degree and shall be subject to a fine of not more than two hundred fifty dollars ($250.00) for each
offense. Each transaction shall be deemed a separate offense.

(2) Whoever knowingly or recklessly presents a plat for recording to the County Recorder without first
having obtained approval of such plat by the Planning Commission shall be guilty of a misdemeanor of the
fourth degree and shall be subject to a fine of not more than two hundred fifty dollars ($250.00). Each plat
presentation for recording in violation of these Regulations shall be deemed a separate offense.

(b) The legal officer of the City may in the name of the City institute action in the Court of Common
Pleas to cause such recording to be removed from the records of the County Recorder, the costs of such
action to be assessed against violator.

(Ord. 77-55. Passed 9-6-77.)
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REINFORCED CONCRETE STREET SECTION

NOT TO SCALE

3

i
} -~ REINFORGING STEEL
TIE BAR (EPOXY COATED) “NOTE:
*LONGITUDINAL JOINTS SHALL BE PLACED AT

[I|HIIHII|§IIIIIII!lIIIlllIII!lIHIII[llI//
' ALL LANE LINES

9 & @ LN & L @ L ® & 1 1
. N ! *CONTRACTION JOINTS SHALL BE PLACED AT
< “-- 1.25" DOWEL BARS (EPOXY COATED) ! 21

:’ 45,.

9" REINFORCED CONCRETE PAVEMENT DETAIL

NOT TO SCALE IDATE MODIFIED: 06/202Q
CITY OF TIFFIN ﬁ%
TYPICAL SECTION - REINFORCED CONCRETE STREET ENGINEERING DEPARTMENT RN
TIFFIN, OHIO 44883 o




~EXTEND REPAIR 1'

.~ BEYOND LIMITS OF .
| TRENCH /- 1.5" ODOT 448 ASPHALT

SAWCUT -~ / SURFACE COURSE ,~ SAWCUT

astnal MINTZE5TODOT 448 ASPHALT CONCRETE ™ "4 arimc
ESX.]E:EIEIE INTERMEDIATE COURSE, PAVEMENT SECTION IS §] Eé!ggg?
seCTION REQUIRED TO MATCH EXISTING AND INTERMEDIATE

COLSE SHALL pE PLACRD MK A5 FTS. -0

MIN. 8 ODOT 304 AGGREGATE
BASE COMPACTED IN (2) 4"
LIFTS OR ODOT 613 CONTROL -] UNDISTURBED
DENSITY FILL (CDF) IF DIRECTED;é SUBGRADE
BY CITY ENGINEER. IF CDF IS 5
USED, 12' OF COMPAGTED £
AGGREGATE MUSTBE -
INSTALLED ABOVE TOP OF ANY £
PIPE._ 5
Sy Sy \F\r’ / (/ »‘.‘\}\?
N \\>\\ SUBGRADE \/\\\/\\
X KCOMPACTION XX,

UNDISTURBED
SUBGRADE

*w?“\u?“\'\)?“\u?“‘\br

CONTRACTOR SHALL EXCAVATE,
REMOVE AND DISPOSE OF EXISTING
PAVEMENT, SOIL. OR OTHER MATERIAL
AS NECESSARY TO COMPLETE THE
WORK DETAILED ABOVE.

FULL DEPTH ASPHALT ROADWAY REPAIR

| EXHIBIT P

~~EXTEND REPAIR 1!
.., BEYOND LIMITS OF

SAWCUT . TRENCH OR TO
T NEAREST JOINT 4 SAWCUT
0 | SHALL MATCH TYPICAL SECTION ", **
ESX%iESS .. .|DISTURBED AND BE DOWELED AND Eggg’;‘f
| L TED INTO ADJACENT SLABS " - i
SECTION] . 4, %4 ISECTION

( 7 Ry

MIN. 6" ODOT 304 AGGREGATE -
3 BASE COMPACTED IN (2) 3" g
5 LIFTS OR ODOT 613 CONTROL ./ UNDISTURBED

ZDENSITY FILL (CDF) IF DlRECTEDL SUBGRADE
BY CITY ENGINEER. IF CDF IS o
USED, 12" OF COMPACTED

8 AGGREGATE MUST BE
INSTALLED ABOVE TOP OF ANY X

D vy 5 5r P)?‘R«E

UNDISTURBED
SUBGRADE

P PR

ks

B

NASAN R
/\@sz%i%ﬁ?;@\\fi

CONTRACTOR SHALL EXCAVATE,
REMOVE AND DISPOSE OF EXISTING
PAVEMENT, SOIL OR OTHER MATERIAL
AS NECESSARY TO COMPLETE THE
WORK DETAILED ABOVE.

FULL DEPTH CONCRETE ROADWAY REPAIR

%

| Date Modified: 06/2020

TYPICAL SECTION - TRENCH REPAIR

CITY OF TIFFIN J@%
ENGINEERING DEPARTMENT il
51 E. MARKET STREET TIFFIN
TIFFIN, OHIO 44883
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| EXHIBIT Q

*GENERAL NOTE: WIDTH OF CROSSWALK SHALL
BE A MIN. OF 6' BUT SHALL BE LAYED OUT TO SPAN
THE ENTIRE WIDTH OF THE CURB RAMP.

E/P : EP EP E/P

MIN. &'

Ep LADDER STYLE P P STANDARD CROSSWALK P

*NOTE: 3 TYPICAL SPACING MAY BE ADJUSTED
SLIGHTLY FOR CLEARANCE OF WHEEL TRACKS.

| Date Modified: 06/2020

CITY OF TIFFIN- }ﬁ*&
CROSSWALK STANDARD DRAWINGS BN Iy e RN DRTARTMENT .
TIFFIN, OHIO 44883 :

QHiG




| EXHIBIT R

*GENERAL NOTE: WIDTH OF CROSSWALK SHALL
BE A MIN. OF 6' BUT SHALL BE LAYED OUT TO SPAN
THE ENTIRE WIDTH OF THE CURB RAMP.

E/P E/P

oo
\'\

22

&
KL

S
¢
R

\\\\'\\\
SONSIIIRS

-(llllll
S
R

R

%
%
%

A%

o
W

S

CRLLRLR

P
5

K<

<X

&

DECORATIVE CROSSWALK

E/P E/P
*NOTE: ASPHALT BRICK HERRINGBONE PATTERN AT A 45° ANGLE TO THE
CROSSWALK LINES. BRICK COLOR AND PATTERN TO MATCH AS CLOSELY
AS POSSIBLE TO THE EXISTING CROSSWALK WITHIN THE DOWNTOWN.
SHALL BE "TRAFFIC PATTERN XD" AS MANUFACTURED BY ENNIS-FLINT OR
EQUIVALENT AND SHALL BE APPLIED BY A CERTIFIED APPLICATOR.

CONCRETE: SHALL BE BRICK HERRINGBONE PATTERN AT 45° DOWNTOWN.
SHALL BE A MIN. 8" THICK CONCRETE SLAB AND GOLOR SHALL MATCH AS
CLOSE AS POSSIBLE TO DOWNTOWN STREETSCAPE. CONTRACTOR SHALL
SUPPLY 2'x2' SAMPLE PRIOR TO INSTALLATION.

] Date Modified: 06/2020

CITY OF TIFFIN
DECORATIVE CROSSWALK STANDARD DRAWING BN I RN G R ARTMENT Jﬁﬁ‘k

TIFFIN, OHIO 44883 TIEFIN
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ROUNDED
2 x>o_cm/ll\ MIN. 4 @ MAX 2% ————=
T e ot 4 eer LU | miN. 4" cONC.
SUBGRADE ! ey _
COMPACTION \\_ i ot i SRS 8 MIN. 2" AGGREGATE BASE
*+SLOPED TOWARDS STREET OR CURB
Typical Section Concrete Sidewalk
ROUNDED '
/2" x>o_cm/ MIN. 2' @ MAX 2% ————
< acer ol
. . MIN. 6" CONC.
SUBGRADE
COMPACTION # MIN. 2" AGGREGATE BASE
**SLOPED TOWARDS STREET OR CURB
Typical Section Concrete Sidewalk
Through A Residential Driveway
ROUNDED
/2" x>o_cm/ _— MIN. 4 @ MAX 2% —————
“a ... . .IA..... ... 4.« h f. . M.
cLt o p 4| MIN. 8" CONC.
B ¥
SUBGRADE )

3 | \IIN. 6" AGGREGATE BASE

e

OO_<__u>O.:OZ/

Typical Section Concrete Sidewalk
Through A Commercial Driveway

*SLOPED TOWARDS STREET OR CURB

Y4 rod.

6"

2'-6" unless otherwise
shown on plans

Surface of
Pavement

6~ 3* rad.
Y4* rad. \|!
! \ Joint Sealer

®
°

Surface of
slope 1221 \‘ho_\mSm:*

e :
N

1

Preformed Joint

As Shown on N.Su‘.nn\l\ : 22’ Material, [tem 705,03 [1]
Sgctions in Plans &
TYPE 2 TYPE 6

Typical Curb Sections

EXHIBIT S

w
=
3
>
[
o
1]
o
o
14
o
RIGHT OF WAY
CONTRACTION JOINTS
N - MIN 1/4 THICKNESS OF SLAB
- 1/8 INCH WIDE
s . \
> Z MAX 8%
< s —~—
=
5'+/-
L4 L4 v £ 4 L4 L4 L4 v £ 4
4 A4 A4 v v v A4 A4 A4 v v
L\ 4 L\ 4 L 4 L 4 L 4 L\ 4 L\ 4 L 4 L 4 L 4 N
v v L 4 L 4 L 4 v v v L 4 ¥ L
N L 4 L 4 L\ 4 L\ 4 L\ 4 L 4 L 4 L 4 L\ 4 L\ 4
CURB/STREET

Typical Concrete Sidewalk Plan

2%
MIN. 4'

5'MIN

2%

L,
4
L
L,
L
L,
L

v - v v v v - v - v - v - v v v v
¥ ¥ v Vv ¥ v Vv BOUMEVARDY ¥ v ¥ ¥ v v ¥
A d A4 A d A d A d A d A4 A d A4 A d A4 A d A4 A d A d A d A d
v A 4 v A 4 v A 4 v A 4 v v v v A 4 v A 4 v A 4 v
L2 L2 L2 L2 L2 L2 ¥ L2 ¥ L2

L2
CURB/STREE

*HOLD ALIGNMENT OF BACK OF SIDEWALK

Typical Concrete Sidewalk Transition Plan

CITY OF TIFFIN h%,ﬁ
ENGINEERING DEPARTMENT it

51 E. MARKET STREET TIFFIN
TIFFIN, OHIO 44883 B




OPTION A

WALK

EXPANSION JOINT FILTER

rs

CONC

N

WALK

DRIVE

STREET

ASPH/
CONC
DRIVE

OPTION B

WALK

WALK

APPROACH

ASPH/
CONC

STREET

STONE
DRIVE

\

EXPANSION JOINT FILTER

OPTION C

WALK

V.

/' WALK

CONC

>UUEO>OD////I!

SIDEWALKS THROUGH DRIVES

*NOTE: ALL SIDEWALKS THROUGH DRIVES AND ALL DRIVE
APPROACHES BEING USED FOR SIDEWALKS MUST
MEET ALL APPLICABLE SIDEWALK REQUIREMENTS.

STREET

EXHIBIT S

CITY OF TIFFIN

ENGINEERING DEPARTMENT

51 E. MARKET STREET
TIFFIN, OHIO 44883

oA
TIFFIN

oHio




Construct each curb alk
ramp using Type Al gros™” Construct each curb swolk : swolk
dotails on Sheet 2. ramp ysing Type Al cro® cro®
detuils on Sheet 2. N
stre®
stre®
Curb
Two sets of
Double Porollel

Sidewalk Curb Ramps J
————————— ! are shown, /.D|
\
N4
1e—w 1K
I ad n«ommxo
4°-0* min. W
——— ——— — 1 |
v
v
v v v _I 4’-0* min.
[,

Use curb ramps with flored sides
at locotions with wide sidewalks.

PERPENDICULAR CURB RAMPS

Construct eqch curb

r sing Type A2
e Tails of Shbe

1K
defails on Sheet 2. n.‘ommtc

Sidewalk
v

v

A4

NOTES

GENERAL: This drawing shows curb r types details and plocement examples for curb ri
construction, ..an\:meﬂw the ..:m?t%&ﬁ: wﬁ Qmwmn‘.mé\m iow\z.amm. P o

Curb ramp types are shown on Sheel 2 and include Perpendiculor, Parallel, and Combined types
as specified to be constructed in the locations shown on the project plons.

D\Swnaﬁm&%uwcna m!.m?.:w ..:wmwman?.oaawtn\»m:oimvm..:Q.S.Q:o\.\\%xe.\mmg3@
project plans fo assure that The design is appropriate for site constraints and all items
can be constructed to ADA standards. The contractor may n&..%w* the placement of curb
ramps if existing field conditions warrant with the opproval of the Engineer.

PAYMENT: Measure and m\n\ for the ramp area within the shaded limits of this QSS.:% as
Item 608 Curb Ramp, Square Foot. This includes the cost of anyrcorbiorscurbrondqultery:
detectable warnings, landing areas and eny additional materiols, installation, grading,
forming, and finishing required within the shaded area.

Wark vwwgu the shaded romp/landing area is poid for as curb (6091 ond walk (608). Removal

of existing curb, walk tor existing curb romps) are paid under Item 202.

For gf-grade crossing locations where only detectable !Q‘E.:%m are required in order to
ocheive ADA compliarice, measure and B, for_the strip of defectoble warnings os

Item 608 Defecfable Warning, Square Foot. The work to cast the tiles in place will olso
require wmawk%\wew %xﬁ::n pavement (Item 202) to the nearest joint, or if no joint exists,
QSSSESQ mm.

Use curb romps with returned curbs where buffer
is wide enough to accommodate romp slope.

Plage on streets hoving wide turning
radivs ond where sidewalks ore narrow.

PARALLEL CURB RAMPS
PREFERRED CONSTRUCTION PLACEMENT

EXHIBITT

Construct each curb

r using Type CI
Qnma*ﬁ‘. o8 \umwN. cr

/s on Si

Curb ramp plocement where
streets have wide turning
radius, and sufficient

sidewalks width,

COMBINATION CURB RAMPS

Sidewalk Widening
{Bypass! When Required

4°-0* min,
Construct each curb

using mﬂ%o Al

Curb re
defails on et 2.

Acceptable design on corners with wide
turning radius where user is able to
maneuver within crosswolk limits so as not
to encroach into adjocent fraveled lanes.

PERPENDICULAR RAMPS

Lonwb*.eo\m Qmm“._ma woﬁ

refrofit only where

wolk utilities prévent using
o preferred layout.

12:1 max.

Use this design only for existing walks, ond when site
constrains prohibit other designs. The diagonal Type
D r may be constructed os éither o Vmwh.o:a.‘.gwaﬁ

hoﬂo\m\n\nos@solgncwv\ type. Avoid using
where curb radii are less thon o..% .

DIAGONAL RAMP (Type D)

ACCEPTABLE CONSTRUCTION PLACEMENT

CITY OF TIFFIN

ENGINEERING DEPARTMENT
51 E. MARKET STREET TIFF
TIFFIN, OHIO 44883




EXHIBITT

v

NOTES CONTINUED

The running slope of the ramp is preferred to be J2:l or flatter. In existing

idewalks, where the imym romp slope is not feasible due to site
consiraints (e.g. utility poles or voults, right-of-way limits) it may be
reduced as follows: .

Al 1011 for a max. rise of 67,
B} &l for a max. rise of 3",
C) & over a max, run of 2'-0" for .
historic areas where a flatter slope is not fsasible.

To prevent chosing the grade indefinately, the fransition from exisiting
i ; to\hq to the shoded curb romp orea is not required to exceed 15 feet
in length,

While wosw.w may be skewed fo the crosswalk, the entire lower landin
areg must fall within the cross walk that the xo\vw serves and canno
be located in the traveled lone of opposing traftic.

The counfer slope of the qutter or street ot the foot of o curb romp,
landing, or blended transifions shall be 20:1 ot flotter.

Type Al (Perpendicular with flared sides) Type AZ (Perpendicular with returned curb) The bottom edge of the ramp shall change planes perpendicular to the landing.
The m&ﬁm of the curb shall be flush with the mnMw of the adjocent pavement

PERPENDICULAR CURB RAMP DETAILS : and gutter and surface slopes that meet grade breoks shall also bé Flush.

Mm%h landings shall be 4’ min. x 4’ min, with o 504 or flotter cross slope
running slope.

v DETECTABLE WARNINGS: Install Detectable Warnings on each curb ramp with
v approved materials, as shown on Sheet 3. Install these proprietary products
12:1 max. as per monufacturer’s written instructions.

5011 mox. gmm.. Contracfor is to ensure the base of each constructed curb romp

allows for proper drainage, without exceeding allowable cross slope or ramp
slopes. Vertical change in level exceeding V5* between the IJ pavement ond
gutter, and 2} gutter ond ramp, are not dllowed.

SURFACE TEXTURE? Texture concrete surfaces by coarse brooming transverse
o the ramp slopes to be rougher thon the adjacent walk.

JOINTS! Provide expansion joints in the curb romp as extensions of walk joints
and consistent with Ifem 608,03 requirements for a new concrete walk, ‘Provide
a J5* Item 705.03 expansion joint Fillsr around the edge of romps builf in
existing concrete wolks. Lings shown on this drawing indicate The ramp edges
and slope changes, and do not necessarily indicate joint lines.

Type CI (Combined with flared sides) Type C2 (Combined with retfurned curb)
COMBINED CURB RAMP DETAILS

See Sheat 3 for Sections.

Curb Follows Slope
of the Ramp

Type B2 (Double sided Parallel)
PARALLEL CURB RAMP DETAILS

" Type B3 (Single sided Parallel)

CITY OF TIFFIN unm?w
ENGINEERING DEPARTMENT gl

51 E. MARKET STREET ._._mﬂ_z
TIFFIN, OHIO 44883 ol




: Adji t to P.C.C, = V5* mx_l__m_lﬁ 4:
Detail A Wmmam.mﬁm.«}gﬁaw wtm»m%.& Item Ve 1t
Q3 wi loint Sealer ~ Item
Y%~ Item < 33 4pplied per SCOBA7S.1 o M
705.03 € mmm — " &
' . veri 3
204 12:1 mox. Slope ¥ TS 12:1 mox. Slope 50:1 mox. w\&um T Londin
. mox. —_—. i2:1 max. Slope \ 50:1 max. .M\ohm g &

Existing Pave-
men? of Guter_
Concrefe Sow Cut if Curb is 1 |16 |
Monolithic with 24* Wide
26" ) Pavement or Gutter ,4e yige Existing 4~ Thick*
Gutter Landing 4° Thick#—) Ramp. Walk Concrete -6
' Concrete ! j '
New gutter shown.
SECTION A-A SECTION A-A SECTION B-B
NORMAL DETAIL EXISTING WALK DETAIL See Sheef 2.
See Sheet 2. See Sheet 2.
Existing
Curb £3
P t Q/V tabl w.m
Q” 8 — ~Detec =
¢ o “Sur face Existing™ N\ Worning Plate
w i &” ﬁ _ ~ —_
x "
¥ 12:1 max. Slope 50:1 max., Slope l_ |
_ | g , 2
Y L N e st e et e o
Povement 8
g
& £
g
e " Thi Use Monufacturer’s Writt
|6 Concrete sw&mﬂw cmn wm.m.ﬁum N
. 'eep Holgs, Se
sidowolk | Ramp Fond Grouting Mathod
SECTION D-D DETAIL A
See Sheet 2,
#Where possible, pour romp area integral with
the curb, otherwise use 6* thick walk,
50% to 65% of
Base Diometer
waU|
DETECTABLE WARNINGS NOTES ﬂ
N I
< 0.9 min.
. gl as 1.4* max,
GENERAL: = Detectable Warnings are g distinctive surface pattern of F 1 .
wxgmnwmﬂwmesmw which are Qwawmw.»ww.\% by cane w\scanw“.oﬂw Mﬂa. alert i
gople with vision impairments o ir approach to sfreets
Bl e domot AP PP p— HEIGHT AND DIAMETER .
PLA Detectable warnings are to be installed at any location where .47 mox. min,
pedesirians might cross %o:ﬁ with vehicular traffic lanes, such as the o
base of curb Sﬁw.m or at blended curbs. A 24° strip of domes /s . . =
to be installed Tor the full width of the ramp or walk, Typical street .Qﬁvx\.»
3

corner placement locations ore shown on Sheet 1.

The dapth of concrete underneath detectable warning products shall be
a minimum of 4%, See DETAIL A.

xwxas‘ms.. Truncated domes should be aligned with
of the waaﬁ as shown on the DETECTABLE WARNING ALIGNMENT De'tail, Normally
able warnings

should be flush with the back of the curb, but:fork:
skewed:conditions:see’ DETECTABLE WARNING :ALIGNMENT::Detail::For non-standard
\o&o:»m* Nu?nwo!o warning materiols may have to be mitered and placed
ségmentally. :

w}zﬂ%!.soﬂ\ direction

PRODUCTS & COLORS: Color of the datectoble warnings should contrast with sur-
rounding concrete waolk and romp. Black is not an oobw%*ov\m color. Approved
progucts ond guidance on color Sq\ be found on the OFfice of Roodwa)
m:m?»mlvﬁ Service’s Detectable Warnings Approved List. Install products as
per manufacturer’s printed instructions.

) mm
%o N I@r@

e CROROS ﬁ -6 -© O

EE

5 0-00 0,06~
SQUARE PATTERN, offomp  hmex

PARALLEL ALIGNMENT RADIAL ALIGNMENT
TRUNCATED DOMES DETAILS

50:1 max. Slope

®
24° Wida
4% Thick+*
Concrete -6
SECTION C-C
See Sheet 2.
3 4
Sida-
walk v
Grass
A 4
| n_a._:o
. v
Detectable Warnings Sidewalk
in Line with Ramp
ofr mm._‘ b v
x|
Graode:Break: g Buffer
o
DETECTABLE WARNING ALIGNMENT
Truncated Truncated
Domes Domes
teee!
f 1
m\oﬁﬁw stre®
Curb
Elare corb

DOME ALIGNMENT ON RADIUSED CURB

CITY OF TIFFIN
ENGINEERING DEPARTMENT

A

51 E. MARKET STREET .:._m(_m._z
TIFFIN, OHIO 44883 OHIO




— PEDESTRIAN
PUSH BUTTON

Vv W W

[
N PAVEMENT~_

PEDESTRIAN
PUSH BUTTON
v v

v

PEDESTRIAN

v A3

- PEDESTRIAN

v [v PUSHBUTTON v _ pacK OF SIDEWALK ¥
v W W N

EXHIBIT T

PEDESTRIAN

PUSH BUTTON
v

% v

LANDING

~ PAVEMENT ~

W W v N v v

CURB IF NEEDED

v PUSHBUTTON v

N4 '3

OPTIONAL
¥ CURB'WALL V¥

Vv v N

W N N4

2% MAX-

LANDING

8% MAX

N W v
v v BACK OF CURB

FACE OF CURB

CURB RAMPS WITH PEDESTRIAN PUSH BUTTONS - STANDARD DRAWING

CITY OF TIFFIN

ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883
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EXHIBIT U

DECORATIVE STAMPED CONCRETE WALK
(SEE NOTE BELOW) EXISTING CONCRETE SIDEWALK

6" REVEAL PREFERRED
CAN BE ADJUSTED WITH
APPROVAL FROM THE

CITY ENGINEER SLOPE VARIES

(SEE NOTE) AX 2% SLOPE
EX. STREET B R N A )

<

MINIMUM 4" COMPACTED
GRANULAR SUB-BASE

COMPACTED GRANULAR SUB-BASE

NOTE: DECORATIVE STAMPED CONCRETE SECTION SHALL BE INTEGRAL COLORED, IMPRINTED AND TEXTURED CONCRETE
WITH AN ACCENT RELEASE AGENT. STAMPED CONCRETE WALK SHALL HAVE A MINIMUM THICKNESS OF 4 INCHES.
CONCRETE SHALL BE SEALED WITH CONCRETE EARTH STAMPSHEEN 350 OR EQUIVALENT. H&C BEAUTIFUL
CONCRETE PROTECTION SHARK GRIP SLIP RESISTANT ADDITIVE OR EQUIVALENT SHALL BE ADDED TO THE SEALER
AT THE TIME OF APPLICATION. THE CONTRACTOR SHALL SUPPLY THE WITH 4'X 4' TEST SAMPLES FOR REVIEW PRIOR
TO CONSTRUCTION.

CITY OF TIFFIN %@w
STAMPED CONCRETE - FURNITURE AREA - STANDARD DRAWING ENGINEERING DEPARTMENT s
TIFFIN, OHIO 44883 q_mzm_z




BRICK PAVERS (RE-USE EXISTING IF POSSIBLE) EXHIBIT V
TO MATCH EX. STREETSCAPE 2" DIAM. PVC WEEP HOLES SPACED @

(FILL JOINTS WITH POLYMERIC JOINTING SAND 12" ON CENTER AND STAGGERED (SEE DETAIL) EXISTING CONCRETE SIDEWALK
AND VIBRATE WITH A PLATE COMPACTOR) (FILL WEEP HOLES W/ SAND)

6" REVEAL PREFERRED
CAN BE ADJUSTED WITH
APPROVAL FROM THE SLOPE VARIES

CITY ENGINEER (SEE NOTE) MAX 2%
EX. STREET PTG Tone:

DR

6" CONC. BASE MINIMUM 4" COMPACTED

GRANULAR SUB-BASE

1 1/2" SAND SETTING BED
(1" THICK AFTER COMPACTION)

COMPACTED GRANULAR SUB-BASE

NOTE: SLOPE WILL VARY DEPENDENT UPON MAINTAINING A MAXIMUM 2% CROSS SLOPE ACROSS THE PEDESTRIAN WALKWAY
AND PROPOSED CURB REVEAL. IDEALLY THE CROSS SLOPE OF THE BRICK PAVER FURNITURE AREA WILL NOT
EXCEED 2%, HOWEVER, THIS AREA MAY EXCEED THE 2% REQUIREMENT BASED UPON EXISTING TOPOGRAPHY OF THE AREA.

— 24" —

—_1 12" |=—

WEEP HOLE DETAIL
NOT TO SCALE

CITY OF TIFFIN
BRICK PAVER - FURNITURE AREA - STANDARD DRAWING NI T E ke srhEer mﬁ
TIFFIN, OHIO 44883 e




NOTE: TRAILS OR WALKWAYS WITHIN
PARKS CAN BE REDUCED IN WIDTH IF

NECESSARY.

RECOMMENDED MIN 8'

FINISH GRADE

o

2% MAX SLOPE

FINISH GRADE

EXIST. GRADE

1.5" #448 ASPHALT SURFACE COURSE L \

|/

#407 TACK COAT @ 0.10 GAL/SY

1.5" #448 ASPHALT INTERMEDIATE COURSE

—
—
—

EXIST. GRADE

6" #304 AGGREGATE BASE

#408 PRIME COAT @ 0.30 GAL/SY

#204 COMPACTED SUBGRADE

PEDESTRIAN TRAIL SECTION

EXHIBIT W

_ 2 VARIES (MIN 8 2
_ FINISH GRADE FINISH GRADE
lllllll — — m: n
EXIST. GRADE 2% MAX SLOPE ¥
—_— e
/ / EXIST. GRADE —

#408 PRIME COAT @ 0.30 GAL/SY

8" #304 AGGREGATE BASE

2.5" #448 ASPHALT INTERMEDIATE COURSE

/l #407 TACK COAT @ 0.10 GAL/SY

1.5" #448 ASPHALT SURFACE COURSE

#204 COMPACTED SUBGRADE

VEHICULAR TRAIL SECTION

MULTI - USE TRAIL - TYPICAL SECTION

CITY OF TIFFIN

ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883

A

TIFFIN
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EXHIBIT X

%" LAG SCREWS
. \ 3IN.LENGTH e N
P 22" ANGLE
ANGLEIRON 3 DRILL
HOLE FORLOCK
N ;
=
i
FINISHED GRADE ..‘ 7 ]
OF ASPHALT %" CLEARANCE 4
) WELD 134d4° 14" HOLE FOR PADLOGK
STRAIGHT IRON {LOCK TO BE PROVIDED BY
TO TOP OF SLEEVE . REC. & PARKS DEPT.)
PLAN
W \\/\\
& \)\\ % IRON SLEEVE
%" CLEARANCE
45° TAPER AT
TOP OF SPACER
£
Y'x4* STEEL SPACER WELD TO
INSIDE OF SLEEVE (ALL SIDES) ELEVATION
SECTION A-A
MITRE ANGLE A LAG SCREWS
IRON AND WELD J
[ ANGLE
%" LAG SCREWS IRON
¢/ % (ENGTH
P 22534 ANGLE _ Top _
ANGLE IRON e oF s
_ _ BOLLARD
FINISHED GRADE 0
OF ASPHALT
_ "L TRIM UPPER LEG
A OF ANGLE IRON

PLAN

Y4 IRON SLEEVE

;

SECTION B-B
————

CITY OF TIFFIN
TYPICAL REMOVABLE BOLLARD DETAIL N I E T ARREY TR N T w_%ﬁ
TIFFIN, OHIO 44883 e




FOR USE ON A PARCEL WITH A SINGLE DWELLING

* CURB OR COMBINED CURB AND GUTTER SHALL BE TAKEN OUT AND REPLACED WITH
CONCRETE, SEPARATED FROM THE DRIVE BY 1/2" PREMOLDED EXPANSION JOINT. WHEN
LESS THAN 5 FT. OF A CURB SECTION REMAINS AFTER THE CURB CUT IS LOCATED, IT SHALL

ALSO BE REMOVED AND REPLACED. CURB SHALL BE CONSTRUCTED IN MINIMUM 5 FT.

SECTIONS AND MAXIMUM 10 FT. SECTIONS.

*%% 5 FT. ON ROADWAYS WITH 35 MPH SPEED LIMIT, 2 FT. FOR SPEED LIMITS LESS THAN 35 MPH.

WHEN A CURB OR CURB AND GUTTER

100" MINIMUM

160" MINIMUM (2 CAR DRIVE)

PAVEMENT

ITEM 605 - 4" UNDERDRAIN

ARE PRESENT ALL DRIVEWAYS SHALL {
BE ITEM 452 CONCRETE PAVEMENT

\/\

LR/W LINE RAW LINE
o7
MI{N. /™ BIWALK
CONCRETE 4407 MIN CONCRETE
SIDEWALK - - 2% MAX. i SIDEWALK
l MIN. 6" ITEM - 608
GRASS GRASS
BOULEVARD BOULEVARD
MIN. 6" ITEM - 452 15% MAX. 4
45°
MAx,
: *xE >
] kkk |
b HIN .- MIN.-—Jl
| FLARE FLARE !

2'[MIN. - 5' MAX, 2'MIN. - &' .
SEPARATE CURB/CURB & GUTTER

*

| ITEM 609 - CURB (DROP)

I EXHIBIT Y

z
E
40" MIN.
DRIVE ACROSS
[ 12%MAX. ) DRIVE I DR!VE
2% VAR!ES
. MIN

G e e N
'// \ \ \\\

ITEM 203- COMPACTED
SOIL OR ITEM 304 -
AGGREGATE BASE
%" EXPANSION
JOINT

STRAIGHT CURB SECTION

NOTE: INTENT IS TO MINIMIZE THE VARIED
SLOPE BY MAXIMIZING THE SLOPE BETWEEN
THE EDGE OF ROADWAY AND THE FACE OF
THE PUBLIC PEDESTRIAN ACCESS ROUTE. IF
POSSIBLE, TO PREVENT VEHICLES FROM
BOTTOMING QUT, NO SLOPE SHALL EXCEED
16%. IF A MAXIMUM SLOPE OF 16% CAN NOT
BE ACHIEVED, ALTERATIONS MAY NEED TO
BE MADE FROM THE STANDARD DRAWING.
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| EXHIBIT Y

40" MIN.
DRIVE ACROSS {
| 15% MAX. | DRIVE | _DRIVE
2% T2%MAX ¥
o NOTE: INTENT IS TO MINIMIZE THE VARIED
" —{ SLOPE BY MAXIMIZING THE SLOPE BETWEEN
: THE EDGE OF ROADWAY AND THE FACE OF
K TR — THE PUBLIC PEDESTRIAN ACCESS ROUTE. IF
SR - POSSIBLE, TO PREVENT VEHICLES FROM
« BOTTOMING OUT, NO SLOPE SHALL EXCEED
ggm é‘g;ﬁs%“’mm‘?o 16%. IF A MAXIMUM SLOPE OF 16% CAN NOT
OCREGATE e BE ACHIEVED, ALTERATIONS MAY NEED TO
PAVEMENT BE MADE FROM THE STANDARD DRAWING.
%" EXPANSION
JOINT
ITEM 605 - 4" UNDERDRAIN
{TEM 609 - CURB (DROP
(PROP) = STRAIGHT CURE SECTION
100" MINIMUM
| 160" MINIMUM (2 CAR DRIVE) |
R/ LINE | RAW LINE
o
BIWALK —~ MIN.
Z
z 2% MAX J
3 (] .
SIDEWALK 8% MAX. 2 8% MAX. SIDEWALK
4" MIN. 4" MIN.
ITEM 608 MIN. 6" MIN. 6" ITEM 608
ITEM 608 ITEM 608
MIN. 6 ITEM - 452 15% MAX. 4
o
% 10% ALONG THE FACE 10% ALONG THE FACE
OF THE CURB - OF THE CURB

JDATE MODIFIED: 07/2020

RESIDENTIAL DRIVEWAYS (CONCRETE APPROACH), TYPE B
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EXHIBIT Y

4'-0" MIN.
DRIVE ACROSS
| 15% MAX. | DRIVE | _DRIVE
29, 1% MAX
1.0° NOTE: INTENT IS TO MINIMIZE THE VARIED
1 MIN ™ SLOPE BY MAXIMIZING THE SLOPE BETWEEN
. o THE EDGE OF ROADWAY AND THE FACE OF
7\ TTEN 600 - THE PUBLIC PEDESTRIAN ACCESS ROUTE. IF
: W POSSIBLE, TO PREVENT VEHIGLES FROM
s ﬂ ITEM 203- COMPAGTED BOTTOMING OUT, NO SLOPE SHALL EXCEED
SOIL OR [TEM 304 - 16%. IF A MAXIMUM SLOPE OF 16% CAN NOT
PAVEMENT AGGREGATE BASE BE ACHIEVED, ALTERATIONS MAY NEED TO
14" EXPANSION BE MADE FROM THE STANDARD DRAWING.
JOINT
ITEM 605 - 4" UNDERDRAIN
{TEM 609 - CURB (DROP
(OROFY = STRAIGHT CURE SECTION
10-0" MINIMUM
160" MINIMUM (2 CAR DRIVE)
R/W LINE ; RAW LINE
BWALK ~ r:mg
MIN. 6" ITEM - 452 .
2 £l
2% MAX. 8% MAX. I 8% MAX. e
=
lDATE MODIFIED: 07/2020
CITY OF TIFFIN L{;ﬁg&

RESIDENTIAL DRIVEWAYS (CONCRETE APPROACH), TYPE C

ENGINEERING DEPARTMENT
51 E. MARKET STREET
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RMW — « ——  ——

e e e e e RAW
16" MIN. (2 CAR DRIVE) El
o N 0‘4 " - " N " L s -d,«v 44,/1 . 4“
DOMINGg gl e T e <L MIN, 4"
CITEM608 . H|.-*°  MIN. 6" ITEM608 - ‘- ITEM608
CONCRETE d'l.% - CONCRETE SIDEWALK’ ~ )iy - CONCRETE®
SSIDEWALK 511 o LT s e S SIDEWALK
. 5% ﬂﬂx ’ y ot FIL 4 e . v _._8_%_MAX:
ASPHALT DRIVE
5 (SEE TYPICAL SECTION)
E/P
ROAD

| EXHIBIT Y

(1) 11/2" OF ASPHALT CONCRETE, ODOT ITEM 448 SURFACE COURSE, TYPE |
(2) TACK COAT, ODOT ITEM 407

(3) 1 112" OF ASPHALT CONCRETE, ODOT ITEM 448 INTERMEDIATE COURSE, TYPE 1
(4) PRIME COAT, ODOT ITEM 408
(5) 8" AGGREGATE BASE, ODOT TEM 304, COMPACTED IN (2) 4' LIFTS

(6) COMPACTED AND PROOF ROLLED SUBGRADE, ODOT ITEM 204
ASPHALT DRIVE TYPICAL SECTION

NOT TO SCALE

NOTES:

1) DRIVEWAY MUST BE FLLARED BY TAPER OR RADIUS A MINIMUM OF 2'
AND MAXIMUM OF 5" WITHIN AREA BETWEEN EDGE OF PAVEMENT AND
FACE OF SIDEWALK.

2) IF AN EXISTING CURB CUT OR REMOVAL IS REQUIRED, LIMITS AND
MEANS AND METHODS OF WORK WiLL BE DETERMINED BY THE CITY
ENGINEER,

3) IF NO EXISTING SIDEWALK IS PRESENT, ASPHALT DRIVE CAN EXTEND
THROUGH THE REQUIRED 6" ITEM 608 CONCRETE SIDEWALK SECTION,

| Date Modified: 07,/2020

RESIDENTIAL DRIVEWAYS - ASPHALT APPROACH

CITY OF TIFFIN
ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883
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RW— - ——  — o oty - —— _p— RW
¥ MINL 1o T O zl.
F ¥ 16" MIN, (2 CAR DRIVE} 37 =
R R S NP
L. . A & . ,a«.*gﬂé*-’." . e
COMINGT g e L e T gt MINL 47
CITEMB08 . =l MIN 6"ITEM 608 LB ITEM608
.CONCRETE; 5'L.% * CONCRETE SIDEWALK" s9ld = CONCRETE®
SSIDEWALK = T1p T T A e NN - SIDEWALK
‘ ‘o - 1 ‘v« o .1“,_‘
£
7 (SEE TYPICAL SECTION)
( =
E/P E/P

ROAD

EXHIBIT Y

@ MIN. 8" AGGREGATE BASE, ODOT ITEM 304, COMPACTED IN (2) 4" LIFTS

(2) COMPACTED AND PROOF ROLLED SUBGRADE, ODOT ITEM 204
AGGREGATE DRIVE TYPICAL SECTION

NOTES:

NOT TO SCALE

1) DRIVEWAY MUST BE FLARED BY TAPER OR RADIUS A MINIMUM OF 2
AND MAXIMUM OF 5" WITHIN AREA BETWEEN EDGE OF PAVEMENT AND
FACE OF SIDEWALK.

2) IF AN EXISTING CURB CUT OR REMOVAL IS REQUIRED, LIMITS AND
MEANS AND METHODS OF WORK WILL BE DETERMINED BY THE CITY

ENGINEER.

3) IF NO EXISTING SIDEWALK IS PRESENT, AGGREGATE DRIVE CAN
EXTEND THROUGH THE REQUIRED 6" [TEM 608 CONCRETE SIDEWALK

SECTION.

4) AGGREGATE BASE SHALL BE ADEQUATELY COMPACTED TO PREVENT
WASHOUT ONTO ROADWAY. PREFERRED SECTION WILL CONSIST OF 8"
OF 304 OR 411 CRUSHED GRAVEL TOPPED WIITH #8 CRUSHED GRAVEL.

5)IF CITY ENGINEER DETERMINES THE SLOPE OF THE APPROACH 1S
EXCESSIVE AND MAY CONTINUQUSLY CAUSE A WASHOUT OF THE
AGGREGATE APPROACH INTO THE PUBLIC STREET, THE CITY
ENGINEER MAY REQUIRE THE DRIVE APPROACH TO BE SURFACED
WITH EITHER AN ASPHALT OR CONCRETE SURFACE. MAX SLOPE OF
THE APPROACH , REGARDLESS OF SURFACE SHALL NOT EXCEED 15%.

| Date Modified: 07,/2020

RESIDENTIAL DRIVEWAYS - AGGREGATE

CITY OF TIFFIN
ENGINEERING DEPARTMENT
51 E. MARKET STREET
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4'-0" MIN.
ACROSS DRIVE

| EXHIBIT Z

ORIWVE

DRIVE
ITEM 609 12% MAX,
CURB/CURB & GUTTER
(DROP)

2%

VARIES Y
"NOTE: INTENT IS TO MINIMIZE THE VARIED
SLOPE BY MAXIMIZING THE SLOPE BETWEEN
THE EDGE OF ROADWAY AND THE FACE OF
THE PUBLIC PEDESTRIAN ACCESS ROUTE. IF
P T POSSIBLE, TO PREVENT VEHICLES FROM
BOTTOMING QUT, NO SLOPE SHALL EXCEED
S

16%. IF A MAXIMUM SLOPE OF 16% CAN NOT
BE ACHIEVED, ALTERATIONS MAY NEED TO
BE MADE FROM THE STANDARD DRAWING.

ITEM 203 - COMPACTED SOIL OR
ITEM 304 - AGGREGATE BASE

%" EXPANSION JOINT 8" [TEM - 608

ITEM 605 - 4" UNDERDRAIN

SECTION A-A
A ‘——-———]
14' MIN. (1-WAY)
18 MIN. (1-WAY - 45° PARKING)
24 MIN. (2-WAY)
| rwime RIW LINE
i
MIN. | — BIWALK
CONCRETE 2 CONCRETE
SIDEWALK 2 2% MAX. J SIDEWALK
I 8" ITEM - 608
GRASS 12% MAX. J GRASS
BOULEVARD BOULEVARD
8" ITEM - 452
OR
™. ASPHALT
Max DETAIL
I
50" MIN. I 520" MIN,
FLARE A FLARE

SEPARATE CURB/CURB & GUTTER

IDATE MODIFIED: 07/2020

COMMERCIAL DRIVEWAY, FLARED APPROACH, TYPE A

CITY OF TIFFIN fﬁ&

ENGINEERING DEPARTMENT L
51 E. MARKET STREET TIFEIN
TIFFIN, OHIO 44883 rr




DRIVE 4-0" MIN.
ITEM 609 12% MAX. ACROSS DRIVE ] DRIVE A
CURB/CURB & GUTTER 2% VARIES
{DROP)

YTEM-608
PR

— ITEM 203 - COMPACTED SOIL OR
ITEM 304 - AGGREGATE BASE

2" EXPANSION JOINT 8" ITEM - 608

ITEM 605 - 4" UNDERDRAIN

i EXHIBIT 7

*NOTE: INTENT IS TO MINIMIZE THE VARIED
SLOPE BY MAXIMIZING THE SLOPE BETWEEN
THE EDGE OF ROADWAY AND THE FACE OF
THE PUBLIC PEDESTRIAN ACCESS RQUTE. IF
POSSIBLE, TO PREVENT VEHICLES FROM
BOTTOMING OUT, NO SLOPE SHALL EXCEED
16%. IF A MAXIMUM SLOPE OF 16% CAN NOT
BE ACHIEVED, ALTERATIONS MAY NEED TO
BE MADE FROM THE STANDARD DRAWING.

SECTION A-A
14" MIN. (1-WAY,

WHEN CURB OR CURB AND GUTTER 18 MIN, CAWAY - 45+ PARKING)

ARE PRESENT ALL DRIVEWAYS TN GWAY)

SHALL BE ITEM 452 CONCRETE )

PAVEMENT \/\

RIW LINE A~ ] RAW LINE
L]
BWALK —\ 1-8" MIN.
2% z
0
MAX, 8% MAX. & 2% MAX. J 87 MAX. 2% MAX.
SIDEWALK —_— = ——
4" MIN. 8" MIN. 8" MIN. SIDEWALK
ITEM 608 ITEM 608 ITEM 608 4" MIN.
ITEM 608
8" ITEM - 452 12% MAX. J
&
? l 4'-0" FLARE:
A

IDATE MODIFIED: 07,/2020

COMMERCIAL DRIVEWAY, FLARED APPROACH, TYPE B

CITY OF TIFFIN
ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883
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DRIVE
2% MAX. | VARIES

ITEM 609
CURB/CURB

& GUTTER (DROP) 6"
,.\

WHEN CURB OR CURB AND GUTTER
ARE PRESENT ALL DRIVEWAYS
SHALL BE ITEM 452 CONCRETE

P —

%" EXPANSION JOINT

SECTION A-A

14" MIN. (1-WAY)
18" MIN. (1-WAY - 45° PARKING)

24' MIN. (2-WAY)

e

1 EXHIBIT Z

*NOTE: INTENT IS TO MINIMIZE THE VARIED
SLOPE BY MAXIMIZING THE SLOPE BETWEEN
THE EDGE OF ROADWAY AND THE FACE OF
THE PUBLIC PEDESTRIAN ACCESS ROUTE. IF
POSSIBLE, TO PREVENT VEHICLES FROM
BOTTOMING OUT, NO SLOPE SHALL EXCEED
16%. IF A MAXIMUM SLOPE OF 16% CAN NOT
BE ACHIEVED, ALTERATIONS MAY NEED TO
BE MADE FROM THE STANDARD DRAWING.

PAVEMENT
R/W LINE A I ‘ R/W LINE
10
B/AWALK —\\ MIN,
}
8% MAX. 2% AX. 4 8% MAX. 2% MAX.
2% MAX. MIN. 8"ITEM - 452
i
=
f |
A
| Date Modified: 07/2020
ENGINEERING DEPARTMEN fﬁk
COMMERCIAL DRIVEWAY, FLARED APPROACH, TYPE C S%EF“{'@%(.EE%%%W T TN




14" MIN. (1-WAY)
18 MIN. (1-WAY - 45° PARKING)

DRIVEWAY SHALL BE
EXTENDED TO END OF
RADIUS, MINIMUM (MAY B8E
EXTENDED BEYOND R/W)

| EXHIBIT Z

24' MIN. (2-WAY)
| I
% CoNTROL—""] :
JOINT
i 5 MIN. & 10° |
| 8 ITEM4520R | MAX CURE |
TANGENT ASPHALT DETAIL ‘
UNDERORAIN, IF APPLICABLE -
FACE OF GURB
TRANSITION OR
[ 8" ITEM - 608 / ADA RAMP
J N 7
SIDEWALK 4 MIN. 2% ‘ SIDEWALK
‘ AN
%" EXPANSION | 123 8" ITEW. h
JoNT o MAX. \ ASPHALT BETAIL o~
{ Date Modified: 07/2020
CITY OF TIFFIN }ﬁﬁg
COMMERCIAL DRIVEWAY, CURBED APPROACH WITH RADIUS ENGINEERING DEPARTMENT TERIN
TIFFIN, OHIO 44883 Fr




| EXHIBIT Z

14' MIN. (1-WAY)
18' MIN. (1-WAY - 45° PARKING)
| 24' MIN. (2-WAY) | 5
z
4
LR | v Wil f Palidl
k% 4OMIN.  * 2% * %
) 8" OF ITEM 608 \
CURBED DRIVE (OPTIONAL) CURS PER
STD DWG 2000 WITHOUT UNDERDRAIN
ITEM 603 - DRIVE PIPE, TYPE D
MINIMUM 12" DIA. WHEN APPLICABLE \ TAPER CURB HEIGHT
DITCH )~ J— ._/ ____________ \_., — — —( DITCH FROM 8" TO 0" IN 6 FT.
TAPER CURB HEIGHT
/ -
g FROM 6" TO 0" IN 2 FT.

NI 008

=L

12% MAX.

ASPHALT, SEE DETAIL

E/P

\ EXISTING E/P

MAIN ROADWAY
NON-CURBED

\ SAWCUT FULL DEPTH TO SOUND PAVEMENT

{TEM 407 - TACK COAT, VERTICAL EDGE
ITEM 423 - CRACK SEAL, TYPE |

* SET SIDEWALK THROUGH APPROACH AT SIDEWALK GRADE TO AVOID
RAMP OR TRANSITION. IF NOT POSSIBLE, THEN MINIMIZE TRANSITION FROM SIDEWALK TO APPROACH.

*% 8" THICK CONCRETE SIDEWALK FOR 1 FULL PANEL (MIN. 5 FT.) BEYOND THE EDGE OF THE FULL WIDTH

SECTION OF THE DRIVE.

{ Date Modified: 07,/2020

COMMERCIAL DRIVEWAY, NON-CURBED ASPHALT APPROACH, WITH RADIUS

CITY OF TIFFIN jﬁ%

ENGINEERING DEPARTMENT o
51 E. MARKET STREET TIFFIN
TIFFIN, OHIO 44883 sl




! EXHIBIT Z

14' MIN. (1-WAY)
| 18/ MIN. (1-WAY - 45° PARKING)
| 24' MIN. (2-WAY) ‘

A =
il | z i {2 il

B

*k 40" MIN. * 2% EX Z

8" OF ITEM 608 |
CURBED DRIVE (OPTIONAL) CURB PER
STD DWG 2000 WITHOUT UNDERDRAIN
ITEM 603 - DRIVE PIPE, TYPE D
MINIMUM 12" DIA, WHEN APPLICABLE \ TAPER CURB HEIGHT
DITCH )~ — _// ____________ \_ — — —( DITCH FROM 6" TO Q" INB FT.
P TAPER CURB HEIGHT
o FROM 6" TO 0" IN 2 FT.
l§ 12% MAX.
m
8" OF ITEM 452
A
s
— B _— _EP
MAIN ROADWAY SAWCUT FULL DEPTH TO SOUND PAVEMENT
NON-CURBED ITEM 423 - CRACK SEAL, TYPE |

* SET SIDEWALK
THROUGH APPROACH AT SIDEWALK GRADE TO AVOID
RAMP OR TRANSITION. IF NOT POSSIBLE, THEN

MINIMIZE TRANSITION FROM SIDEWALK TO APPROACH.

%% 8" THICK CONCRETE SIDEWALK FOR 1 FULL PANEL
(MIN. 5 FT.) BEYOND THE EDGE OF THE FULL WIDTH
SECTION OF THE DRIVE,

| Date Modified: 07/2020

COMMERCIAL DRIVERWAY, NON-CURBED CONCRETE APPROACH WITH RADIUS

CITY OF TIFFIN
ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883
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| EXHIBIT 7

LEGEND

1 1/2" OF ASPHALT CONCRETE, ODOT ITEM 448 SURFACE COURSE, TYPE |

TACK COAT, ODOT ITEM 407 LEGEND

11/2" OF ASPHALT CONCRETE, ODOT ITEM 448 INTERMEDIATE COURSE, TYPE 1 (D & NON-REINFORGED CONCRETE PAVEMENT, ODOT ITEM 452

TACK GOAT ODOT [TEM 407 (2) 6"AGGREGATE BASE, ODOT ITEM 304, COMPACTED IN (2) 3" LIFTS

@ COMPACTED AND PROOF ROLLED SUBGRADE, ODOT ITEM 204

PRIME COAT, ODOT ITEM 408 COMMERCIAL CONCRETE DRIVE DETAIL
6" AGGREGATE BASE, ODOT ITEM 304, COMPACTED IN (2) 3" LIFTS NOT TO SCALE

@
&)
®
®
@ 7" ASPHALT CONCRETE BASE, ODOT ITEM 301
®
@

COMPACTED AND PROOF ROLLED SUBGRADE, ODOT ITEM 204

COMMERCIAL ASPHALT DRIVE DETAIL

NOT TO SCALE
[DATE MODIFIED: 0772020
CITY OF TIFFIN iﬁk
COMMERCIAL DRIVEWAY TYPICAL SECTIONS ENGINEERING DEPARTMENT N
TIEFIN, OHIO 44883 e




24

12

w 95.42'

e

f— §2'

58"

L
LN :
® & 64.3
s
@ aru.
ITEM 609 - L
CONCRETE MEDIAN FICURB K3
ANY DEVIATIONS FROM THE ABOVE DIMENSIONS
SHALL REQUIRE A DESIGN SPECIFICALLY FOR THOSE
DOUBLE YELLOW LINE DEVIATIONS.
50' TAPER, 25 STRAIGHT
(MINIMUM) DIMENSIONS ARE TO FACE OF CURB

REBOUNDABLE TRAFFIC
POSTS WHITE »§-C-C

(UNLESS OTHERWISE NOTED).
DESIGN IS FOR WB-50 TURNING TEMPLATE. .

CHANGES FROM THESE DRAWINGS REQUIRE
APPROVAL FROM THE CITY ENGINEER.

DRIVE ISLANDS SHALL BE BUILT WITH AN ADA
COMPLIANT PEDESTRIAN CROSSING. SEE STD DWG
2319.

ISLAND CORNER RADII ARE 2' MIN,

EXHIBIT Z

RIGHT IN RIGHT OUT - COMMERCIAL DRIVEWAY - STANDARD DRAWING

CITY OF TIFFIN

ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883

A

TIFFIN

oHio




ﬁol 24" ——-atd

; 95.42 12

93

728

s

*
¢~
TEM 609 - u\l_lF,

CONCRETE MEDIAN

DOUBLE YELLOW LINE
5§0' TAPER, 25' STRAIGHT
(MINIMUM]

DEVIATIONS.

DIMENSIONS ARE TO FACE OF CURB
(UNLESS OTHERWISE NOTED).

ANY DEVIATIONS FROM THE ABOVE DIMENSIONS
SHALL REQUIRE A DESIGN SPECIFICALLY FOR THOSE

DESIGN IS FOR WB-50 TURNING TEMPLATE.

* DRIVE ISLANDS SHALL BE BUILT WITH AN ADA

. / COMPLIANT PEDESTRIAN CROSSING. SEE STD DWG
I N - - - 2318.

/| ITEM 627 - ISLAND CORNER RADI! ARE 2' MIN.,
REBOUNDABLE TRAFFIC
POSTS WHITE - §5'C-C

EXHIBIT Z

RIGHT IN RIGHT OUT WITH LEFT IN - COMMERCIAL DRIVEWAY
STANDARD DRAWING

CITY OF TIFFIN

ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883

:

TIFFIN

OHIO




DIMENSIONS ARE TO FACE OF CURB
(UNLESS OTHERWISE NOTED).

160
& DESIGN IS FOR WB-50 TURNING TEMPLATE.
ITEM 452
* ISLAND CORNER RADII ARE 2' MIN.
8. 2
a“ ~7 * DRIVE ISLANDS SHALL BE BUILT WITH
—— |m AN ADA COMPLIANT PEDESTRIAN
. & o 14 CROSSING. SEE STD DWG 2319.
73 R & 62
46" i 9
FMIN. h 2 Anr*
ITEM 609 -
1 . _CONCRETE MEDIAN 1 *. 2 “mﬁcmm ] — P — — — —_
h— 36.5' -+
268" 50 100° 100

DOUBLE YELLOW

50' TAPER

26' STRAIGHT (MIN)

?&é
BACK TO BACK @
IGN:
.z "
Rt -3
‘ W ot

\_ ITEM-627
—_ —_ — WHITE - § C-C R

IRACEICEQSTS

EBOUNDABLE

ANY DEVIATIONS FROM THE ABOVE
DIMENSIONS SHALL REQUIRE A DESIGN
SPECIFICALLY FOR THOSE DEVIATIONS.

EXHIBIT Z

RIGHT IN RIGHT OUT WITH ADD LANE - COMMERCIAL DRIVEWAY
STANDARD DRAWING

CITY OF TIFFIN
ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883

oA
TIFFIN

oHiIo




1/2" EXPANSION
JOINT _<_>._.mx_>_.l/

4" MIN
2% MIN

>
_
4" SIDEWALK

40' MIN. |

SIDEWALK

STRAIGHT DROP CURB

\

LANDING

CONSTRUCTION !
RADIUS OF z Z1  JOINT, TYP. -~ 2
25, TYP. = mi '
- = — 4
o N [}
\ ]
L | n AV i L
/r \_ CONSTRUCTION 8" MIN. [TEM 452 //
LANDING
PAVEMENT > 3
g

112" EXPANSION

JOINT MATERIAL I/ ;

2% MIN

EXISTING OR PROPOSED
STREET PAVING SECTION
9' MIN
L 1
g MATCH
x < STREET
2% MIN « % SLOPE
—— A a1
A e IR S (B L N
I : WAL T
w ﬁ
. [TEM 452
PORTLAND CEMENT
PULL OFF PAVING
ITEM 304 AGGREGATE BASE

'SUBGRADE COMPACTION

EXHIBIT AA

NOTE:

RAMP CAN BE PLACED ON
EITHER SIDE OF THE
PARKING AREA.

VEHICULAR PULL OFF - STANDARD DRAWING

CITY OF TIFFIN

ENGINEERING DEPARTMENT
51 E. MARKET STREET
TIFFIN, OHIO 44883

A

TIFFIN

oHio




POLE SHALL BE VERTICAL
WITH MAX, OFFSET OF Sf3

MECHANICAL DAMPENING ALONG CENTERLINE

DEVICE {SEE NOTE 16)

BRACKET ARM
WHEN REQUIRED
MECHANICAL DAMPENING {SEE NOTE 6)
N\ DEVICE (SEE NOTE 16)
i
ARM ARM LENGTH
¢ VARIES (OVERLAP WHEN REQUIRED)
_ A ] -seenores)
d O
!
\ p——
SIGNAL HEAD v 1 y
WITH BACKPLATE HANDHOLE
priv:e
1/2* MIN. STAINLESS OR GALV.
STEEL HEX HEAD THROUGH BOLT
WITH LOGK NUT, SNAG.
19 MAX.
17' PREFERRED
1 3/8" DIA. HOLE IN MASTARM, WITH iy
1 in GROMMET OR BUSHING {TYPICAL)
APPLICABLE TO ALL SIGNAL HEADS
RISE: 3* MIN., 12 it MAX., AFTER ERECTION
OF SIGNALS (DESIGNS 4-12); RISE: 3" MIN., 30" MAX.
AFTER ERECTION OF SIGNALS (DESIGHN 13, 14, G156 & C16)
HANDHOLE
G N

POLE
HEIGHT

POLE
HEIGHT

TABLE 1 - PART A - POLE DIMENSIONS

EXHIBIT AB

n|"HESIoN | oEsien e e
oo | B |0 T oe | | e
. BA:
{NOTE A) FT & TYPE |THICK| DIAMETER |LENGTH| TYPE ITHICK] SIZE
4 42 375 |ROUND{ 239 13 35 |ROUND| 239 |  10.32X5.00°
209 | 11x86217 +
12 4 475 [ROUND| 299 28 |ROUND
2 OUND| 2 b 79 | 9.19x4.68x32-3"
299 |  13x8.80x30° +
12 40 595  |ROUND| .289 16 60' |ROUND 8
239 | 9.62x5.14x32"
3125  14x9.035 +
14 3 5 {ROUND| .208 1 7w ND
y 8 D| 28 7 ROUND e | s ot anar
0313 1e@68x3s +
14 & 69. ROUND{ . 17 70 ND|
3 s 9 RN o0 5 50t 74230
c15 50 785  [ROUND| 313 18 79 JROUND 313 1144038704075 1
) 479 | 9.34x3.71x40.25'
250 | 12.00x0.55x17.5 +
o&mﬁ 48148 495 lrouno| 313 16 50Y50' |ROUND 70 | 10.19653,40x34 25
ARM 495 250 | 12.00x9.55x17.5' +
179 | 10.19x5.40x34.25'
ALL DRMENSIONS ARE IN INCHES, UNLESS OTHERWISE NOTED.  *=SINGLE PIECE ARM
TABLE 1 - PART B - POLE DIMENSIONS
ARM ATTACHMENT ANCHOR BASE PLATE
DESIGN SKIRT
NC. BOLT

ajslc|ojlelF|e]| P |choel S

4 16.50 | 14.50 { 12.50 | 9.50 {1.50| 2 | 1.25) 0.25 18 18.50

1275

2 |2.1336.75{7.75

12 16.50 | 14.50{ 12,50 | 9.50 [1.75] 2 | 1.50; O0.31 20 20,50

1413

2 |228;7585

13 195011650 15 12 §150; 2 [1.501 0.1 22 23

15.56

14 19.50 [ 1650 15 12 lz2.00f 2 | 200 0.38 2 23

15.56

2 (238|75|85

Ci5 24 19 18 13 200} 2 ]200} 038 24 24

2 1238|7585

18 15 14 10 |1.75| 2 [ 150§ 0.31

18 15 14 10 [1.75] 2 j1.50) 0.31

15.56

ALL DIMENSIONS ARE IN INCHES, UNLESS OTHERWISE NOTED.

THESE DESIGNS USE FULL PENETRATION WELDS AT THE ARM AND BASE PLATE CONNECTIONS.

NOTES:

A. MAXIMUM DESIGN AREA IS BASED
ON 30 MPH DESIGN WIND SPEED
WITH A PRESSURE OF 25 PSF,

B. DIMENSION LOCATIONS ARE
IWLUSTRATED ON SHEETS 34.6.
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BOLT CIRCLE an mlvm_/
I ANCHOR BOLTS

WITH STANDARD
STEEL HEX NUTS,
PLAIN WASHERS

(SEE NOTE 7)

BASE PLATE

174" MIN.

DESIGN 4,12,13, & 14

ONE BOLT DIAMETER = MAX.

Ll:

14" x 2" BAR TYPICAL

POLE BASE DETAILS

14" STEEL
PLATE

RADIUS

ID=POLEQD + 14"

JOP VIEW

5 hﬂ.

316

CJP,

ANCHOR BOLTS

WITH STANDARD

STEEL HEX NUTS,

PLAIN WASHERS _
TOP OF ROUGH SEE POLE
FOUNDATION BASE WELD

DETAIL
cp / m
; t

1/47 x 2* K

BACK -UP RIN

.

-

=

1 MAX DESIGN C15 & C16

POLE BASE AND ARM FLANGE WELD DETAIL

14" MIN.
\ ONE BOLT DIAMETER = MAX,
12" MIN

| ¥

J

POLE BASE DETAILS

BASE CONNECTION

PRE-DRILLED

EXHIBIT AB

COVER GUIDE AND
SECTION ATTACHMENT

\| THREADED HOLE W/ S.5. BOLT

1 H I

FOLE PLATE
WIDTH +1/4"

SECTION A-A
POLE PLATE SKIRT

__STEEL BASE COVER
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BOLT DIA, G,

WASHER (S)
(SEE NOTE 15)
e
GUSSET PLATES
(THICKNESS = B} ey

[SEE NOTE 17} ™
|
L-2 1/2" DIA_HOLE 1
REMOVE SHARP EDGES i
HANDHOLE |

@'x67)

,/gmoz. HOLE DIA.,
(SEE NOTE 1)

P

ARM ATTACHMENT (TYP.)

DESIGN 4, 12, 13 & 14

.m/mmm NOTE 15

Y
I
OPENING FOR

GALVANIZING

IN POLE PLATE I
CENTERED OVER 3"DIA. | || il
HOLE IN POLE {DEBURR
HOLE)

GALV. DRAIN
OPENINGS

(4) HEX HD CONNECTION
BOLTS (SIZE PER CHART)

4"x6” HANDHOLE

OPPOSITE MAST ARM

=

\“V_\\fc } \: CA ﬁ

2 1/2" DIA, WIRING HOLE—" ///J.n\ _m \MI m
2

(P} THK GUSSETS
TOP, BOTTOM, & SIDES

EACH WITH (1) FLAT
E&.WIMM _,.M_vzo_.comc ARM ATTACHMENT (TYP.}
wi

{SEE NOTE 15) DESIGN €15

2.5" DIA. WIRING HOLE IN
POLE PLATE CENTERED
OVER 3" DIA, HOLE {N POLE
{DEBURR HOLE)

gyl

DETAIL ON
SHEET §

Fany

123

SEE WELD m

ey
jammil

T~

GALV. DRAIN
OPENINGS

{8)- HEX HD CONNEGTION BOLTS
(SIZE PER CHART) EACH WITH (1)
FLAT WASHER (INCLUDED WITH ARMS)

ARM ATTACHMENT (TYP.)
DESIGN C16

POLE PLATE

=/
N

ARM PLATE l\\

DTi WASHER:

F436 FLAT WASHER: CONNECTION NUT
DY WASHER PLACEMENT
(FOR DESIGNS 13, 14, C15 & C18)

(SEE NCTE 15)

EXHIBIT AB

_\la._xnwa HANDHOLE

T~ BETWEEN MAST AR

™~
™ mramr<
{P) THK GUSSETS

TOP, BOTTOM & SIDES
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POLE CAP, 3 SET
SCREWS MINIMUM

THRU BOLT STYLE

*J* HOOK

i
*//|u=xm, HANDHOLE
|
5
I
I
f
I
[
f
f
|
l

EXTENDED SIGNAL
\r SUPPORT POLE

MAST ARM I/

\\I 4"x6* HANDHOLE
I

™~ J* HOOK

=

POLE EXTENSION FOR BRACKET ARM

BRACKET ARM

P~ CABLE SUPPORT
"J" OR"C"
HOOK

™~ EXTENDED
POLE SHAFT

i
|
|
|

———HANDHOLE
3"x5°

3"x5" HANDHOLE

NQ. 12 STAINLESS STEEL SINGLE JACK CHAIN
SECURED WiTH 0.19" X 0.50" POP RIVETS

CURVED COVER

EXHIBIT AB

HANDHOLE
4°x6"

4"x6" HANDHOLE
ALLEN WRENCH SOCKE

OR PHILLIP TYPE OF
MACHINE SCREW

Awg‘mmr LOCKING BRACKET

W/RUST INHIBITING COATING
FLUSH HANBHOLE

PLATE

ST

[ 5% MIN =]
} .\J A
* f Y
l I
8" [ ] | :Nv
—H B
L e —r
[ |
[ I " 8 MIN
| |
16" MAX | | “
| I 1
| | 1
T -
1] I /|\U(o.mo, TAPPED
12 GA. H.R.M.S. COVER u%wm)ﬁ.wﬂm%wg
SECURED WITH 0.25" x 0.50" LOWER HANDHOLE WIRE LUG BOLT

STAINLESS STEEL CAP SCREWS

POLE TURBE
WALL

(

SECTION A-A

LESSTHANT7 GA. = .18
7GA. THRU3GA. = 25

COVER
MOUNTING CLIP
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BOLT CIRCLE J EXHIBIT AC
3" CLEAR — 511, 499 ......1|*| P _
" CONCRETE TOP
2" CYLINDER TOP
CONDUIT ELL(S) THREADED THRBOED
{SEE NOTE & |"—————NO. 6 REBARS, LENGTH LENGTH
} TIE ANCHOR BOLTS
TO REBAR CAGE.
LENGTH 4 LENGTH * 1" THICK CIRCULAR PLATE
SEE VERTICAL REBAR ——— | Muu_s. SCH. 40 PVC HEAVY HEX NUT DIAETER ASSORE. | 1
Lz ETER. ASSURE
DIAGRAMS FOR SIZE AND M 1 WASHER (3 FIXED TO THE
NUMBER OF VERTICAL NO. 4 TIE BARS, 1 THICK CIRCULAR BOLT HEAD BY EPOXY OR
(LONGITUDINAL) BARS ] SEE NOTE 6. PLATE SIMILAR MEANS, TO
FORMED TOP WASHER, SEE TABLE PREVENT MOVEMENT
m W m mo_»ﬂ ETER DURING CONCRETE POUR,
TOP VIEW —_— T
4" MIN. BOTTOM |_ * HEAVY HEX NUT
ANCHOR BOLTS .
CONDUIT TO EXTEND 2" TO 3" ABOVE FOUNDATION THREADED LENGTH 144
TOP FLUSH
HEX NUT ANCHOR HEADED ANCHOR
WITH SIDEWALK B P ot et
ANCHOR BOLTS BOLT OPTION BOLT OPTION
SEE NOTE 1 ROUND CORNERS (SEE NOTE 9)
" £ 1" ,
- 8% MIN, i
24" _ w _ % \w\ _ _ _ u _ _ 8 GROUNDING
TP £ 40 i 4171 SUPP0 ATS AN BOLTS
LA L CONDUCTOR T T e
ﬂ I N ARNCHOA BOLTS s o TSRIEAD LG TR TR A0S PoR NCH PLA T Wil 5<i3 O ANETRA
L ATHT M1 el Bk .. SIE | cAos p L3S o 7 Fl
LT 1 _JWH_ F3 F] 10 s |imseem] TS T ] [] ]
=i 13 11 o N z0 ] LTS W 5 &
_mml_.MTE T ﬂ_ GROUND ROD 13 1% 3 2N = & ] [ &x &
CAP UNUSED T T Tl (1x10) .. . T e = £ .
coNpuIT ERENARANE P e B e e = = 2
__ I 15 ] DA 4 as 25 1 ] 5
i il | 15 ] DA = as F] 12 ] [
D NRANTRENE
ANVVN.. OOZUC-.._- mr—rw — m E — _ C _ _ TYPE 41705UPPORTS = Type 41204 4121 5UF PORTS Type 4120 & 4171 SUPPORTS =
{SEE NOTE 5) _I_nn s ] | E_ _ f DESIGNND. | D(FT) w = bz..m_ﬂ”_.ﬂu_.._.u = DEsiGn . | DEPTHOF ADIACENT UTILTY EXCAVATION —— pEFTH N“%”ﬂuﬂ umume
n_l_l”.d{_,._rillil.m.l 5 9 36 175X62 16 .75 3FT 6FT 3FT 6 FT
6 9 k] 175X 62 16 7.75 4 D=18 D=2 5 D=15 D=19
7 10 3% 2X62 18 B.5 12 D=18 D=2 6 D=15 D=19
B 10 3% 2X62 20 B.5 13 D=18 D=2 7 D=15 D=19
pentiO 1 R O | El 10 x 2x62 22 B3 14 D-15 D=2 F D15 -13
o= = = 10 1L % |z23xe3| 1z B = 015 oz 3 D15 15
_.I.—I .Im F 1 11 3% 2325X63 22 9 Cl5 SEEEELOW 10 D=15 D=19
_ _ m _ _ “ VERTICAL REBARS. 12 12 3% | 25x64| 235 275 SPECIAL FOUNDATION REQLIRED FOR LTILTY 11 D=20 D=24
e DIRGRAM FOR Size S N N 7 T R EXCAVATIONS ADIACENTTO Gl = = =n
_AI—I L .—l I—l_ >ZU zcgmmmﬂ. *ALL DIMENSIONS IN INCHES UNLESS OTHERWISE NOTED 14 D=20 D=24
HE.HIEIH._H_H (SEE NOTE 11)
312" £ 112"

*

SIDE VIEW

42" - 48" DIA.
DRILLED SHAFT

36" DIA,
DRILLED SHAFT

20 #9's (48").
18 §8's (427
VERTICAL REBAR
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